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1	Decision/action requested
[bookmark: _Hlk64897434]Include the proposed changes in TR 28.913
2	References
[bookmark: _Hlk83628987][1]		3GPP TR 28.913: "Study on new aspects of EE for 5G networks phase 2"
[2]	SP-211440: "New Study on new aspects of EE for 5G networks Phase 2"
3	Rationale
In SP-211440 [2], the second objective (“•	On the energy efficiency KPIs”) includes the following sub-objective: “Investigate how to define the energy efficiency KPI for V2X type of network slice”.
This pCR proposes to introduce a corresponding new Key Issue into TR 28.913 [1].
4	Detailed proposal
	First change



[bookmark: _Toc100664801]4.X	Key Issue #X: EE KPI for V2X network slice
[bookmark: _Toc100664802]4.X.1	Description
TS 28.554 [2] – clause 6.7.2 provides definitions of EE KPIs for networks slices of the following types: eMBB, URLLC and MIoT. Thre is no EE KPI definition for V2X network slices.
This key issue aims at investigating on potential definition(s) of the EE of V2X network slices.
As stated in TS 28.554 [2] clause 6.7.2.1, the generic network slice EE KPI is defined by the ‘Performance of the network slice’ (Pns) divided by the ‘Energy Consumption of the network slice’ (ECns). Potential solutions in the following sub-clause(s) have to concentrate on definition(s) of Pns for V2X network slices.
[bookmark: _Toc100664803]4.X.2	Potential solutions
[bookmark: _Toc100664804]4.X.2.i	Potential solution #<i>: <Potential Solution i Title> 
[bookmark: _Toc100664805]4.X.2.i.1	Introduction
Editor's Note:	This clause describes briefly the potential solution at a high-level.
[bookmark: _Toc100664806]4.X.2.i.2	Description
Editor's Note:	This clause further details the potential solution and any assumptions made.
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