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1
Decision/action requested

Add the solution for the charging information granularity.
2
References

[1]
3GPP TR 28.827 Study on 5G charging for additional roaming scenarios and actors
3
Rationale
Add the solution for the charging information granularity between V-CHF and H-CHF for the topic 7.2.
4
Detailed proposal

	First change


7.2.4.A
Solution #2.A: QoS flow charging for V-CHF communicating with H-CHF
7.2.4.A.1
General
A possible solution for key issue #2e, #2f, the interaction for V-CHF communicating with H-CHF is based on QBC triggers.

7.2.4.A.2
Reference architecture

The reference architecture would be the same as in solution #2.1 clause 7.2.4.1.

7.2.4.A.3
Message flows

V-CHF as the NF consumer (CTF) sends the QoS flow charging information based on the QBC triggers.
Editor’s Note: Triggers and Charging information between the V-CHF and H-CHF is ffs.
7.2.4.B
Solution #2.B: SDF charging for V-CHF communicating with H-CHF
7.2.4.B.1
General
A possible solution for key issue #2e, #2f, the interaction for V-CHF communicating with H-CHF is based on FBC triggers.

7.2.4.B.2
Reference architecture

The reference architecture would be the same as in solution #2.1 clause 7.2.4.1.

7.2.4.B.3
Message flows

V-CHF as the NF consumer (CTF) sends the service data flow charging information based on the FBC triggers.
Editor’s Note: Triggers and Charging information between the V-CHF and H-CHF is ffs.
	End of change


