

	
[bookmark: _GoBack]3GPP TSG-SA5 Meeting #144-e 	S5-224159
e-meeting, 27 June - 1 July 2022
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	28.541
	CR
	DraftCR
	rev
	-
	Current version:
	17.6.0
	

	

	[bookmark: _Hlt497126619]For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Add missing pLMNInfoList attribute for OperatorDU and GNBDUFunction

	
	

	Source to WG:
	S5

	Source to TSG:
	China Unicom

	
	

	Work item code:
	AdNRM_ph2
	
	Date:	Comment by John MEREDITH: Format yyyy-MM-dd.
	2022-06

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	In TS 28.541, the OperatorDU IOC and GNBDUFunction IOC are defined. However, the pLMNInfoList attribute in these IOCs is missing.

	
	

	Summary of change:
	Add pLMNInfoList attribute for OperatorDU IOC and GNBDUFunction IOC

	
	

	Consequences if not approved:
	

	
	

	Clauses affected:
	

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


	[bookmark: OLE_LINK17][bookmark: OLE_LINK16]1st  Change


[bookmark: _Toc59194829][bookmark: _Toc59439255][bookmark: _Toc59183894][bookmark: _Toc67989678][bookmark: _Toc59182428]4.3.1	GNBDUFunction
[bookmark: _Toc59439256][bookmark: _Toc59194830][bookmark: _Toc59182429][bookmark: _Toc59183895][bookmark: _Toc67989679]4.3.1.1	Definition
For non-split NG-RAN deployment scenario, this IOC together with GNBCUCPFunction IOC and GNBCUUPFunction IOC provide the management of gNB defined in clause 6.1.1 in 3GPP TS 38.401 [4]. 
For 2-split and 3-split NG-RAN architecture, this IOC provides the management representation of gNB-DU defined in clause 6.1.1 in 3GPP TS 38.401 [4]. 
The following table identifies the necessary end points required for the representation of gNB and en-gNB, of all deployment scenarios.

	Req
Role

	End point requirement for 3-split deployment scenario
	End point requirement for 2-split deployment scenario
	End point requirement for Non-split deployment scenario

	gNB
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	None.

	en-gNB
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	None.


[bookmark: _Toc59183896][bookmark: _Toc67989680][bookmark: _Toc59194831][bookmark: _Toc59439257][bookmark: _Toc59182430]
4.3.1.2	Attributes
The GNBDUFunction IOC includes attributes inherited from ManagedFunction IOC (defined in TS 28.622[30]) and the following attributes:

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	gNBDUId
	M
	T
	T
	F
	T

	gNBDUName
	O
	T
	T
	F
	T

	gNBId
	CM
	T
	T
	F
	T

	gNBIdLength 
	CM
	T
	T
	F
	T

	rimRSReportConf
	O
	T
	F
	T
	T

	pLMNInfoList
	CM
	T
	T
	F
	T



	2nd   Change


4.3.67	OperatorDU
4.3.67.1	Definition
This IOC contains attributes to support the NG-RAN Multi-Operator Core Network (NG-RAN MOCN) network sharing  with multiple Cell Identity broadcast feature. An instance of OperatorDU <<IOC>> should be created and configured for each POP.  When configured the attributes override those in parent GNBDUFunction instance.
The OperatorDU <<IOC>> is only used to support MOCN with multiple cell identity broadcast feature. If MOCN with multiple cell identity broadcast feature is not supported, is not used. 
The following table identifies the necessary end points required for the representation of shared gNB and shared en-gNB, of all deployment scenarios.

	Req
Role

	End point requirement for 3-split deployment scenario
	End point requirement for 2-split deployment scenario
	End point requirement for Non-split deployment scenario

	Shared gNB
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	None.

	Shared en-gNB
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	None.



For scenarios with an F1 interface supporting multiple PLMN broadcast, the values of the EP_F1C and EP_F1U attributes contained by different OperatorDU of the same GNBDUFunction should be same.

4.3.67.2	Attributes
The OperatorDU IOC includes attributes inherited from Top IOC (defined in TS 28.622[30]) and the following attributes:
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	gNBId
	M
	T
	T
	F
	T

	gNBIdLength
	M
	T
	T
	F
	T

	pLMNInfoList
	M
	T
	T
	F
	T
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