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1	Decision/action requested
[bookmark: _Hlk64897434]Include the proposed changes in TR 28.826.
2	References
[bookmark: _Hlk83628987][1]		3GPP TR 28.826: " Study on Nchf charging services phase 2 improvements and optimizations"
3	Rationale
Adding new solution using common data for message size.
4	Detailed proposal
	First change


[bookmark: _Toc104192424][bookmark: _Toc104192704]
[bookmark: _Toc129009030]5.2.5.x	Solution #2.x: Introduce a common container
A possible solution for key issues 2x and 2b covering requirement REQ-CH_REQ-x, trigger setting for event based charging.
Introduction of common container (PDU or QBC) for information that are the same in all the containers.

Table 5.2.5.x: Additions to definition of type MultipleUnitUsage
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pDUContainerCommonInfo
	PDUContainerInformation
	OC
	0..1
	This field holds the 5G data connectivity information which is common to all the PDU containers within the rating group.
	



Table 5.2.5.x: Additions to definition of type RoamingQBCInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	qFIContainerCommonInfo
	QFIContainerInformation
	OC
	0..1
	This field holds the container information which is common to all the QFI containers within the QoS flow.
	




	[bookmark: clause4]End of changes



