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	1st modified section


[bookmark: _Toc105572963][bookmark: _Toc113619632][bookmark: MCCQCTEMPBM_00000038]8.5.1	RecommendedAction <<dataType>>
[bookmark: _Toc105572964][bookmark: _Toc113619633]8.5.1.1	Definition
This data type specifies the type of recommended action in the analytics output.
[bookmark: _Toc105572965][bookmark: _Toc113619634]8.5.1.2	Information elements
Table 8.5.1.2-1
	Name
	Definition
	Support qualifier
	Properties

	recommended3GPPActions
	It contains the recommendations actions concerning 3GPP defined operations on MOIs.
	O
	type: Recommended3GPPAction
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	recommendedNon3GPPActions
	It contains the recommended actions related to non-3GPP operations for 3GPP management system to interact with non-3GPP management system.
	O
	type: RecommendedNon3GPPAction
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	recommendedHumanReadableActions
	It contains the recommendations on human readable actions.
NOTE:	Further details of recommended human readable actions are not specified.
	O
	type: string
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False



	Next modified section


[bookmark: _Toc95722983][bookmark: _Toc105573074][bookmark: _Toc113619743]8.5.x	RecommendedNon3gppAction <<dataType>>
[bookmark: _Toc95722984]8.5.x.1	Definition
This data type specifies the type of recommended action(s) for non-3GPP operation.
NOTE:	In the present document the non-3GPP actions are related to the ETSI MANO operations. 
8.5.x.2	Information elements
	Name
	Definition
	Support qualifier
	Properties

	OperationName
	It specifies the name of the non-3GPP operation in the recommended action.
	M
	type: string
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	Parameters
	It specifies the parameter names and values for the non-3GPP operation in the recommended action.
	M
	type: NameValuePair 
multiplicity: *
isOrdered: N/A
isUnique: True
defaultValue: None
isNullable: False


8.5.x.3	Constraints
None. 

8.5.y	NameValuePair <<dataType>>
8.5.y.1	Definition
This data type specifies the type of NameValuePair.
8.5.y.2	Information elements
	Name
	Definition
	Support qualifier
	Properties

	Name
	It specifies the name part of the NameValuePair.
	M
	type: string
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	Value
	It specifies the value part of the NameValuePair.
	M
	type: Any
multiplicity: *
isOrdered: N/A
isUnique: True
defaultValue: None
isNullable: False


8.5.y.3	Constraints
None. 


	End of modified sections
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