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6.1.6
Description of Record Fields 

This subclause contains a brief description of each field of the CDRs described in the previous subclause.

6.1.6.12a
GTP Version

This field is used to determine the version of the GTP protocol. For the treatment of other versions, see subclause 11.1.1, "Different GTP versions" in 3GPP 29.060[22] for more details.

8
Charging Data Record Structure

8.1
ASN.1 definitions for CDR information

Within the current GSM 12-series of specifications the ASN.1 definitions are based on ISO8824 (90) / X.208 (88) [40], which has been superseded by ISO8824-1 (94) / X.680 (94). This newer version not only includes new features but also removes some that were present in ISO8824 (90) / X.208 (88) [40]. 
Where possible, the GPRS work would be based on those ASN.1 features to both. However, where necessary, the new features in ISO8824-1 (94) / X.680 (94) [41] be used in some places. 
ISO8824 (90) / X.208 (88) [40] features that are no longer in ISO8824-1 (94) / X.680 (94) [41] will not be used.

GGSNPDPRecord 
::= SET

{


recordType



[0] CallEventRecordType,


networkInitiation

[1] NetworkInitiatedPDPContext OPTIONAL,


servedIMSI



[3] IMSI,


ggsnAddress



[4] GSNAddress,


chargingID



[5] ChargingID,


sgsnAddress



[6] SEQUENCE OF GSNAddress,


accessPointNameNI

[7] AccessPointNameNI,


pdpType




[8] PDPType,


servedPDPAddress

[9] PDPAddress,


dynamicAddressFlag

[11] DynamicAddressFlag OPTIONAL,


listOfTrafficVolumes
[12] SEQUENCE OF ChangeOfCharCondition,


recordOpeningTime

[13] TimeStamp,


duration



[14] CallDuration,


causeForRecClosing

[15] CauseForRecClosing,


diagnostics



[16] Diagnostics OPTIONAL,


recordSequenceNumber
[17] INTEGER OPTIONAL,


nodeID




[18] NodeID OPTIONAL,


recordExtensions

[19] ManagementExtensions OPTIONAL,


localSequenceNumber

[20] LocalSequenceNumber OPTIONAL,


apnSelectionMode

[21] APNSelectionMode OPTIONAL,


servedMSISDN


[22] MSISDN OPTIONAL,


chargingCharacteristics
[23] ChargingCharacteristics OPTIONAL,


gTPVersion



[24] GTPVersion
}
GTPVersion
::= EMUNERATED

{


gTPversion0

(0),


gTPversion1

(1)
--

-- The GTPVersion define the version of GPT protocol refer TS 29.060. 

--

}
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