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	1st Change



[bookmark: _Toc19715516][bookmark: _Toc51326714][bookmark: _Toc51326831][bookmark: _Toc138414066]6.2	Management services for network slice subnet provisioning
The management services for network slice subnet provisioning are listed in table 6.2-1.
Table 6.2-1: Management services for NSS provisioning
	MnS Name
	MnS Component of type A (Operations and notifications)
	MnS Component of type B (information model)

	Network Slice Subnet Provisioning
	Operations defined in clause 5 of TS 28.532 [8]:
-	createMOI operation
-	modifyMOIAttributes operation
-	getMOIAttributes operation
-	deleteMOI operation
Operations defined in clause 6.5:
-	allocateNssi operation
-	deallocateNssi operation

	NSSINetworkSliceSubnet  and NetworkSliceSubnetController information model defined in clause 6.3 of TS 28.541 [6]


	Network Slice Subnet Provisioning data reporting 
	Operations defined in TS 28.532 [8]:
-	createMOI operation
-	deleteMOI operation
-	getMOIAttributes operation
-	modifyMOIAttributes operation

Notifications defined in clause 5 of TS 28.532 [8]:

-	notifyMOICreation notification
-	notifyMOIDeletion notification
-	notifyMOIAttributeValueChanges notification

	NtfSubscriptionControl defined in TS 28.622 [13].
NSSI NetworkSliceSubnet and NetworkSliceSubnetController information model defined in clause 6.3 of TS 28.541 [6]
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