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Start of First change

6.2.2.1.N	End-to-end Network Resource Expectation
6.2.2.1.N.1	Definition
Network Reource Expectation is an IntentExpectation which can be used to represent MnS consumer's expectations for the Optimization of network resources across multiple network domains, i.e., MnS consumer expresses its intent containing an intent expectation with targets on the whole network including RAN and Core.
The Network Optiomization Expectation is defined utilizing the constructs of the generic IntentExpectation <<dataType>> with set of allowed values and concrete dataTypes specified.
Following are the specific allowed values when implemented the IntentExpectation for Network Optiomization Expectation.
Table 6.2.2.1.N.1-1
	Attribute
	Allowed Values

	ObjectType (CM)
	Subnetwork, 

	objectInstance (CM)
	DN of the Subnetwork



NOTE:	Following are the qualifier description for attribute "objectType" and "objectInstance":
-	In case of the intent expectation is not for a specific subnetwork instance or/and MnS consumer have no knowledge of the DN of this subnetwork instance, the attribute "objectType" needs to be specified with the value as "subnetwork".
-	In case of the intent expectation is for a specific Subnetwork instance and MnS consumer have the knowledge of the DN of this Subnetwork instance, the attribute "objectInstance" needs to be specified.
-	In case of the intent expectation is for a ManagedFunction instance but MnS consumer have no knowledge of the DN of this ManagedFunction instance, the attribute "objectType" needs to be specified with the value as the class of the ManagedFunction.
-	In case of the intent expectation is for a specific ManagedFunction instance and MnS consumer have the knowledge of the DN of this ManagedFunction instance, the attribute "objectInstance" needs to be specified with the value of the DN of the MOI of that ManagedFunction.

6.2.2.1.2.2	ObjectContexts
[bookmark: MCCQCTEMPBM_00000169]Based on the common structure of ObjectContext, the concrete ObjectContexts for end-to-end Network resource Expectation is the combination of ObjectContext defoned for the RAN in clause 6.2.2.1.1.2 and for the 5GC.

6.2.2.1.2.3	ExpectationTargets
[bookmark: MCCQCTEMPBM_00000170]Following provides the concrete ExpectationTargets for end-to-end Network Resource Expectation based on the common structure of ExpectationTarget. The attribute properties defined for these ExpectationTargets should be same with the properties defined for ExpectationTargets in clause 6.2.1.3.
· All KPIs defined in TS 28.554


End of Changes


