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[bookmark: _Toc59182425][bookmark: _Toc59183891][bookmark: _Toc59194826][bookmark: _Toc59439252][bookmark: _Toc67989675]4.2.1.1	Relationships
This clause depicts the set of classes (e.g. IOCs) that encapsulates the information relevant for this gNB and en-gNB. For the UML semantics, see 3GPP TS 32.156 [43]. Subsequent clauses provide more detailed specification of various aspects of these classes.
The model fragments are for management representation of gNB and en-gNB for all NG-RAN deployment scenario as listed below. 
-	Non-split NG-RAN deployment scenario, represents the gNB defined in TS 38.401[4]. In this scenario, a gNB is represented by a combination of a GNBCUCPFunction, one or more GNBCUUPFunctions and one or more GNBDUFunctions.
-	2-split NG-RAN deployment scenario, represents the gNB consist of gNB-CU and gNB-DU defined in TS 38.401[4] clause 6.1.1. In this scenario, a gNB-CU is represented by a combination of a GNBCUCPFunction and one or more GNBCUUPFunctions, whereas a gNB-DU is represented by a GNBDUFunction.
-	3-split NG-RAN deployment scenario, represents the gNB consist of gNB-CU-CP, gNB-CU-UP and gNB-DU defined in TS 38.401[4] clause 6.1.2. In this scenario, a gNB-CU-CP is represented by a GNBCUCPFunction, a gNB-CU-UP is represented by a GNBCUUPFunction, and a gNB-DU is represented by a GNBDUFunction.


Figure 4.2.1.1-1: NRM for all deployment scenarios


Figure 4.2.1.1-2: NRM for EPs for all deployment scenarios


Figure 4.2.1.1-3: NRM for <<IOC>>NRSectorCarrier and <<IOC>>BWP for all deployment scenarios


Figure 4.2.1.1-4: Cell Relation view for all deployment scenarios
NOTE 1:	The above NRM fragment uses SubNetwork to hold both NR and LTE external entities and frequencies.


Figure 4.2.1.1-5: Cell Relation view for all deployment scenarios
NOTE 2:	The above NRM fragment uses NRNetwork to hold NR external entities and frequency and using EUtraNetwork to hold LTE external entities and frequency. The NRNetwork and EUtraNetwork are subclasses of SubNetwork (defined in TS 28.622 [30]) with no additional attributes. The reason using NRNetwork and EUtraNetwork is for a clean separation of NR external entities and frequency and LTE external entities and frequency. 


Figure 4.2.1.1-6: NRM fragment for abstract RRM Policies



Figure 4.2.1.1-6a: NRM fragment for RRMPolicyRatio


Figure 4.2.1.1-7: NRM fragment to support RIM
The Figure 4.2.1.1-8 shows the NRM fragment for pre-configured 5QIs in NG-RAN. 


Figure 4.2.1.1-8: NRM fragment for pre-configured 5QIs in NG-RAN


Figure 4.2.1.1-9: NRM fragment for DANR Management


Figure 4.2.1.1-10: NRM fragment for DES Management


Figure 4.2.1.1-11: NRM fragment for DRACH Management


Figure 4.2.1.1-12: NRM fragment for DMRO Management


Figure 4.2.1.1-13: NRM fragment for DPCI Management


Figure 4.2.1.1-14: NRM fragment for CES Management


Figure 4.2.1.1-15: NRM fragment for CPCI Management
The Figure 4.2.1.1-16 shows the NRM fragment for dynamic 5QIs in NG-RAN. 


Figure 4.2.1.1-16: NRM fragment for dynamically assigned 5QIs in NG-RAN



Figure 4.2.1.1-17: NRM fragment for NG-RAN MOCN network sharing with multiple cell identity broadcast feature



Figure 4.2.1.1-18: NRM fragment for F1 related EPs to support individual F1 interface for NG-RAN MOCN network sharing with multiple cell identity broadcast feature



Figure 4.2.1.1-19: NRM fragment for DLBO Management


Figure 4.2.1.1-20: NRM fragment for CCO Management
[image: ]
Figure 4.2.1.1-x: NRM fragment to support NTN managemen
4.2.1.2	Inheritance










Figure 4.2.1.2-1: Inheritance Hierarchy


Figure 4.2.1.2-2: Inheritance Hierarchy
[image: ]
Figure 4.2.1.2-x: Inheritance Hierarchy
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[bookmark: _Toc59182434][bookmark: _Toc59183900][bookmark: _Toc59194835][bookmark: _Toc59439261][bookmark: _Toc67989684]4.3.2.1	Definition
For non-split NG-RAN deployment scenario, this IOC together with GNBCUUPFunction IOC and GNBDUFunction IOC provide the management representation of gNB defined in clause 6.1.1 in 3GPP TS 38.401 [4]. 
For 2-split NG-RAN deployment scenario, this IOC together with GNBCUUPFunction IOC provide management representation of the gNB-CU defined in clause 6.1.1 in 3GPP TS 38.401 [4]. 
For 3-split NG-RAN deployment scenario, this IOC provides management representation of gNB-CU-CP defined in clause 6.1.2 in 3GPP TS 38.401 [4]. 
The following table identifies the necessary end points required for the representation of gNB and en-gNB, of all deployment scenarios.

	Req
Role
	End point requirement for 3-split deployment scenario
	End point requirement for 2-split deployment scenario
	End point requirement for Non-split deployment scenario

	gNB 
	<<IOC>>EP_XnC, <<IOC>>EP_NgC, <<IOC>>EP_F1C, 
<<IOC>>EP_E1.

	<<IOC>>EP_XnC, <<IOC>>EP_NgC, <<IOC>>EP_F1C.


	<<IOC>>EP_XnC, <<IOC>>EP_NgC.

	en-gNB
	<<IOC>>EP_X2C, <<IOC>>EP_F1C, <<IOC>>EP_E1.

	<<IOC>>EP_X2C, <<IOC>>EP_F1C.
	<<IOC>>EP_X2C.


[bookmark: _Toc59182435][bookmark: _Toc59183901][bookmark: _Toc59194836][bookmark: _Toc59439262][bookmark: _Toc67989685]
4.3.2.2	Attributes
The GNBCUCPFunction IOC includes attributes inherited from ManagedFunction IOC (defined in TS 28.622[30]) and the following attributes:

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	gNBId
	M
	T
	T
	F
	T

	gNBIdLength 
	M 
	T
	T
	F
	T

	gNBCUName
	O
	T
	T
	F
	T

	pLMNId
	M
	T
	T
	T
	T

	x2BlockList
	CM
	T
	T
	F
	T

	x2AllowList
	CM
	T
	T
	F
	T

	xnBlockList
	M
	T
	T
	F
	T

	xnAllowList
	M
	T
	T
	F
	T

	x2HOBlockList
	CM
	T
	T
	F
	T

	XnHOBlockList
	M
	T
	T
	F
	T

	mappingSetIDBackhaulAddressList
	CM
	T
	T
	F
	T

	tceIDMappingInfoList
	CM
	T
	T
	F
	T

	dDAPSHOControl
	CM
	T
	T
	F
	T

	dCHOControl
	CM
	T
	T
	F
	T

	Attribute related to role
	
	
	
	
	

	configurable5QISetRef
	CO
	T
	T
	F
	T

	dynamic5QISetRef
	CO
	T
	F
	F
	T

	ephemerisInfoSetRef
	CO
	T
	F
	F
	T



[bookmark: _Toc59182436][bookmark: _Toc59183902][bookmark: _Toc59194837][bookmark: _Toc59439263][bookmark: _Toc67989686]4.3.2.3	Attribute constraints

	Name
	Definition

	x2BlockList
	Condition: Multi-Radio Dual Connectivity with the EPC (see TS 37.340 [9] clause 4.1.2) is supported.

	x2AllowList
	Condition: Multi-Radio Dual Connectivity with the EPC (see TS 37.340 [9] clause 4.1.2) is supported.

	x2HOBlockList
	Condition: Multi-Radio Dual Connectivity with the EPC (see TS 37.340 [9] clause 4.1.2) is supported.

	mappingSetIDBackhaulAddressList 
	Condition: Remote Interference Management function is supported.

	tceIDMappingInfolist
	Condition: MDT Function is supported.

	dDAPSHOControl
	Condition: DAPS is supported.

	dCHOControl
	Condition: CHO is supported.

	configurable5QISetRef S
	Condition: Configurable5QISet is name contained by SubNetwork or ManagedElement

	dynamic5QISetRef S
	Condition: Dynamic5QISet is name contained by SubNetwork or ManagedElement

	ephemerisInfoSetRef S
	Condition: EphemerisInfoSetRef is name contained by SubNetwork or ManagedElement



[bookmark: _Toc59182437][bookmark: _Toc59183903][bookmark: _Toc59194838][bookmark: _Toc59439264][bookmark: _Toc67989687]4.3.2.4	Notifications
The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
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4.3.x	NTNFunction
4.3.x.1	Definition
This IOC contains attributes to support the non-terrestrial NR access.
4.3.x.2	Attributes
The NTNFunction IOC includes attributes inherited from Top IOC (defined in TS 28.622[30]) and the following attributes:
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	nTNpLMNInfoList
	O
	T
	T
	F
	T

	nTNTAClist
	O
	T
	T
	F
	T



4.3.x.3	Attribute constraints
None. 
4.3.x.4	Notifications
The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.

4.3. a	EphemerisInfoSet
4.3. a.1	Definition
This IOC represents the satellite ephemeris information describing the orbital trajectory information or coordinates for the NTN vehicles.
4.3. a.2	Attributes
The EphemerisInfoSet IOC includes attributes inherited from Top IOC (defined in TS 28.622[30]).
4.3. a.3	Attribute constraints
None. 
4.3. a.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.


4.3.b	Ephemeris
4.3.b.1	Definition
This IOC represents the satellite ephemeris information. Ephemeris may be expressed either in format of position and velocity state vector or in format of orbital parameters.
4.3. b.2	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	satelliteId
	M
	T
	F
	F
	T

	CHOICE_1 positionVelocity
	CM
	T
	F
	F
	T

	CHOICE_2 orbital
	CM
	T
	F
	F
	T



NOTE: It is an ASN.1 CHOICE for an ephemeris be expressed either in format of position and velocity state vector or in format of orbital parameters, see TS 38.331 [54].
4.3. b.3	Attribute constraints
	positionVelocity S
	Condition: Ephemeris are in format of position and velocity. 

	Orbital S
	Condition: Ephemeris are in format of orbital.


4.3. b.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.

4.3.c	PositionVelocity <<dataType>>
4.3. c.1	Definition
This data type defines configuration parameters to support satellite position and velocity state.
4.3. c.2	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	positionX
	M
	T
	F
	F
	T

	positionY
	M
	T
	F
	F
	T

	positionZ
	M
	T
	F
	F
	T

	velocityVX
	M
	T
	F
	F
	T

	velocityVY
	M
	T
	F
	F
	T

	velocityVZ
	M
	T
	F
	F
	T



4.3. c.3	Attribute constraints
None.
4.3. c.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
4.3.d	Orbital <<dataType>>
4.3. d.1	Definition
This data type defines configuration parameters of orbital trajectory information to support satellite access.
4.3. d.2	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	[bookmark: _Hlk142465429]semiMajorAxis
	M
	T
	F
	F
	T

	eccentricity
	M
	T
	F
	F
	T

	periapsis
	M
	T
	F
	F
	T

	longitude
	M
	T
	F
	F
	T

	inclination
	M
	T
	F
	F
	T

	meanAnomaly
	M
	T
	F
	F
	T



4.3. d.3	Attribute constraints
None.
4.3. d.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
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	Attribute Name
	Documentation and Allowed Values
	Properties

	NRCellDU.administrativeState
	It indicates the administrative state of the NRCellDU. It describes the permission to use or prohibition against using the cell, imposed through the OAM services.

allowedValues: LOCKED, SHUTTING DOWN, UNLOCKED. 
The meaning of these values is as defined in ITU‑T Recommendation X.731 [18].

See Annex A for Relation between the "Pre-operation state of the gNB-DU Cell" and administrative state relevant in case of 2-split and 3-split deployment scenarios.

	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: LOCKED
isNullable: False


	operationalState
	It indicates the operational state of the NRCellDU instance. It describes whether the resource is installed and partially or fully operable (Enabled) or the resource is not installed or not operable (Disabled).

allowedValues: ENABLED, DISABLED.
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None 
isNullable: False


	cellState
	It indicates the usage state of the NRCellDU instance. It describes whether the cell is not currently in use (Idle), or currently in use but not configured to carry traffic (Inactive) or is currently in use and is configured to carry traffic (Active).

The Inactive and Active definitions are in accordance with TS 38.401 [4]:
"Inactive: the cell is known by both the gNB-DU and the gNB-CU. The cell shall not serve UEs;
Active: the cell is known by both the gNB-DU and the gNB-CU. The cell should be able to serve UEs."

"allowedValues: IDLE, INACTIVE, ACTIVE.

	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	arfcnDL
	NR Absolute Radio Frequency Channel Number (NR-ARFCN) for downlink

allowedValues: 
See TS 38.104 [12] subclause 5.4.2. Note that allowed values of NR-ARFCN are specified for each band in subclause 5.4.2.3.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	arfcnUL
	NR Absolute Radio Frequency Channel Number (NR-ARFCN) for uplink

allowedValues: 
See TS 38.104 [12] subclause 5.4.2. Note that allowed values of NR-ARFCN are specified for each band in subclause 5.4.2.3.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	arfcnSUL
	NR Absolute Radio Frequency Channel Number (NR-ARFCN) for supplementary uplink

allowedValues: 
See TS 38.104 [12] subclause 5.4.2. Note that allowed values of NR-ARFCN are specified for each band in subclause 5.4.2.3.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	beamAzimuth 
	The azimuth of a beam transmission, which means the horizontal beamforming pointing angle (beam peak direction) in the (Phi) φ-axis in 1/10th degree resolution.  See subclauses 3.2 in TS 38.104 [12] and 7.3 in TS 38.901 [53] as well as TS 28.662 [11]. The pointing angle is the direction equal to the geometric centre of the half-power contour of the beam relative to the reference plane. Zero degree implies explicit antenna bearing (boresight). Positive angle implies clockwise from the antenna bearing. 

allowedValues: [-1800 ..1800] 0.1 degree

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: Null
isNullable: True

	beamHorizWidth
	The Horizontal beamWidth of a beam transmission, which means the horizontal beamforming half-power (3dB down) beamwidth in the (Phi) φ-axis in 1/10th degree resolution.  See subclauses 3.2 in TS 38.104 [12] and 7.3 in TS 38.901 [53].  

allowedValues: [0..3599] 0.1 degree

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: Null
isNullable: True

	beamIndex
	Index of the beam.
For example, please see subclause 6.6.2 of TS 38.331 [54] where the ssb-Index in the rsIndexResults element of MeasResultNR is defined.


	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: Null
isNullable: True

	beamTilt 
	The tilt of a beam transmission, which means the vertical beamforming pointing angle (beam peak direction) in the (Theta) θ-axis in 1/10th degree resolution.  See subclauses 3.2 in TS 38.104 [12] and 7.3 in TS 38.901 [53] as well as TS 28.662 [11]. The pointing angle is the direction equal to the geometric centre of the half-power contour of the beam relative to the reference plane. Positive value implies downtilt.

allowedValues: [-900..900] 0.1 degree

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: Null
isNullable: True

	beamType
	The type of the beam. 
allowedValues: "SSB-BEAM"

	type: string
multiplicity: 0..1
isOrdered: N/A
isUnique: N/A
defaultValue: Null
isNullable: False


	beamVertWidth
	The Vertical beamWidth of a beam transmission, which means the vertical beamforming half-power (3dB down) beamwidth in the (Theta) θ-axis in 1/10th degree resolution.  See subclauses 3.2 in TS 38.104 [12] and 7.3 in TS 38.901 [53].  

allowedValues: [0...1800] 0.1 degree

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: Null
isNullable: True

	bSChannelBwDL 

	BS Channel BW in MHz. for downlink

allowedValues: 
See BS Channel BW in TS 38.104 [12], subclause 5.3.​
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	bSChannelBwUL 

	BS Channel BW in MHz.for uplink

allowedValues:
See BS Channel BW in TS 38.104 [12], subclause 5.3.​
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	bSChannelBwSUL 

	BS Channel BW in MHz.for supplementary uplink

allowedValues:
See BS Channel BW in TS 38.104 [12], subclause 5.3.​
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	configuredMaxTxPower
	This is the maximum transmission power in milliwatts (mW) at the antenna port for all downlink channels, used simultaneously in a cell, added together.

allowedValues: N/A

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	configuredMaxTxEIRP
	This is the maximum emitted isotroptic radiated power (EIRP) in dBm for all downlink channels, used simultaneously in a cell, added together [12].
allowedValues: N/A
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	coverageShape
	Identifies the sector carrier coverage shape described by the envelope of the contained SSB beams. The coverage shape is implementation dependent.
allowedValues: 0 : 65535


	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	digitalTilt

	Digitally-controlled tilt through beamforming. It represents the vertical pointing direction of the antenna relative to the antenna bore sight, representing the total non-mechanical vertical tilt of the selected coverageShape. Positive value gives downwards tilt and negative value gives upwards tilt.

allowedValues: [-900..900] 0.1 degree
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False



	digitalAzimuth

	Digitally-controlled azimuth through beamforming. It represents the horizontal pointing direction of the antenna relative to the antenna bore sight, representing the total non-mechanical horizontal pan of the selected coverageShape. Positive value gives azimuth to the right and negative value gives an azimuth to the left.

allowedValues: [-1800 ..1800] 0.1 degree

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False



	cyclicPrefix
	Cyclic prefix as defined in TS 38.211 [32], subclause 4.2.

allowedValues:
 NORMAL, EXTENDED.
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	[bookmark: localEndPoint]localAddress 

	This parameter specifies the localAddress used for initialization of the underlying transport.

The AddressWithVlan <dataType> is defined in clause 4.3.64.

	type: AddressWithVlan
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	AddressWithVlan.iPaddress
	This parameter specifies the IP address used for initialization of the underlying transport.
IP address can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	AddressWithVlan. vlanId
	This parameter specifies the local VLAN Id (See IEEE 802.1Q [39]) used for initialization of the underlying transport.

	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	[bookmark: remoteEndPoint]remoteAddress
	Remote address including IP address used for initialization of the underlying transport.

IP address can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).


	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	gNBId
	It identifies a gNB within a PLMN. The gNB ID is part of the NR Cell Identifier (NCI) of the gNB cells.
See "gNB Identifier (gNB ID)" of subclause 8.2 of TS 38.300 [3]. See "Global gNB ID" in subclause 9.3.1.6 of TS 38.413 [5]. 

allowedValues: 0..4294967295

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	gNBIdLength
	This indicates the number of bits for encoding the gNB ID. See "Global gNB ID" in subclause 9.3.1.6 of TS 38.413 [5].

allowedValues: 22 .. 32.
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	gNBDUId
	It uniquely identifies the DU at least within a gNB-CU. See 'gNB-DU ID' in subclause 9.3.1.9 of 3GPP TS 38.473 [8].

allowedValues: 0..236-1
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	gNBCUUPId
	It uniquely identifies the gNB-CU-UP at least within a gNB-CU-CP. See 'gNB-CU-UP ID' in subclause 9.3.1.15 of 3GPP TS 38.463 [48].

allowedValues: 0..236-1
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	gNBCUName
	It identifies the Central Entity of a NR node, see subclause 9.2.1.4 of 3GPP TS 38.473 [8].

allowedValues: Not applicable
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	gNBDUName
	It identifies the Distributed Entity of a NR node, see subclause 9.2.1.5 of 3GPP TS 38.473 [8].

allowedValues: Not applicable
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	cellLocalId
	It identifies a NR cell of a gNB. 

It, together with the gNB Identifier (using gNBId of the parent GNBCUCPFunction or GNBDUFunction or OperatorDU (for MOCN network sharing scenario) or ExternalCUCPFunction), identifies a NR cell within a PLMN. This is the NR Cell Identity (NCI). See subclause 8.2 of TS 38.300 [3].  

The NCI can be constructed by encoding the gNB Identifier using gNBId (of the parent GNBCUCPFunction or GNBDUFunction or OperatorDU (for MOCN network sharing scenario) or ExternalCUCPFunction) and cellLocalId where the gNB Identifier field is of length specified by gNBIdLength (of the parent GNBCUCPFunction or GNBDUFunction or ExternalCUCPFunction). See "Global gNB ID" in subclause 9.3.1.6 of TS 38.413 [5].

The NR Cell Global identifier (NCGI) is constructed from the PLMN identity the cell belongs to and the NR Cell Identifier (NCI) of the cell.
See relation between NCI and NCGI subclause 8.2 of TS 38.300 [3].

allowedValues: Not applicable

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	cAGIdList
	It identifies a CAG list containing up to 12 CAG-identifiers per PLMN Identity, see TS 38.331 [54].
CAG is used for the PNI-NPNs to prevent UE(s), which are not allowed to access the NPN via the associated cell(s), from automatically selecting and accessing the associated CAG cell(s).
CAG ID is used to combine with PLMN ID to identify a PNI-NPN.

allowedValues: BIT STRING (SIZE (32)).
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	nIDList
	It identifies a list of NIDs containing up to 12 NIDs per PLMN Identity, see TS 38.331 [54].
NID is used to combine with PLMN ID to identify an SNPN. 

allowedValues: BIT STRING (SIZE (44)).
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	nRPCI
	This holds the Physical Cell Identity (PCI) of the NR cell.

allowedValues: 
See 3GPP TS 36.211 subclause 6.11 for legal values of pci.
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	nRTAC


	This holds the identity of the common Tracking Area Code for the PLMNs. 

allowedValues:
a)	It is the TAC or Extended-TAC. 
b)	A cell can only broadcast one TAC or Extended-TAC. See TS 36.300, subclause 10.1.7 (PLMNID and TAC relation).
c)	TAC is defined in subclause 19.4.2.3 of 3GPP TS 23.003
[13] and Extended-TAC is defined in subclause 9.3.1.29 of 3GPP TS 38.473 [8].
d)	For a 5G SA (Stand Alone), it has a non-null value.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: NULL
isNullable: True

	GNBCUCPFunction.pLMNId
	It specifies the PLMN identifier to be used as part of the global RAN node identity.

allowedValues: Not applicable.

	Type: PLMNId 
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	GNBCUUPFunction.pLMNIdList
	This is a list of PLMN identifiers. It defines from which set of PLMNs an UE must have as its serving PLMN to be allowed to use the GNB-CU-UP.

allowedValues: Not applicable.
	type: PLMNId 
multiplicity: 1..12
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False


	NRCellCU.pLMNInfoList
	It defines which PLMNs that can be served by the NR cell, and which S-NSSAIs can be supported by the NR cell for corresponding PLMN in case of network slicing feature is supported. The pLMNId of the first entry of the list is the PLMNId used to construct the nCGI for the NR cell.


allowedValues: Not applicable.

	type: PLMNInfo
multiplicity: 1..*
isOrdered: True
isUnique: True
defaultValue: None
isNullable: False


	NRCellDU.pLMNInfoList
	It defines which PLMNs that can be served by the NR cell, and which S-NSSAs can be supported by the NR cell for corresponding PLMN in case of network slicing feature is supported. The pLMNId of the first entry of the list is the PLMNId used to construct the nCGI for the NR cell.

allowedValues: Not applicable.

	type: PLMNInfo
multiplicity: 1..*
isOrdered: True
isUnique: True
defaultValue: None
isNullable: False


	nPNIdentityList
	It defines which NPNs that can be served by the NR cell, and which CAG IDs or NIDs can be supported by the NR cell for corresponding PNI-NPN or SNPN in case of the cell is NPN-only cell.
(nPNIdentity referring to TS 38.331 [54])


allowedValues: Not applicable.

	type: NPNIdentity
multiplicity: 1..*
isOrdered: True
isUnique: True
defaultValue: None
isNullable: False


	ExternalNRCellCU.pLMNIdList
	It defines which PLMNs that are assumed to be served by the NR Cell in another gNB-CU-CP. This list is either updated by the managed element itself (e.g. due to ANR, signalling over Xn etc) or by consumer over the standard interface.
allowedValues: Not applicable.

	Type: PLMNId
multiplicity: 1..12
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False


	rRMPolicyMemberList
	It represents the list of RRMPolicyMember (s) that the managed object is supporting.  A RRMPolicyMember <<dataType>> include the PLMNId <<dataType>> and S-NSSAI <<dataType>>.

allowedValues: N/A

	type: RRMPolicyMember
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	resourceType


	The resource type of interest for an RRM Policy. 

allowedValues:
PRB, PRB UL, PRB DL (for NRCellDU, GNBDUFunction)
RRC connected users (for NRCellCU, GNBCUCPFunction)
DRB (for GNBCUUPFunction)

See NOTE 2and NOTE 4
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	sNSSAIList
	It represents the list of S-NSSAI the managed object is supporting. The S-NSSAI is defined in 3GPP TS 23.003 [13].

allowedValues: See 3GPP TS 23.003 [13]
	type: S-NSSAI
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
allowedValues: N/A
isNullable: False


	sST
	This attribute specifies the Slice/Service type (SST) of the network slice.

See clause 5.15.2 of 3GPP TS 23.501 [2].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	sD
	This attribute specifies the Slice Differentiator (SD), which is optional information that complements the slice/service type(s) to differentiate amongst multiple Network Slices.

See clause 5.15.2 of 3GPP TS 23.501 [2].
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	rRMPolicyMaxRatio
	This attribute specifies the maximum percentage of radio resources that can be used by the associated rRMPolicyMemberList. The maximum percentage of radio resources include at least one of the shared resources, prioritized resources and dedicated resources.

The sum of the ‘rRMPolicyMaxRatio’ values assigned to all RRMPolicyRatio(s) name-contained by same MangedEntity can be greater than 100.
Default value: 100
allowedValues:
0 : 100

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: True
allowedValues: N/A
isNullable: False

	rRMPolicyMinRatio
	This attribute specifies the minimum percentage of radio resources that can be used by the associated rRMPolicyMemberList. The minimum percentage of radio resources including at least one of prioritized resources and dedicated resources.
[bookmark: OLE_LINK18]
The sum of the ‘rRMPolicyMinRatio’ values assigned to all RRMPolicyRatio(s) name-contained by same MangedEntity shall be less or equal 100. 
Default value: 0
allowedValues: 
0 : 100

NOTE: Void.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: True
allowedValues: N/A
isNullable: False

	rRMPolicyDedicatedRatio
	This attribute specifies the percentage of radio resource that dedicatedly used by the associated  rRMPolicyMemberList. 

The sum of the ‘rRMPolicyDedicatedRatio’ values assigned to all RRMPolicyRatio(s) name-contained by same MangedEntity shall be less or equal 100.
Default value: 0
allowedValues:0 : 100 

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: TRUE
allowedValues: N/A
isNullable: False

	subCarrierSpacing
	Subcarrier spacing configuration for a BWP. See subclause 5 in TS 38.104 [12].

AllowedValues: [15, 30, 60, 120] depending on the frequency range FR1 or FR2.
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	txDirection
	Indicates if the transmission direction is downlink (DL), uplink (UL) or both downlink and uplink (DL and UL).

allowedValues: 
     DL, UL, DL and UL 
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	bwpContext
	It identifies whether the object is used for downlink, uplink or supplementary uplink.

allowedValues:
     DL, UL, SUL
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	isInitialBwp
	It identifies whether the object is used for initial or other BWP.

allowedValues:

    INITIAL, OTHER
	type: ENUM

multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	startRB
	Offset in common resource blocks to common resource block 0 for the applicable subcarrier spacing for a BWP. This corresponds to N_BWP_start, see subclause 4.4.5 in TS 38.211 [32]. 

allowedValues:
0 to N_grid_size – 1, where N_grid_size equals the number of resource blocks for the BS channel bandwidth, given the subcarrier spacing of the BWP.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	numberOfRBs
	Number of physical resource blocks for a BWP. This corresponds to N_BWP_size, see subclause 4.4.5 in TS 38.211 [32].

allowedValues:
1 to N_grid_size – startRB of the BWP. Se startRB for definition of N_grid_size.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	nRTCI
	This is the Target NR Cell Identifier.  It consists of NR Cell Identifier (NCI) and Physical Cell Identifier of the target NR cell (nRPCI).

The NRRelation.nRTCI identifies the target cell from the perspective of the NRCell, the name-containing instance of the subject NRCellCU instance.

allowedValues: Not applicable.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	adjacentNRCellRef
	This attribute contains the DN of an adjacentNRCell (NRCellCU or ExternalNRCellCU) 

allowedValues: Not applicable.

	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	ssbFrequency
	Indicates cell defining SSB frequency domain position
Frequency of the cell defining SSB transmission.  The frequency provided in this attribute identifies the position of resource element RE=#0 (subcarrier #0) of resource block RB#10 of the SS block. The frequency must be positioned on the NR global frequency raster, as defined in TS 38.101-1 [42] subclause 5.4.2. and within bSChannelBwDL.
allowedValues: 0..3279165
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	nRFrequencyRef
	This attribute contains the DN of the referenced NRFrequency.

allowedValues: Not applicable.

	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	nRrFreqRelationRef
	This attribute contains the DN of the referenced NRFreqRelation.

allowedValues: Not applicable.

	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	nRSectorCarrierRef
	This attribute contains the DN of the referenced NRSectorCarrier.

allowedValues: Not applicable.

	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	bWPRef
	This attribute contains a list of referenced BWPs.

allowedValues: DN of a BWP.

	type: DN
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False


	sectorEquipmentFunctionRef
	This attribute contains the DN of the referenced SectorEquipmentFunction.

allowedValues: Not applicable.

	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: True
defaultValue: None
isNullable: False


	offsetMO
	It is a list of offset values applicable to all measured cells with reference signal(s) indicated in this MeasObjectNR. See offsetMO of subclause 5.5.4 of TS 38.331 [54].

allowedValues: Not applicable.

	type: QOffsetRangeList
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: N/A
isNullable: False


	cellIndividualOffset
	It is a list of offset values for the neighbour cell. Used when UE is in connected mode. The unit is 1dB. It is defined for rsrpOffsetSSB, rsrqOffsetSSB, sinrOffsetSSB, rsrpOffsetCSI-RS, rsrqOffsetCSI-RS and sinrOffsetCSI-RS. See TS 38.331 [54].  
allowedValues: Not applicable.

	type: Integer
multiplicity: 6
isOrdered: True
isUnique: False
defaultValue: 0
isNullable: False

	blockListEntry
	It specifies a list of PCI (physical cell identity) that are exclude-listed in EUTRAN measurements as described in 3GPP TS 38.331 [54].

allowedValues: { 0…1007 }
	type: Integer
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False


	blockListEntryIdleMode
	It specifies a list of PCI (physical cell identity) that are exclude-listed in SIB4 and SIB5.

allowedValues: { 0…1007 }
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	cellReselectionPriority
	It is the absolute priority of the carrier frequency used by the cell reselection procedure. See CellReselectionPriority IE in TS 38.331 [54].
It corresponds to the parameter priority in 3GPP TS 38.304 [49].

Value 0 means lowest priority. The UE behaviour when no value is entered is specified in subclause 5.2.4.1 of 3GPP TS 38.304 [49]. 
The value must not already used by other RAT, i.e. equal priorities between RATs are not supported.
allowedValues: N/A

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0None
isNullable: False

	cellReselectionSubPriority
	It indicates a fractional value to be added to the value of cellReselectionPriority to obtain the absolute priority of the concerned carrier frequency for E-UTRA and NR. See CellReselectionSubPriority IE in TS 38.331 [54].
allowedValues: { 0.2, 0.4, 0.6, 0.8 }.

	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	pMax
	It calculates the parameter Pcompensation (defined in 3GPP TS 38.304 [49]), at cell reselection to an Cell. Its unit is 1 dBm. It corresponds to parameter PEMAX in 3GPP TS 38.101-1 [42]. 
allowedValues:  { -30..33 }. 


	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	qOffsetFreq
	It is the frequency specific offset applied when evaluating candidates for cell reselection. See TS 38.331 [49]. Its unit is 1 dB.

allowedValues:
{ -24, -22, -20, -18, -16, -14, -12, -10, -8, -6, -5, -4, -3, -2, -1, 0, 1, 2, 3, 4, 5, 6, 8, 10, 12, 14, 16, 20, 22, 24 }

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False


	qOffsetRangeList
	It is used to indicate a cell, beam or measurement object specific offset to be applied when evaluating candidates for cell re-selection or when evaluating triggering conditions for measurement reporting. The value in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

This is a list of enum values representing, in sequence: rsrpOffsetSSB, rsrqOffsetSSB, sinrOffsetSSB, rsrpOffsetCSI-RS, srqOffsetCSI-RS, sinrOffsetCSI-RS. 

See Q-OffsetRangeList in subclause of subclause 6.3.1 of TS 38.331 [54].

allowedValues: 
{ -24, -22, -20, -18, -16, -14, -12, -10, -8, -6, -5, -4, -3, -2, -1, 0, 1, 2, 3, 4, 5, 6, 8, 10, 12, 14, 16, 18, 20, 22, 24 } 

	type: ENUM
multiplicity: 6
isOrdered: True
isUnique: False
defaultValue: 0
isNullable: False

	qQualMin
	It indicates the minimum required quality level in the cell (dB). See qQualMin in TS 38.304 [49]. Unit is 1 dB.

Value 0 means that it is not sent and UE applies in such case the (default) value of negative infinity for Qqualmin. Sent in SIB3 or SIB5.

allowedValues: { -34..-3, 0 } 

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	qRxLevMin
	It indicates the required minimum received Reference Symbol Received Power (RSRP) level in the (E-UTRA) frequency for cell reselection. It corresponds to Qrxlevmin defined in 3GPP TS 38.304 [49]. It is broadcast in SIB3 or SIB5, depending on whether the related frequency is intra- or inter-frequency. Its unit is 1 dBm and resolution is 2.

allowedValues: { -140..-44 }.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	threshXHighP
	This specifies the Srxlev threshold (in dB) used by the UE when reselecting towards a higher priority RAT/ frequency than the current serving frequency. Each frequency of NR and E-UTRAN might have a specific threshold. It corresponds to the ThreshX, HighP in 3GPP TS 38.304 [49]. Its unit is 1 dB and resolution is 2.
allowedValues: { 0..62 } 

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	threshXHighQ
	This specifies the Squal threshold (in dB) used by the UE when reselecting towards a higher priority RAT/ frequency than the current serving frequency. Each frequency of NR and E-UTRAN might have a specific threshold. It corresponds to the ThreshX, HighQ in TS 38.304 [49]. Its unit is 1 dB.
allowedValues: { 0..31 }

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	threshXLowP
	This specifies the Srxlev threshold (in dB) used by the UE when reselecting towards a lower priority RAT/ frequency than the current serving frequency. Each frequency of NR might have a specific threshold. It corresponds to ThreshX,LowP in 3GPP TS 38.304 [49]. Its unit is 1 dB. Its resolution is 2.
allowedValues: { 0..62 } 

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	threshXLowQ
	This specifies the Squal threshold (in dB) used by the UE when reselecting towards a lower priority RAT/ frequency than the current serving frequency. Each frequency of NR might have a specific threshold. It corresponds to ThreshX,Low in TS 38.304 [49]. Its unit is 1 dB.
allowedValues: {0..31}.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	tReselectionNr
	It is the cell reselection timer and corresponds to parameter TreselectionRAT for NR defined in 38.331 [54]. Its unit is in seconds. 

allowedValues: {0..7}.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	tReselectionNRSfHigh
	The attribute t-ReselectionNr (a parameter TreselectionNR in TS 38.304 [49]) is multiplied with this factor if the UE is in high mobility state. It corresponds to the parameter Speed dependent ScalingFactor for TreselectionNr for medium high state in 3GPP TS 38.304 [49]. The unit is one %.

Value mapping:
25 = 0.25
50 = 0.5
75 = 0.75
100 = 1.0 

allowedValues: {25, 50, 75, 100}. 

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	tReselectionNRSfMedium
	The attribute t-ReselectionNR (a parameter "TreselectionNR in TS 38.304 [49]”) is multiplied with this factor if the UE is in medium mobility state. It corresponds to the parameter Speed dependent ScalingFactor for TreselectionNr for medium mobility state in 3GPP TS 38.304 [49]. Its unit is one %.
Value mapping:
25 = 0.25
50 = 0.5
75 = 0.75
100 = 1.0 

allowedValues: {25, 50, 75, 100}. 

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	absoluteFrequencySSB
	The absolute frequency applicable for a downlink NR carrier frequency associated with the SSB.

allowedValues: {0.. 3279165}.


	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	sSBSubCarrierSpacing
	This SSB is used for for synchronization. See subclause 5 in TS 38.104 [12]. Its units are in kHz.
allowedValues: {15, 30, 120, 240}.
Note that the allowed values of SSB used for representing data, by e.g. a BWP, are: 15, 30, 60 and 120 in units of kHz.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	multiFrequencyBandListNR
	It is a list of additional frequency bands the frequency belongs to. The list is automatically set by the gNB. 
allowedValues: {1..256 } 

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	ssbPeriodicity
	Indicates cell defined SSB periodicity in number of subframes (ms).
The SSB periodicity in msec is used for the rate matching purpose. 
allowedValues: 5, 10, 20, 40, 80, 160.
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	ssbOffset



	



	Indicates cell defining SSB time domain position. Defined as the offset of the measurement window, in number of subframes (ms), in which to receive SS/PBCH blocks, where allowed values depend on the ssbPeriodicity.

allowedValues: 
ssbPeriodicity5 ms 0..4,
ssbPeriodicity10 ms 0..9,
ssbPeriodicity20 ms 0..19,
ssbPeriodicity40 ms 0..39,
ssbPeriodicity80 ms 0..79,
ssbPeriodicity160 ms 0..159.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	ssbDuration
	



	Duration of the measurement window in which to receive SS/PBCH blocks. It is given in number of subframes (ms) (see 38.213 [41], subclause 4.1.

allowedValues: 1, 2, 3, 4, 5.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	rimRSMonitoringStartTime
	This field configures the UTC time when the gNB attempts to start RIM-RS monitoring.
allowedValues: containing the information same with xsd: dateTime.

	type: String 
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	rimRSMonitoringStopTime
	This field configures the UTC time when the gNB stops RIM-RS monitoring.
allowedValues: containing the information same with xsd: dateTime.


	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	mappingSetIDBackhaulAddressList
	The attribute specifies a list of mappingSetIDBackhaulAddress which is defined as a datatype (see clause 4.3.47). Which is used to retrieve the backhaul address of the victim set.


allowedValues: Not applicable
	type: MappingSetIDBackhaulAddress
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	backhaulAddress
	The attribute specifies backhaulAddress which is defined as a datatype (see clause 4.3.48). 


allowedValues: Not applicable
	type: BackhaulAddress
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	setID
	This specifies the set ID of a victim Set (RIM-RS1 Set) or aggressor Set (RIM-RS2 set). (See subclause 7.4.1.6 in TS 38.211 [32]). 

allowedValues:
The bit length of the set ID is maximum 22bit.

See NOTE 10.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	tAI
	Indicates the TAI (see subclause 9.3.3.11 in TS 38.413[5]), including pLMNId ID and nRTAC. allowedValues: Not applicable 
	type: TAI
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	isRemoveAllowed
	This indicates if the subject NRCellRelation can be removed (deleted) or not.  

If TRUE, the subject NRCellRelation instance can be removed (deleted).  

If FALSE, the subject NRCellRelation instance shall not be removed (deleted) by any entity but an MnS consumer.

allowedValues: TRUE,FALSE

	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	isHOAllowed
	This indicates if HO is allowed or prohibited.

If TRUE, handover is allowed from source cell to target cell.  The source cell is identified by the name-containing NRCellCU of the NRCellRelation that contains the isHOAllowed. The target cell is referenced by the NRCellRelation that contains this isHOAllowed. 

If FALSE, handover shall not be allowed.

allowedValues: TRUE,FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	intrasystemANRManagementSwitch
	This attribute determines whether the intra-system ANR function is activated or deactivated.

If “TRUE”, the intra-system ANR function may add or remove intra NG-RAN Neighbour Relations, i.e. add or remove NRCellRelation instances from NRCellCU of this GNBCUCPFunction.
If “FALSE”, the intra-system ANR Function must not add or remove Neighbour Relations, i.e. add or remove NRCellRelation instances from NRCellCU of this GNBCUCPFunction.

allowedValues: TRUE,FALSE

	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	intersystemANRManagementSwitch
	This attribute determines whether the inter-system ANR function is activated or deactivated.

If “TRUE”, the inter-system ANR function may add or remove inter-system Neighbour Relations, i.e. add or remove EUtranRelation instances from NRCellCU of this GNBCUCPFunction.
If “FALSE”, the inter-system ANR Function must not add or remove inter-system Neighbour Relations, i.e. add or remove EUtranRelation instances from NRCellCU of this GNBCUCPFunction.

allowedValues: TRUE,FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	desSwitch
	This attribute determines whether the Distributed SON energy saving function is enabled or disabled.

allowedValues: TRUE,FALSE
	 type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	cesSwitch
	This attribute determines whether the Centralized SON energy saving function is enabled or disabled.

allowedValues: TRUE,FALSE
	 type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	energySavingControl
	This attribute allows the Centralized SON energy saving function to initiate energy saving activation or deactivation.

allowedValues: toBeEnergySaving, toBeNotEnergySaving
	 type: enumeration
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	energySavingState
	Specifies the status regarding the energy saving in the cell. 
If the value of energySavingControl is toBeEnergySaving, then it shall be tried to achieve the value isEnergySaving for the energySavingState. 
If the value of energySavingControl is toBeNotEnergySaving, then it shall be tried to achieve the value isNotEnergySaving for the energySavingState. 

allowedValues: isNotEnergySaving, isEnergySaving.

	 type: enumeration
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	intraRatEsActivationOriginalCellLoadParameters
	This attributes is relevant, if the cell acts as an original cell.
This attribute indicates the traffic load threshold and the time duration, which are used by distributed ES algorithms to allow a cell to enter the energySaving state. The time duration indicates how long the load needs to have been below the threshold.

allowedValues: 
Threshold: Integer 0..100 (Percentage of PRB usage, see 3GPP TS 36.314 [13])
TimeDuration: Integer (in unit of seconds)
	type: data type
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True


	intraRatEsActivationCandidateCellsLoadParameters
	This attributes is relevant, if the cell acts as a candidate cell.
This attribute indicates the traffic load threshold and the time duration, which are used by distributed ES algorithms level to allow a n ‘original’ cell to enter the energySaving state. Threshold and duration are applied to the candidate cell(s) which will provides coverage backup of an original cell when it is in the energySaving state. The threshold applies in the same way for a candidate cell, no matter for which original cell it will provide backup coverage.
The time duration indicates how long the traffic in the candidate cell needs to have been below the threshold before any original cells which will be provided backup coverage by the candidate cell enters energy saving state.

allowedValues: Threshold: Integer 0..100 (Percentage of PRB usage (see 3GPP TS 36.314 [13]) )
TimeDuration: Integer (in unit of seconds)
	type: data type
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	intraRatEsDeactivationCandidateCellsLoadParameters
	This attributes is relevant, if the cell acts as a candidate cell.
This attribute indicates the traffic load threshold  and the time duration which is used by distributed ES algorithms to allow a cell to leave the energySaving state. Threshold and time duration are applied to the candidate cell when it which provides coverage backup for the cell in energySaving state. The threshold applies in the same way for a candidate cell, no matter for which original cell it provides backup coverage.
The time duration indicates how long the traffic in the candidate cell needs to have been above the threshold to wake up one or more original cells which have been provided backup coverage by the candidate cell.

allowedValues: Threshold: Integer 0..100 (Percentage of PRB usage (see 3GPP TS 36.314 [13]) )
TimeDuration: Integer (in unit of seconds)
	type: data type
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	esNotAllowedTimePeriod
	This attribute can be used to prevent a cell entering energySaving state.
This attribute indicates a list of time periods during which inter-RAT energy saving is not allowed. 

Time period is valid on the specified day and time of every week.

allowedValues: The legal values are as follows:
startTime and endTime:
All values that indicate valid UTC time. endTime should be later than startTime.

periodOfDay: structure of startTime and endTime.

daysOfWeekList: list of weekday. 
weekday: Monday, Tuesday, … Sunday.

List of time periods: 
{{ daysOfWeek	daysOfWeekList,
periodOfDay	dailyPeriod}}
	 type: data type
multiplicity: 0..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	interRatEsActivationOriginalCellParameters
	This attribute is relevant, if the cell acts as an original cell.
This attribute indicates the traffic load threshold and the time duration, which are used by distributed inter-RAT ES algorithms to allow an original cell to enter the energySaving state. The time duration indicates how long the traffic load (both for UL and DL) needs to have been below the threshold.

In case the original cell is an EUTRAN cell,  the load information refers to Composite Available Capacity Group IE (see 3GPP TS 36.413 [12] Annex B.1.5) and the following applies:
Load =  (100 - ‘Capacity Value’ ) * ‘Cell Capacity Class Value’, where ‘Capacity Value’ and ‘Cell Capacity Class Value’ are defined in 3GPP TS 36.423 [7].

In case the original cell is a UTRAN cell, the load information refers to Cell Load Information Group IE (see 3GPP TS 36.413 [12] Annex B.1.5) and the following applies:
Load=  ‘Load Value’  * ‘Cell Capacity Class Value’, where ‘Load Value’ and ‘Cell Capacity Class Value’ are defined in 3GPP TS 25.413 [19].

If the ‘Cell Capacity Class Value’ is not known, then ‘Cell Capacity Class Value’ should be set to 1 when calculating the load, and the load threshold should be set in range of 0..100.

allowedValues:
LoadThreshold: Integer 0..10000 
TimeDuration: Integer 0..900 (in unit of seconds)
	type: data type
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	interRatEsActivationCandidateCellParameters
	This attribute is relevant, if the cell acts as a candidate cell.
This attribute indicates the traffic load threshold and the time duration, which are used by distributed inter-RAT ES algorithms to allow an original cell to enter the energySaving state. Threshold and time duration are applied to the candidate cell(s) which will provides coverage backup of an original cell when it is in the energySaving state. 
The time duration indicates how long the traffic load (both for UL and DL) in the candidate cell needs to have been below the threshold before any original cells which will be provided backup coverage by the candidate cell enters energySaving state.

In case the candidate cell is a UTRAN or GERAN cell, the load information refers to Cell Load Information Group IE(see 3GPP TS 36.413 [12] Annex B.1.5) and the following applies:
Load=  ‘Load Value’  * ‘Cell Capacity Class Value’, where ‘Load Value’ and ‘Cell Capacity Class Value’ are defined in 3GPP TS 25.413 [19] (for UTRAN) / TS 48.008 [20] (for GERAN).

If the ‘Cell Capacity Class Value’ is not known, then ‘Cell Capacity Class Value’ should be set to 1 when calculating the load, and the load threshold should be set in range of 0..100.

allowedValues:
LoadThreshold: Integer 0..10000 
TimeDuration: Integer 0..900 (in unit of seconds)
	type: data type
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	interRatEsDeactivationCandidateCellParameters
	This attribute is relevant, if the cell acts as a candidate cell.
This attribute indicates the traffic load threshold and the time duration which is used by distributed inter-RAT ES algorithms to allow an original cell to leave the energySaving state. Threshold and time duration are applied to the candidate cell which provides coverage backup for the cell in energySaving state. 
The time duration indicates how long the traffic load (either for UL or DL) in the candidate cell needs to have been above the threshold to wake up one or more original cells which have been provided backup coverage by the candidate cell.

For the load see the definition of  interRatEsActivationCandidateCellParameters.

allowedValues:
LoadThreshold: Integer 0..10000 
TimeDuration: Integer 0..900 (in unit of seconds)
	type: data type
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	isProbingCapable
	This attribute indicates whether this cell is capable of performing the ES probing procedure. During this procedure the eNB owning the cell indicates its presence to UEs for measurement purposes, but prevents idle mode UEs from camping on the cell and prevents incoming handovers to the same cell.
If this parameter is absent, then probing is not done.

allowedValues: yes, no
	type: enumeration
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	dmroControl
	This attribute determines whether the MRO function is enabled or disabled.

allowedValues: TRUE,FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	dDAPSHOControl
	This attribute determines whether the DAPS handover function is enabled or disabled.

allowedValues: TRUE, FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	dCHOControl
	This attribute determines whether the CHO handover function is enabled or disabled.

allowedValues: TRUE, FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	dlboControl
	This attribute determines whether the D-LBO function is enabled or disabled.

allowedValues: TRUE,FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	cSonPciList 
	This holds a list of physical cell identities that can be assigned to the pci attribute by gNB. The assignment algorithm is not specified.

This attribute shall be supported if and only if the C-SON PCI configuration is supported.  See TS 28.313, ref [57] subclause 7.1.3.

allowedValues: See TS 38.211 [32] subclause 7.4.2.1 for legal values of pci. The number of pci in the list is 1 to 100X.

	type: Integer
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	ueAccProbilityDist
	This is a list of target Access Probability (APn) for the RACH optimization function.

Each instance APn of the list is the probability that the UE gets access on the RACH channel per cell within n number of preambles sent over an unspecified sampling period.

This target is suitable for RACH optimization.

allowedValues: Each element of the list, APn, is a pair (a, n) where a is the targetProbability (in %) and n is the number of preambles sent.

The legal values for a are 25, 50, 75, 90.
The legal values for n are 1 to 200.

The number of elements specified is 4. The number of elements supported is vendor specific. The choice of supported values for a and n is vendor-specific.

	type: data type
multiplicity: 0..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	ueAccDelayProbilityDist
	This is a list of target Access Delay probability (ADP) for the RACH optimization function.

Each instance ADP of the list is the target time before the UE gets access on the RACH channel per cell, for the P percent of the successful RACH Access attempts with lowest access delay, over an unspecified sampling period.

This target is suitable for RACH optimization.

allowedValues: Each element of the list, ADp, is a pair (p, d) where p is the targetProbability (in %) and d is the access delay (in milliseconds).

The legal values for p are 25, 50, 75, 90.
The legal values for d are 10 to 560.

The number of elements specified is 4. The number of elements supported is vendor specific. The choice of supported values for a and b is vendor-specific.
	type: data type
multiplicity: 0..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	drachOptimizationControl
	This attribute determines whether the RACH Optimization function is enabled or disabled.

allowedValues: TRUE,FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	nRPciList 
	This holds a list of physical cell identities that can be assigned to the NR cells.

This attribute shall be supported if D-SON PCI configuration function is supported.  See subclause 8.2.3, 8.3.1 in TS 28.313 [57].

allowedValues: See TS 38.211 [32] subclause 7.4.2 for legal values of pci. The number of pci in the list is 0 to 1007.

	type: Integer
multiplicity: 0..1007
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	dPciConfigurationControl
	This attribute determines whether the Distributed SON PCI configuration Function is enabled or disabled.

allowedValues: TRUE,FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	cPciConfigurationControl
	This attribute determines whether the Centralized SON PCI configuration function is enabled or disabled.

allowedValues: TRUE,FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	maximumDeviationHoTriggerLow
	This parameter defines the maximum allowed lower deviation of the Handover Trigger, from the default point of operation (see clause 15.5.2.5 in TS 38.300 [3] and clause 9.2.2.61 in TS 38.423 [58].)

allowedValues: -20..20
Unit: 0.5 dB

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	maximumDeviationHoTriggerHigh
	This parameter defines the maximum allowed upper deviation of the Handover Trigger, from the default point of operation (see clause 15.5.2.5 in TS 38.300 [3]. and clause 9.2.2.61 in TS 38.423 [58].)

allowedValues: -20..20
Unit: 0.5 dB

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	minimumTimeBetweenHoTriggerChange
	This parameter defines the minimum allowed time interval between two Handover Trigger change performed by MRO. This is used to control the stability and convergence of the algorithm (see clause 15.5.2.5 in TS 38.300 [3]). 

allowedValues: 0..604800
Unit: Seconds
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	tstoreUEcntxt
	The timer used for detection of too early HO, too late HO and HO to wrong cell. Corresponds to Tstore_UE_cntxt timer described in clause 15.5.2.5 in TS 38.300 [3].  
This attribute is used for Mobility Robustness Optimization.

allowedValues: 0..1023
Unit: 100 milliseconds
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	configurable5QISetRef
	This is the DN of Configurable5QISet. 

The detailed definition for Configurable5QISet see clause 5.3.75.

allowedValues: DN of the Configurable5QISet MOI.

	type: DN
multiplicity: 0..1
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	dynamic5QISetRef
	This is the DN of Dynamic5QISet. 

The detailed definition for Dynamic5QISet see clause 5.3.94.


allowedValues: DN of the Dynamic5QISet MOI.

	type: DN
multiplicity: 0..1
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	frequencyDomainPara
	This attribute defines configuration parameters of frequency domain resource to support RIM RS. 

allowedValues: Not applicable.

	type: FrequencyDomainPara
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	sequenceDomainPara
	This attribute defines configuration parameters of sequence domain resource to support RIM RS. 

allowedValues: Not applicable.

	type: SequenceDomainPara
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	timeDomainPara
	This attribute defines configuration parameters of time domain resource to support RIM RS.  

allowedValues: Not applicable.

	type: TimeDomainPara
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	rimRSSubcarrierSpacing
	It is the subcarrier spacing configuration () for the RIM-RS. Subcarrier spacing  (see 38.211 [32], subclause 5.3.3).

allowedValues: 0, 1
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	rIMRSBandwidth
	It is the bandwidth of the RIM-RS in resource blocks (see 38.211 [32], subclause 5.3.3).
For carrier bandwidth larger than 20MHz, this attributer should be
96 if subcarrier spacing is15kHz;
48 or 96 if subcarrier spacing is 30kHz;
For carrier bandwidth smaller than or equal to 20MHz, this attribute should be
Minimum of {96 , bandwidth of downlink carrier in number of PRBs} if subcarrier spacing is15kHz;
Minimum of {48, bandwidth of downlink carrier in number of PRBs } if subcarrier spacing is 30kHz;


allowedValues: 1,2..96

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	nrofGlobalRIMRSFrequencyCandidates
	It is the number of candidate frequency resources in the whole network () (see 38.211 [32], subclause 7.4.1.6). 

allowedValues: 1,2,4
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	rimRSStartingFrequencyOffsetIdList
	It is a list of configured frequency offsets in units of resource blocks, where each element is the frequency offset relative to a configured reference point for RIM-RS. The size of the list is nrofGlobalRIMRSFrequencyCandidates and the resulting frequency resource blocks of RIM-RS corresponding to different configured frequency offset have no overlapping bandwidth.  (see 38.211 [32], subclause 7.4.1.6).
.

allowedValues: 0..maxNrofPhysicalResourceBlocks-1 where maxNrofPhysicalResourceBlocks = 550    
	type: Integer
multiplicity: 1, 2, 4
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	nrofRIMRSSequenceCandidatesofRS1
	It is the number of candidate sequences assigned for RIM RS-1 () (see 38.211 [32], subclause 7.4.1.6). It should be even when  enableEnoughNotEnoughIndication for RS-1 is ON

allowedValues: 1,2..8

see NOTE 10

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	rimRSScrambleIdListofRS1
	It is a list of configured scrambling identities for RIM RS-1 (see 38.211 [32], subclause 7.4.1.6). The size of the list is nrofRIMRSSequenceCandidatesofRS1.

allowedValues: 0..2^10-1  

	type: Integer
multiplicity: 1, 2..8
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	nrofRIMRSSequenceCandidatesofRS2
	 It is the number of candidate sequences assigned for RIM RS-2 () (see 38.211 [32], subclause 7.4.1.6).

allowedValues: 1,2..8

See NOTE 10.
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	rimRSScrambleIdListofRS2
	It is a list of configured scrambling identities for RIM RS-2 (see 38.211 [32], subclause 7.4.1.6).. The size of the list is nrofRIMRSSequenceCandidatesofRS2.

allowedValues: 0..2^10-1  

	type: Integer
multiplicity: 1, 2..8
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	enableEnoughNotEnoughIndication
	It is indication of whether “Enough” / “Not enough” indication functionality is enabled for RIM RS-1 (see 38.211 [32], subclause 7.4.1.6).

If the indication is "enable",
the first half of nrofRIMRSSequenceCandidatesofRS1  sequences indicates "Not enough mitigation", and the second half indicates "Enough mitigation", where,
"Enough mitigation" indicates that IoT going back to certain level at victim side and/or no further interference mitigation actions are needed at aggressor side
"Not enough mitigation" indicates that IoT exceeding certain level at victim side and/or further interference mitigation actions are needed at aggressor side

enableEnoughNotEnoughIndication is equivalent to EnoughIndication (see 38.211 [32], subclause 7.4.1.6)

allowedValues: "ENABLE", "DISABLE"

see NOTE 8


	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: DISABLE 
isNullable: False

	RIMRSScrambleTimerMultiplier
	It is parameter multiplier factor  for initialization seed of the pseudo-random sequence  (see 38.211 [32], subclause 7.4.1.6.2).


allowedValues:  0,1,….2^31-1

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	RIMRSScrambleTimerOffset
	It is parameter offset  for initialization seed of the pseudo-random sequence  (see 38.211 [32], subclause 7.4.1.6.2).

allowedValues: 0,1,….2^31-1

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	dlULSwitchingPeriod1
	This attribute is used to configure the first uplink-downlink switching period (P1) for RIM RS transmission in the network, where one RIM RS is configured in one uplink-downlink switching period. (see 38.211 [32], subclause 7.4.1.6). 

When only one TDD-UL-DL-Pattern is configured, only dl-UL-SwitchingPeriod1 is configured, where P1 equals to the transmission periodicity of the TDD-UL-DL-Pattern.
When two concatenated TDD-UL-DL-Patterns are configured, and RIM-RS resources is configured only in one of the TDD patterns, only dl-UL-SwitchingPeriod1 is configured, where P1 equals to the addition of the concatenated transmission periodicity of the two TDD-UL-DL-Patterns.
When two concatenated TDD-UL-DL-Patterns are configured, and RIM-RS resources are configured in both TDD patterns, both dl-UL-SwitchingPeriod1 and dl-UL-SwitchingPeriod2 are configured, where P1 equals to the transmission periodicity of the first TDD-UL-DL-Pattern.

P1 is equivalent to  (see 38.211 [32], subclause 7.4.1.6).

See NOTE 6

allowedValues: 
MS0P5, MS0P625, MS1, MS1P25, MS2, MS2P5, MS4, MS5, MS10, MS20, if a single uplink-downlink period is configured for RIM-RS purposes;
MS0P5, MS0P625, MS1, MS1P25, MS2, MS2P5, MS3, MS4, MS5, MS10, MS20, if two uplink-downlink periods are configured for RIM-RS purposes.


see NOTE 9
	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	symbolOffsetOfReferencePoint1
	This attribute is used to configure the reference point in the first uplink-downlink switching period, which is the symbols offset of the reference point after the starting boundary of the first uplink-downlink switching period. It’s Configured together with dl-UL-SwitchingPeriod1 (see 38.211 [32], subclause 7.4.1.6).

When only one TDD-UL-DL-Pattern is configured, the reference point configured for the first uplink-downlink switching period is the DL transmission boundary of the TDD-UL-DL-Pattern.
When two concatenated TDD-UL-DL-Patterns are configured, and RIM-RS resources is configured only in one of the TDD patterns, the reference point configured for the first uplink-downlink switching period is the DL transmission boundary of the TDD-UL-DL-Pattern where the RIM-RS resource is configured.
When two concatenated TDD-UL-DL-Patterns are configured, and RIM-RS resources are configured in both TDD patterns, the reference points configured for first uplink-downlink switching period is the DL transmission boundary of the first TDD-UL-DL-Pattern.

allowedValues: 2, 3..20*2*maxNrofSymbols-1, where maxNrofSymbols=14
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	dlULSwitchingPeriod2
	This attribute is used to configure the second uplink-downlink switching period (P2) for RIM RS transmission in the network, where one RIM RS is configured in one uplink-downlink switching period (see 38.211 [32], subclause 7.4.1.6).

When two concatenated TDD-UL-DL-Patterns are configured, and RIM-RS resources are configured in both TDD patterns, both dl-UL-SwitchingPeriod1 and dl-UL-SwitchingPeriod2 are configured, where P2 equals to the transmission periodicity of the second TDD-UL-DL-Pattern, and where (P1 + P2) divides 20 ms.

allowedValues: MS0P5, MS0P625, MS1, MS1P25, MS2, MS2P5, MS3, MS4, MS5, MS10
	
P2 is equivalent to  (see 38.211 [32], subclause 7.4.1.6)

See NOTE 9

	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	symbolOffsetOfReferencePoint2
	This attribute is used to configure the reference point in the second uplink-downlink switching period, which is the symbol offset of the reference point after starting boundary of the second uplink-downlink switching period. Configured together with dl-UL-SwitchingPeriod2 (see 38.211 [32], subclause 7.4.1.6).
When two concatenated TDD-UL-DL-Patterns are configured, and RIM-RS resources are configured in both TDD patterns, the reference points configured for second uplink-downlink switching period is the DL transmission boundary of the second TDD-UL-DL-Pattern.

allowedValues: 2, 3..20*2*maxNrofSymbols-1, where maxNrofSymbols=14
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	totalnrofSetIdofRS1
	It is the total number of set IDs for RIM RS-1 () (see 38.211 [32], subclause 7.4.1.6).

allowedValues: 0,1...2^22-1
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	totalnrofSetIdofRS2
	It is the  total number of set IDs for RIM RS-2 () (see 38.211 [32], subclause 7.4.1.6).

allowedValues: 0,1...2^22
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	nrofConsecutiveRIMRS1
	It is the number of consecutive uplink-downlink switching periods for RS-1 (R1) for repetition/near-far indication:. (see 38.211 [32], subclause 7.4.1.6).

allowedValues: 1,2,4,8

see NOTE 7

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	nrofConsecutiveRIMRS2
	It is the number of consecutive uplink-downlink switching periods for RS-2 (R2) for repetition/near-far indication. (see 38.211 [32], subclause 7.4.1.6).

allowedValues: 1,2,4,8

see NOTE 7

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	consecutiveRIMRS1List
	It is used to configure the OFDM symbol position(s) of RIM RS-1 within the uplink-downlink switching period. It is a list of symbol offset of RIM RS-1 () before the reference point. The size of the list is nrofConsecutiveRIMRS1 (see 38.211 [32], subclause 7.4.1.6).
The resulting RIM RS-1 symbols and its reference point shall belong to the same 10ms frame.
.

allowedValues: 2,3..20*2*maxNrofSymbols-1, where maxNrofSymbols=14

	type: Integer
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	consecutiveRIMRS2List
	It is used to configure the OFDM symbol position(s) of RIM RS-2 within the uplink-downlink switching period. It is a list of symbol offset of RIM RS-2 () before the reference point. The size of the list is nrofConsecutiveRIMRS2 (see 38.211 [32], subclause 7.4.1.6).
The resulting RIM RS-2 symbols and its reference point shall belong to the same 10ms frame.
.

allowedValues: 2,3..20*2*maxNrofSymbols-1, where maxNrofSymbols=14

	type: Integer
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	enablenearfarIndicationRS1
	It is indication of whether near-far functionality is enabled for RIM RS1.

If the indication is “enable”, 
the first half of nrofConsecutiveRIMRS1 (R1) consecutive uplink-downlink switching period is for "Near" indication with R1/2 repetitions,
the second half of R1 consecutive uplink-downlink switching period is for "Far" indication with R1/2 repetitions.

allowedValues: "ENABLE", "DISABLE" 

see NOTE 10.

	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: DISABLE
isNullable: False

	enablenearfarIndicationRS2
	It is indication of whether near-far functionality is enabled for RIM RS2.

If the indication is “enable”, 
the first half of nrofConsecutiveRIMRS2 (R2) consecutive uplink-downlink switching period is for "Near" indication with R2/2  repetitions,
the second half of R2 consecutive uplink-downlink switching period is for "Far" indication with R2/2 repetitions.


allowedValues: "ENABLE", "DISABLE" 

see NOTE 10.

	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: DISABLE
isNullable: False

	rimRSReportConf
	It is used to configure gNBs to report the all necessary information derived from the detected RIM-RS to OAM.

allowedValues: Not applicable

	type: RimRSReportConf
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: N/A
isNullable: False

	reportIndicator
	It is used to enable or disable the RS report on a gNB.
If the indication is “enable”, the gNB starts to periodically report necessary information derived from the detected RIM-RS to OAM. 
If the indication is “disable”, the gNB stops reporting.

allowedValues: ENABLE, DISABLE 

	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: DISABLE 
isNullable: False

	reportInterval
	It is used to define reporting interval of a gNB in ms.


allowedValues: Not applicable

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	nrofRIMRSReportInfo
	It is used to define the maximum number of RIMRSReportInfo in a single report.

allowedValues: Not applicable

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	maxPropagationDelay
	It is used to define the maximum reported OFDM symbol number for the propagation delay of the detected RIM-RS in each RIMRSReportInfo.

allowedValues: 0, 1..20*2*maxNrofSymbols-1, where maxNrofSymbols=14.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	rimRSReportInfoList
	It represents a list (the length of the list is nrofRIMRSReportInfo) of necessary information derived from the detected RIM-RS. 

allowedValues: 
Not applicable

	type: RimRSReportInfo
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: N/A
isNullable: False

	detectedSetID
	This attribute indicates the Set ID of the detected RIM-RS. 

allowedValues: 0,1...max{totalnrofSetIdofRS1, totalnrofSetIdofRS2}.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	propagationDelay
	This attribute indicates the propagation delay of the detected RIM-RS, in number of OFDM symbol.

allowedValues: 0, 1.. maxPropagationDelay.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	functionalityOfRIMRS
	This attribute indicates the functionality of the detected RIM-RS.
If the indication of enableEnoughNotEnoughIndication is “enable”, valid values are {RS2, RS1forEnoughMitigation, RS1forNotEnoughMitigation};
If the indication of enableEnoughNotEnoughIndication is “disable”, valid values are {RS1, RS2}.

RS1forEnoughMitigation means RIM-RS type 1 is used to indicate 'enough mitigation' functionality.
RS1forNotEnoughMitigation means RIM-RS type 1 is used to indicate 'Not enough mitigation' functionality.

allowedValues: RS1, RS2, RS1forEnoughMitigation, RS1forNotEnoughMitigation
 
	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	rimRSMonitoringWindowDuration
	This attribute configures a duration of the monitoring window  in which gNB monitors the RIM-RS, in unit of , where  is the RIM-RS transmission periodicity in units of uplink-downlink switching period (see 38.211 [32], subclause 7.4.1.6).
This field is configured together with rimRSMonitoringInterval, rimRSMonitoringWindowStartingOffset, rimRSMonitoringOccasionInterval and rimRSMonitoringOccasionStartingOffset.
The duration of the monitoring window is expected to be larger than or equal to , where  is the interval between adjacent monitoring occasions within the monitoring window (configured by rimRSMonitoringInterval).
The absolute duration of the monitoring window is not expected to be larger than the periodicity of the monitoring window (configured by rimRSMonitoringWindowPeriodicity).
Only the earliest  consecutive detection durations in each RIM-RS transmission periodicity () in the monitoring window are taken as valid time for monitoring potential interference, and they are consecutively monitored in the monitoring window, while the residual part of each RIM-RS transmission periodicity is not used for discovering potential interference, where, a consecutive detection duration spans  (if only  is configured) or  (if both and  are configured), where,
 is the number of consecutive uplink-downlinkswitching periods for RS-1 (configured by nrofConsecutiveRIMRS1),
 is the first uplink-downlinkswitching period (configured by dlULSwitchingPeriod1), 
 is the second uplink-downlink switching period (configured by dlULSwitchingPeriod2), and

 is the total number of set IDs for RIM RS-1 (configured by totalnrofSetIdofRS1),
 is the number of candidate frequency resources in the whole network (configured by nrofGlobalRIMRSFrequencyCandidates), and 
 is the number of candidate sequences assigned for RIM RS-1 (configured by nrofRIMRSSequenceCandidatesofRS1).

allowedValues: 1,2,..2^14


	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	rimRSMonitoringWindowPeriodicity
	This attribute configures the periodicity of the monitoring window, in unit of hours.


allowedValues: 1, 2, 3, 4, 6, 8, 12, 24

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	rimRSMonitoringWindowStartingOffset
	This attribute configures the start offset of the first monitoring window within one day, in unit of hours.

allowedValues: 0,1,2..23

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	rimRSMonitoringOccasionInterval
	This attribute configures the interval between adjacent monitoring occasions (M) within the monitoring window, in unit of consecutive detection duration.
M is expected to be prime to , where  is given in above attribute rimRSMonitoringWindowDuration.

allowedValues: 1,2..-1.

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	rimRSMonitoringOccasionStartingOffset
	This attribute configures the start offset of the first monitoring occasions within the monitoring window (), in unit of consecutive detection duration.
gNB starts monitoring potential interference from the -th consecutive detection duration in the first complete RIM-RS transmission periodicity () within the monitoring window.

allowedValues: 0,1,2..M-1

where M is the the interval between adjacent monitoring occasions within the monitoring window (configured by rimRSMonitoringOccasionInterval)

	Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	victimSetRef
	This attribute contains the DN of a victim Set (RimRSSet) 

allowedValues: Not applicable.

	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	aggressorSetRef
	This attribute contains the DN of an aggressor Set (RimRSSet) 

allowedValues: Not applicable.

	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	setType
	The attribute specifies type of a RIM-RS Set .  RIM RS1 is generated and transmitted by victim to indicate its suffering remote interference, and RIM RS2 is generated and transmitted by aggressor to measure if Remote Interference still exist

If the attribute value is “RS1”, the RIM-RS Set is victim set.
If the attribute value is “RS2”, the RIM-RS Set is aggressor set.

allowedValues:
RS1, RS2.

	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	nRCellDURef
	This attribute contains the DN of a NR Cell (NRCellDU) 

allowedValues: Not applicable.

	type: DN
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False


	isENDCAllowed
	This indicates if EN-DC is allowed or prohibited.

If TRUE, the target cell is allowed to be used for EN-DC.  The target cell is referenced by the NRCellRelation that contains this isENDCAllowed. 

If FALSE, EN-DC shall not be allowed.

allowedValues: TRUE,FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	x2BlockList
	This is a list of GeNBIds. If the target node GeNBId is a member of the source node’s NRCellCU.x2BlockList, the source node is: 

1)	prohibited from sending X2 connection requests to the target node;
2)	forced to tear down an established X2 connection to the target node;
3)	not allowed to accept incoming X2 connection requests from the target node.

The same GeNBId may appear here and in NRCellCU.x2AllowList. In such case, the GeNBId in x2AllowList shall be treated as if it is absent.

allowedValues: See NOTE 5.

	type: String
multiplicity: 0..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	xnBlockList
	This is a list of GgNBIds. If the target node GgNBId is a member of the source node’s NRCellCU.xnBlockList, the source node is: 

1)	prohibited from sending Xn connection requests to the target node;
2)	forced to tear down an established Xn connection to the target node;
3)	not allowed to accept incoming Xn connection requests from the target node.

The same GgNBId may appear here and in NRCellCU.xnAllowList. In such case, the GgNBId in xnAllowList shall be treated as if it is absent.

allowedValues: See NOTE 5.
	type: String
multiplicity: 0..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	x2AllowList
	This is a list of GeNBIds. If the target node GeNBId is a member of the source node’s NRCellCU.x2AllowList, the source node is:

1)  allowed to request the establishment of an X2 connection to the target node;
2)  not allowed to initiate the tear down of an established X2 connection to the target node
The same GeNBId may appear here and in NRCellCU.x2BlockList.  In such case, the GeNBId here shall be treated as if it is absent.

allowedValues: See NOTE 5.

	type: String
multiplicity: 0..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	xnAllowList
	This is a list of GgNBIds. If the target node GgNBId is a member of the source node’s NRCellCU.xnAllowList, the source node is:
1)  allowed to request the establishment of Xn connection with the target node;
2)  not allowed to initiate the tear down of an established Xn connection to the target node
The same GgNBId may appear here and in NRCellCU.xnBlockList. In such case, the GgNBId here shall be treated as if it is absent.

allowedValues: See NOTE 5.
	type: String
multiplicity: 0..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	xnHOBlockList
	This is a list of GgNBIds. For all the entries in NRCellCU.xnHOBlockList, the subject NRCellCU is prohibited to use the Xn interface for HOs even if an Xn interface exists to the target cell.

allowedValues: See NOTE 5.

	type: String
multiplicity: 0..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	x2HOBlockList
	This is a list of GeNBIds. For all the entries in NRCellCU.x2HOBlockList, the subject NRCellCU is prohibited to use the X2 interface for HOs even if an X2 interface exists to the target cell.

allowedValues: See NOTE 5.

	type: String
multiplicity: 0..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	tceIDMappingInfoList
	This attribute includes a list of TCE ID, PLMN where TCE resides and the corresponding TCE IP address. It is used in Logged MDT case to provide the information to the gNodeB or GNBCUCPFunction to get the corresponding TCE IP address when there is an MDT log received from the UE.

allowedValues: Not applicable
	type: tceIDMappingInfo
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	tceIPAddress
	This attribute indicates IP address of TCE. (See subclause 4.1.1.9.2 in TS 32.422[68])
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	tceID
	This attribute indicates TCE Id. (See subclause 4.1.1.9.2 in TS 32.422[68])
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	pLMNTarget
	This attribute indicates PLMN where TCE resides. (See subclauses 4.1.1.9.2 and 4.9.2 in TS 32.422 [68])
	Type: PLMNId
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	isMLBAllowed
	This indicates if mobility load balancing is allowed or prohibited from source cell to target cell.

If TRUE, load balancing is allowed from source cell to target cell.  The source cell is identified by the name-containing NRCellCU of the NRCellRelation that contains the isMLBAllowed. The target cell is referenced by the NRCellRelation that contains this isLBAllowed. In case of isHOAllowed is FALSE, mobility load balancing is prohibited by handover from source cell to target cell.  

If FALSE, load balancing shall be prohibited from source cell to target cell.

allowedValues: TRUE,FALSE

	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	NROperatorCellDU.nRCellDURef
	This attribute contains the DN of the referenced NRCellDU.

allowedValues: N/A
	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	downlinkTransmitPowerRange
	It indicates adjustment range (including maximum value, minimum value) of downlinkTransmitPower to optimize radio coverage.

allowedValues: 
minValue: [0..100]
maxValue: [0..100]

	type: ParameterRange
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	antennaTiltRange
	It indicates adjustment range (including maximum value, minimum value) of antennaTilt to optimize radio coverage.

allowedValues: 
minValue: [-900..900] in unit 0.1 degree
maxValue: [-900..900] in unit 0.1 degree

	type: ParameterRange
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	antennaAzimuthRange
	It indicates adjustment range (including maximum value, minimum value) of antennaAzimuth to optimize radio coverage.

allowedValues:
minValue: [-1800..1800] in unit 0.1 degree
maxValue: [-1800..1800] in unit 0.1 degree

	type: ParameterRange
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	digitalTiltRange
	It indicates adjustment range (including maximum value, minimum value) of digitalTilt to optimize radio coverage.

allowedValues:
minValue: [-900..900] in unit 0.1 degree
maxValue: [-900..900] in unit 0.1 degree

	type: ParameterRange
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	digitalAzimuthRange
	It indicates adjustment range (including maximum value, minimum value) of digitalAzimuth to optimize radio coverage.

allowedValues:
minValue: [-1800..1800] in unit 0.1 degree
maxValue: [-1800..1800] in unit 0.1 degree

	type: ParameterRange
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	coverageShapeList
	It indicates the coverage shape of specific sites which can be selected to optimize radio coverage.
allowedValues: 0 .. 65535

	type: Integer
multiplicity: 0..*
isOrdered: True
isUnique: True
defaultValue: None
isNullable: False

	cCOControl
	This attribute determines whether the centralized SON CCO Function is enabled or disabled.

allowedValues: TRUE,FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	maxValue
	It indicates the maximum value of the parameter.

allowedValues: N/A
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	minValue
	It indicates the minimum value of the parameter.

allowedValues: N/A
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	NROperatorCellDU.administrativeState
	It indicates the administrative state of the NROperatorCellDU. It describes the permission to use or prohibition against using the cell, imposed through the OAM services.

The value of this attribute is effective only when the value of the attribute NRCellDU.administrativeState = UNLOCKED, if the value of the attribute NRCellDU.administrativeState is LOCKED or SHUTTING DOWN, the value of this attribute shall be treated same as the value of NRCellDU.administrativeState.

allowedValues: LOCKED, SHUTTING DOWN, UNLOCKED. 
The meaning of these values is as defined in ITU‑T Recommendation X.731 [18].

	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: LOCKED
isNullable: False


	ephemerisInfoSetRef
	This is the DN of EphemerisInfoSet. 



allowedValues: DN of the EphemerisInfoSet MOI.

	type: DN
multiplicity: 0..1
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	NTNFunction.nTNpLMNInfoList
	It defines which PLMNs that can be served by the NR NTN cell, and which S-NSSAs can be supported by the NR NTN cell for corresponding PLMN in case of network slicing feature is supported. The pLMNId of the first entry of the list is the PLMNId used to construct the nCGI for the NR cell.

allowedValues: Not applicable.

	type: PLMNInfo
multiplicity: 1..*
isOrdered: True
isUnique: True
defaultValue: None
isNullable: False


	NTNFunction.nTNTACList
	It is the list of Tracking Area Codes (either legacy TAC or extended TAC) for NR NTN. 

allowedValues:
Legacy TAC and Extended TAC are defined in clause 9.3.3.10 of TS 38.413 [5].
	type: NrTac
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
allowedValues: N/A
isNullable: False

	satelliteId
	This attribute indicates satellite Id.

allowedValues: 0..255

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	positionX
	X, Y, Z coordinate of satellite position state vector in ECEF. Unit is meter. 
Step of 1.3 m. Actual value = field value * 1.3.

allowedValues: 0..604800
Unit: meter
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False

	positionY
	X, Y, Z coordinate of satellite position state vector in ECEF. Unit is meter. 
Step of 1.3 m. Actual value = field value * 1.3.

allowedValues: 0..604800
Unit: meter
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False

	positionZ
	X, Y, Z coordinate of satellite position state vector in ECEF. Unit is meter. 
Step of 1.3 m. Actual value = field value * 1.3.

allowedValues: 0..604800
Unit: meter
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False

	velocityVX
	X, Y, Z coordinate of satellite velocity state vector in ECEF. 
Step of 0.06 m/s. Actual value = field value * 0.06.

allowedValues: -131072..131071
Unit: meter/second
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False

	velocityVY
	X, Y, Z coordinate of satellite velocity state vector in ECEF. 
Step of 0.06 m/s. Actual value = field value * 0.06.

allowedValues: -131072..131071
Unit: meter/second
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False

	velocityVZ
	X, Y, Z coordinate of satellite velocity state vector in ECEF. 
Step of 0.06 m/s. Actual value = field value * 0.06.

allowedValues: -131072..131071
Unit: meter/second
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False

	semiMajorAxis
	Satellite orbital parameter: semi major axis a, see NIMA TR 8350.2 [xx]. 
Step of 4.249 * 10-3 m. Actual value = 6500000 + field value * (4.249 * 10-3).

allowedValues: 0..8589934591
Unit: meter
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False

	eccentricity
	Satellite orbital parameter: eccentricity e, see NIMA TR 8350.2 [xx].
Step 1.431 * 10-8. Actual value = field value * (1.431 * 10-8).

allowedValues: -524288..524287
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False

	periapsis
	Satellite orbital parameter: argument of periapsis w, see NIMA TR 8350.2 [xx]. 
Step of 2.341* 10-8 rad. Actual value = field value * (2.341* 10-8).

allowedValues: 0..16777215
Unit: radian
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False

	longitude
	Satellite orbital parameter: longitude of ascending node W, see NIMA TR 8350.2 [xx]. 
Step of 2.341* 10-8 rad. Actual value = field value * (2.341* 10-8).

allowedValues: 0..2097151
Unit: radian
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False

	inclination
	Satellite orbital parameter: inclination i, see NIMA TR 8350.2 [xx]. 
Step of 2.341* 10-8 rad. Actual value = field value * (2.341* 10-8).

allowedValues: -524288..524287
Unit: radian
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False

	meanAnomaly
	Satellite orbital parameter: Mean anomaly M at epoch time, see NIMA TR 8350.2 [xx]. 
Step of 2.341* 10-8 rad. Actual value = field value * (2.341* 10-8).

allowedValues: 0..16777215
Unit: radian
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: 0
isNullable: False

	NOTE 1: Void
[bookmark: OLE_LINK9]NOTE 2: The radio resource can be signaling resources (e.g. RRC connected users) or user plane resources (e.g. PRB, PRB UL, PRB DL, DRB). Different RRM Policy maybe applied for different types of radio resource. E.g. RRMPolicyRatio is used for PRB resource. When the resource type is PRB the policy applies for both uplink and downlink, and ‘PRB UL’ and ‘PRB DL’ are not used.
NOTE 3: Void
NOTE 4: A RRM Policy can make use of the defined policy (e.g. RRMPolicyRatio) or a vendor specific RRM Policy.
NOTE 5: For Global gNB Identifiers, the entries are formatted according to the pattern <mcc><mnc>-<gNBIdLength>-<gNBId>, where <mcc> is three digits, <mnc> two or three digits, <gNBIdLength> is a string containing a number n as digits, in the range 22 to 32, and <gNBId> is a string containing digits for the number 0 to 2n-1. For Global eNB Identifiers, the entries are formatted according to the pattern <mcc><mnc>-<eNBIdLength>-<eNBId>, where <mcc> is three digits, <mnc> two or three digits, <gNBIdLength> is a string containing a number m as digits, m being one of 18, 20, 21 or 22, and <eNBId> is a string containing digits for the number 0 to 2m-1.
NOTE 6: The maximum number of total RIM RS sequence within 10ms is 32 regardless single or two uplink-downlink period are configured in the 10ms..
NOTE 7: 
1. The maximum number of consecutive uplink-downlink switching periods for repetition/near-far-functionality is 8 (the number can be either 2, 4, or 8) with near-far functionality and with repetition.
2. The maximum number of consecutive uplink-downlink switching periods for repetition is 4 (the number can be either 1, 2, or 4) without near-far functionality and with repetition only.
3. The maximum number of consecutive uplink-downlink switching periods is 2 with near-far functionality only and without repetition.
NOTE 8 (for information): “Not enough mitigation” means aggressor gNB needs to increase the interference mitigation level (i.e., further interference mitigation actions) (e.g., further reducing the DL transmission power on DL symbols at aggressor side), while “Enough mitigation” means aggressor gNB keeping the current interference mitigation level unchanged (i.e., no further interference mitigation actions) (e.g., remaining the DL transmission power on DL symbols unchanged at aggressor side).
NOTE 9: Value MS0P5 corresponds to 0.5 ms, MS0P625 corresponds to 0.625 ms, MS1 corresponds to 1 ms, MS1P25 corresponds to 1.25 ms, and so on.
NOTE 10: RIM RS-1, RIM-RS1，RIM RS1 is equivalent to RIM-RS type 1 (see 38.211 [32], clause 7.4.1.6)
         RIM RS-2, RIM-RS2，RIM RS2 is equivalent to RIM-RS type 2 (see 38.211 [32], clause 7.4.1.6).
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[bookmark: _Toc59182738][bookmark: _Toc59184204][bookmark: _Toc59195139][bookmark: _Toc59439566][bookmark: _Toc67989989]5.2.1	Class diagram of 5GC NFs
[bookmark: _Toc59182739][bookmark: _Toc59184205][bookmark: _Toc59195140][bookmark: _Toc59439567][bookmark: _Toc67989990]5.2.1.1	Relationships
This clause depicts the set of classes (e.g. IOCs) that encapsulates the information relevant for NRM of 5GC NFs definitions. This clause provides the overview of the relationships of relevant classes in UML. Subsequent clauses provide more detailed specification of various aspects of these classes.
The Figure 5.2.1.1-1 shows the 5GC NF NRM containment/naming relationship.


Figure 5.2.1.1-1: 5GC NRM containment/naming relationship
The Figure 5.2.1.1-2 shows the transport view of AMF NRM.


Figure 5.2.1.1-2: Transport view of AMF NRM
The Figure 5.2.1.1-3 shows the transport view of SMF NRM.


Figure 5.2.1.1-3: Transport view of SMF NRM
The Figure 5.2.1.1-4 shows the transport view of UPF NRM.


Figure 5.2.1.1-4: Transport view of UPF NRM
The Figure 5.2.1.1-5 shows the transport view of N3IWF NRM.


Figure 5.2.1.1-5: Transport view of N3IWF NRM
The Figure 5.2.1.1-6 shows the transport view of PCF NRM.


Figure 5.2.1.1-6: Transport view of PCF NRM
The Figure 5.2.1.1-7 shows the transport view of AUSF NRM.


Figure 5.2.1.1-7: Transport view of AUSF NRM
The Figure 5.2.1.1-8 shows the transport view of UDM NRM.


Figure 5.2.1.1-8: Transport view of UDM NRM
The Figure 5.2.1.1-9 shows the transport view of NRF NRM.


Figure 5.2.1.1-9: Transport view of NRF NRM
The Figure 5.2.1.1-10 shows the transport view of NSSF NRM.


Figure 5.2.1.1-10: Transport view of NSSF NRM
The Figure 5.2.1.1-11 shows the transport view of SMSF NRM.


Figure 5.2.1.1-11: Transport view of SMSF NRM
The Figure 5.2.1.1-12 shows the transport view of 5G location service related NRM.


Figure 5.2.1.1-12: Transport view of LMF NRM
The Figure 5.2.1.1-13 shows the transport view of 5G-EIR NRM.


Figure 5.2.1.1-13: Transport view of 5G-EIR NRM
The Figure 5.2.1.1-14 shows the transport view of SEPP NRM.


Figure 5.2.1.1-14: Transport view of SEPP NRM
The Figure 5.2.1.1-15 shows the NRM fragment for control of QoS monitoring per QoS flow per UE.


Figure 5.2.1.1-15: NRM fragment for control of QoS monitoring per QoS flow per UE
The Figure 5.2.1.1-16 shows the NRM fragment for control of GTP-U path QoS monitoring.


Figure 5.2.1.1-16: NRM fragment for control of GTP-U path QoS monitoring
The Figure 5.2.1.1-17 shows the NRM fragment for pre-configured 5QIs in 5GC.


Figure 5.2.1.1-17: NRM fragment for pre-configured 5QIs in 5GC
The Figure 5.2.1.1-18 shows the NRM fragment for 5QI and DSCP mapping.


Figure 5.2.1.1-18: NRM fragment for 5QI and DSCP mapping.
The Figure 5.2.1.1-19 shows the NRM fragment for predefined PCC rule.


Figure 5.2.1.1-19: NRM fragment for predefined PCC rule
The Figure 5.2.1.1-20 shows the NRM fragment for dynamically assigned 5QIs in 5GC.


Figure 5.2.1.1-20: NRM fragment for dynamically assigned 5QIs in 5GC

The Figure 5.2.1.1-21 shows the transport view of  NSACF NRM.


Figure 5.2.1.1-21: Transport view of NSACF NRM


Figure 5.2.1.1-22: Transport view of NEF NRM
The Figure 5.2.1.1-23 shows the transport view of 5G DDNMF NRM.


Figure 5.2.1.1-23: Transport view of 5G DDNMF NRM
The Figure 5.2.1.1-24 shows the transport view of 5G EASDF NRM.


Figure 5.2.1.1-24: Transport view of 5G EASDF NRM


Figure 5.2.1.1-25: EcmConnectionInfo NRM


Figure 5.2.1.1-x: NRM fragment for NTN in 5GC
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[bookmark: _Toc59182745][bookmark: _Toc59184211][bookmark: _Toc59195146][bookmark: _Toc59439573][bookmark: _Toc67989996]5.3.1	AMFFunction
[bookmark: _Toc59182746][bookmark: _Toc59184212][bookmark: _Toc59195147][bookmark: _Toc59439574][bookmark: _Toc67989997]5.3.1.1	Definition
This IOC represents the AMF functionality in 5GC. For more information about the AMF, see 3GPP TS 23.501 [2]. 
[bookmark: _Toc59182747][bookmark: _Toc59184213][bookmark: _Toc59195148][bookmark: _Toc59439575][bookmark: _Toc67989998]5.3.1.2	Attributes
The AMFFunction IOC includes attributes inherited from ManagedFunction IOC (defined in TS 28.622[30]) and the following attributes:

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNInfoList
	M
	T
	T
	F
	T

	aMFIdentifier
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	interPlmnFQDN
	O
	T
	T
	F
	T

	taiList 
	O
	T
	T
	F
	T

	taiRangeList
	O
	T
	T
	F
	T

	cNSIIdList
	CM
	T
	F
	F
	T

	gUAMIdList
	M
	T
	F
	F
	T

	backupInfoAmfFailure
	O
	T
	T
	F
	T

	backupInfoAmfRemoval
	O
	T
	T
	F
	T

	managedNFProfile
	M
	T
	T
	F
	T

	commModelList
	M
	T
	T
	F
	T

	Attribute related to role
	
	
	
	
	

	aMFSetRef
	M
	T
	T
	F
	T

	ephemerisInfoSetRef
	CO
	T
	F
	F
	T


[bookmark: _Toc59182748][bookmark: _Toc59184214][bookmark: _Toc59195149][bookmark: _Toc59439576][bookmark: _Toc67989999]
5.3.1.3	Attribute constraints

	Name
	Definition

	cNSIIdList S
	Condition: Network slicing feature is supported and the NSI ID is configured for identifying the Core Network part of a Network Slice instance when multiple Network Slice instances of the same Network Slice are deployed, and there is a need to differentiate between them in the 5GC.

	ephemerisInfoSetRef S
	Condition: EphemerisInfoSetRef is name contained by SubNetwork or ManagedElement


[bookmark: _Toc59182749][bookmark: _Toc59184215][bookmark: _Toc59195150][bookmark: _Toc59439577][bookmark: _Toc67990000]
5.3.1.4	Notifications
The common notifications defined in subclause 5.5 are valid for this IOC, without exceptions or additions.
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[bookmark: _Toc59183292][bookmark: _Toc59184758][bookmark: _Toc59195693][bookmark: _Toc59440121][bookmark: _Toc67990579]6.4	Attribute definition
[bookmark: _Toc59183293][bookmark: _Toc59184759][bookmark: _Toc59195694][bookmark: _Toc59440122][bookmark: _Toc67990580]6.4.1	Attribute properties

	Attribute Name
	Documentation and Allowed Values
	Properties

	availability
	This parameter specifies the communication service availability requirement, expressed as a percentage. The communication service availability is defined in clause 3.1 of TS 22.261 [28].
	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: True

	serviceProfileId
	A unique identifier of property of network slice related requirement should be supported by the network slice.
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	sliceProfileId
	A unique identifier of the property of network slice subnet related requirement should be supported by the network slice subnet.
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	operationalState
	It indicates the operational state of the network slice or the network slice subnet. It describes whether or not the resource is physically installed and working.

allowedValues: "ENABLED", "DISABLED".
The meaning of these values is as defined in 3GPP TS 28.625 [17] and ITU-T X.731 [18].

	type: ENUM 
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	administrativeState
	It indicates the administrative state of the network slice or the network slice subnet. It describes the permission to use or prohibition against using the managed object instance, imposed through the OAM services.

allowedValues: “LOCKED”, “UNLOCKED”, SHUTTINGDOWN” 
The meaning of these values is as defined in 3GPP TS 28.625 [17] and ITU-T X.731 [18].
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: LOCKED
allowedValues: N/A 
isNullable: False

	nsInfo
	This attribute contains the NsInfo of the NS instance corresponding to the network slice subnet instance. The NsInfo is described in clause 8.3.3.2.2 of ETSI GS NFV-IFA 013 [29].
	type: NsInfo
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: No default value
isNullable: True

	nsInstanceId
	This attribute specifies the identifier of NS instance corresponding to the network slice subnet instance.

See clause 8.3.3.2.2 of ETSI GS NFV-IFA 013 [29].
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: No default value
isNullable: True

	nsName
	This attribute specifies the name of NS instance corresponding to the network slice subnet instance.

See clause 8.3.3.2.2 of ETSI GS NFV-IFA 013 [29].
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: No default value
isNullable: True

	description
	This attribute specifies the description of NS instance corresponding to the network slice subnet instance.

See clause 8.3.3.2.2 of ETSI GS NFV-IFA 013 [29].
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: No default value
isNullable: True

	category
	This attribute specifies the category of a service requirement/attribute of GST (see GSMA NG.116 [50]).

allowedValues: character, scalability
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A 
isNullable: False

	tagging
	This attribute specifies the tagging of a service requirement/attribute of GST in character category (see GSMA NG.116 [50]).

allowedValues: performance, function, operation
	type: ENUM
multiplicity: 1…3
isOrdered: False
isUnique: True
defaultValue: None
allowedValues: N/A 
isNullable: False

	exposure
	This attribute specifies exposure mode of a service requirement/attribute of GST (see GSMA NG.116 [50]).

allowedValues: API, KPI
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A 
isNullable: False

	maxNumberofUEs
	An attribute specifies the maximum number of UEs may simultaneously access the network slice or network slice subnet instance.
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	coverageAreaTAList
	An attribute specifies a list of Tracking Areas for the network slice .
allowedValues:
Legacy TAC and Extended TAC are defined in clause 9.3.3.10 of TS 38.413 [5].
	type: Integer
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
allowedValues: N/A
isNullable: False

	dLLatency
	An attribute specifies the required DL packet transmission latency (millisecond) through the RAN, CN, and TN part of 5G network and is used to evaluate utilization performance of the end-to-end network slice. See clause 6.3.1 of 28.554 [27].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	uLLatency
	An attribute specifies the required UL packet transmission latency (millisecond) through the RAN, CN, and TN part of 5G network and is used to evaluate utilization performance of the end-to-end network slice. See clause 6.3.1 of 28.554 [27].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	topSliceSubnetProfile.dLLatency
	An attribute specifies the required DL packet transmission latency (millisecond) through all domains of the network slice and is used to evaluate utilization performance of the end-to-end network slice. See clause 6.3.1 of 28.554 [27].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	topSliceSubnetProfile.uLLatency
	An attribute specifies the required UL packet transmission latency (millisecond) through all domains of the network slice and is used to evaluate utilization performance of the end-to-end network slice. See clause 6.3.1 of 28.554 [27].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	CNSliceSubnetProfile.dLLatency
	An attribute specifies the required DL packet transmission latency (millisecond) through CN domain of the network slice and is used to evaluate the delay in CN domain, e.g. time between received DL packet on N6 interface of UPF and successfully sent out the packet on N3 interface. 
	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	CNSliceSubnetProfile.uLLatency
	An attribute specifies the required UL packet transmission latency (millisecond) through CN domain of the network slice and is used to evaluate the delay in CN domain, e.g. time between received UL packet on N3 interface of UPF and successfully sent out the packet on N6 interface. 
	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	RANSliceSubnetProfile.dLLatency
	An attribute specifies the required DL packet transmission latency (millisecond) through RAN domain of the network slice and is used to evaluate the delay in RAN domain, e.g. time between received DL packet on NG-U of gNB and successfully sent out the packet on air interface of the gNB. 
	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	RANSliceSubnetProfile.uLLatency
	An attribute specifies the required UL packet transmission latency (millisecond) through RAN domain of the network slice and is used to evaluate the delay in RAN domain, e.g. time between received UL packet on air interface of gNB and successfully sent out the packet on NG-U interface of the gNB. 
	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	uEMobilityLevel
	An attribute specifies the mobility level of UE accessing the network slice. See 6.2.1 of TS 22.261 [28].

allowedValues: stationary, nomadic, restricted mobility, fully mobility.
	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: True

	networkSliceSharingIndicator
	The attribute specifies whether a service, defined by the ServiceProfile, can share a NetworkSlice instance with other services or not. If “non-shared” the service needs a dedicated NetworkSlice instance. If “shared” the service may share a NetworkSlice instance with other service(s).
allowedValues: shared, non-shared.
	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	serviceProfile.pLMNInfoList
	It defines which PLMN and S-NSSAI combinations that are assigned for the service to satisfy service requirements represented by the ServiceProfile in case of network slicing feature is supported.

allowedValues: Not applicable.
	type: PLMNInfo
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	sliceProfile.pLMNInfoList
	It defines which PLMN and S-NSSAI combinations that are served by the SliceProfile in case of network slicing feature is supported.

allowedValues: Not applicable.
	type: PLMNInfo
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	sliceProfile.resourceSharingLevel
	An attribute specifies whether the resources to be allocated to the network slice subnet may be shared with another network slice subnet(s).

allowedValues: shared, non-shared.
	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: Yes
isNullable: True

	serviceProfileList
	An attribute specifies a list of ServiceProfile (see clause 6.3.3) supported by the network slice 
	type:  ServiceProfile
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
allowedValues: N/A
isNullable: False

	sliceProfileList
	An attribute specifies a list of SliceProfile (see clause 6.3.4) supported by the network slice subnet.

All members of the list, instances of SliceProfile, shall contain the same datatype representing slice profile requirements: TopSliceSubnetProfile,  RANSliceSubnetProfile or CNSliceSubnetProfile. E.g. the sliceProfileList may contain only instances of sliceProfile containing RANSliceSubnetProfile datatype; the sliceProfileList may not contain instances of sliceProfile containing RANSliceSubnetProfile and CNSliceSubnetProfile datatypes

Members of the list may contain TopSliceSubnetProfile datatype only when this attribute (sliceProfileList) belongs to a NetworkSliceSubnet that is directly referenced by a NetworkSlice
	type:  SliceProfile
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
allowedValues: N/A
isNullable: False

	sST
	This attribute specifies the slice/service type in a ServiceProfile to be supported by a network slice.

See standardised SST values in clause 5.15.2 of TS 23.501 [2].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	delayTolerance
	An attribute specifies the properties of service delivery flexibility, especially for the vertical services that are not chasing a high system performance. See clause 4.3 of TS 22.104 [51].
	type: DelayTolerance
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	DelayTolerance.support
	An attribute specifies whether or not the network slice supports service delivery flexibility, especially for the vertical services that are not chasing a high system performance.

allowedValues:
"NOT SUPPORTED", "SUPPORTED".

	type: <<enumeration>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	dLDeterministicComm
	An attribute specifies the properties of the deterministic communication in downlink for periodic user traffic, see clause 4.3 of TS 22.104 [51].
	type: DeterministicComm
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	uLDeterministicComm
	An attribute specifies the properties of the deterministic communication in uplink for periodic user traffic, see clause 4.3 of TS 22.104 [51].
	type: DeterministicComm
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	DeterministicComm.availability
	An attribute specifies whether or not the network slice supports deterministic communication for period user traffic.

allowedValues:
"NOT SUPPORTED", "SUPPORTED".

	type: <<enumeration>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	DeterministicComm.periodicityList
	An attribute specifies a list of periodicities supported by the network slice for deterministic communication. Each instance of periodicity is expressed in seconds, refer to NG.116 [50].

	type: Integer
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: False
isNullable: False

	dLThptPerSlice
	This attribute defines achievable data rate of the network slice in downlink that is available ubiquitously across the coverage area of the slice, refer NG.116 [50].
	type: XLThpt
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	dLThptPerSliceSubnet
	This attribute defines required data rate of the network slice subnet in downlink that should be available ubiquitously across the coverage area of the slice.
	type: XLThpt 
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	dLThptPerUE
	This attribute defines data rate supported by the network slice per UE, refer NG.116 [50]. 

	type: XLThpt
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	guaThpt
	This attribute describes the guaranteed data rate.

	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	maxThpt
	This attribute describes the maximum data rate.

	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	uLThptPerSlice
	This attribute defines achievable data rate of the network slice in uplink that is available ubiquitously across the coverage area of the slice, refer NG.116 [50]. 

	type: XLThpt
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	uLThptPerUE
	This attribute defines data rate supported by the network slice per UE, refer NG.116 [50]. 

	type: XLThpt
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	uLThptPerSliceSubnet
	This attribute defines required data rate of the network slice subnet in uplink that should be available ubiquitously across the coverage area of the slice.
	type: XLThpt
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	dLMaxPktSize
	This parameter specifies the maximum packet size supported by the network slice or the network slice subnet, in downlink refer NG.116 [50]. 

	type: MaxPktSize
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	uLMaxPktSize
	This parameter specifies the maximum packet size supported by the network slice or the network slice subnet in uplink, refer NG.116 [50].
	type: MaxPktSize
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	MaxPktSize.maxsize
	This parameter specifies the maximum packet size supported by the network slice, refer NG.116 [50]. 

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	maxNumberofPDUSessions
	This parameter defines the maximum number of concurrent PDU sessions supported by the network slice, refer NG.116 [50]. 

	type: MaxNumberofPDUSessions
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	MaxNumberofPDUSessions.nOofPDUSessions
	This parameter defines the maximum number of concurrent PDU sessions supported by the network slice, refer NG.116 [50]. 

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	kPIMonitoring
	An attribute specifies the name list of KQIs and KPIs available for performance monitoring.

	type: KPIMonitoring
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	KPIMonitoring.kPIList
	An attribute specifies the name list of KQIs and KPIs available for performance monitoring.

	type: String
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: False
isNullable: True

	nBIoT
	An attribute specifies whether NB-IoT is supported in the RAN in the network slice, see NG.116 [50].

	type: NBIoT
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	NBIoT.support
	An attribute specifies whether NB-IoT is supported in the RAN in the network slice, see NG.116 [50].

allowedValues:
"NOT SUPPORTED", "SUPPORTED".

	type: <<enumeration>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	synchronicity
	An attribute specifies whether synchronicity of communication devices is supported, Two cases are most important in this context, see clause 3.4.29 of NG.116 [50]:
- Synchronicity between a base station and a mobile device and
- Synchronicity between mobile devices.

	type: Synchronicity
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	Synchronicity.availability
	An attribute specifies whether synchronicity of communication devices is supported, see NG.116 [50].

allowedValues:
"NOT SUPPORTED", "BETWEEN BS AND UE", "BETWEEN BS AND UE & UE AND UE".

	type: <<enumeration>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	Synchronicity.accuracy
	An attribute specifies the accuracy of the synchronicity, see NG.116 [50].

	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	RANSliceSubnetProfile.synchronicity
	An attribute specifies whether synchronicity of communication devices is supported in the RAN domain, Two cases are most important in this context, see clause 3.4.29 of NG.116 [50]:
- Synchronicity between a base station and a mobile device and
- Synchronicity between mobile devices.

	type: SynchronicityRANSubnet
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	SynchronicityRANSubnet.availability
	An attribute specifies whether synchronicity of communication devices is supported in the RAN domain, see NG.116 [50].

allowedValues:
"NOT SUPPORTED", "BETWEEN BS AND UE", "BETWEEN BS AND UE & UE AND UE".

	type: <<enumeration>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	SynchronicityRANSubnet.accuracy
	An attribute specifies the accuracy of the synchronicity in the RAN domain, see NG.116 [50].

	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	userMgmtOpen
	An attribute specifies whether or not the network slice supports the capability for the NSC to manage their users or groups of users’ network services and corresponding requirements.

	type: UserMgmtOpen
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	UserMgmtOpen.support
	An attribute specifies whether or not the network slice supports the capability for the NSC to manage their users or groups of users’ network services and corresponding requirements.

allowedValues:
"NOT SUPPORTED", "SUPPORTED".

	type: <<enumeration>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	v2XCommModels
	An attribute specifies whether or not the V2X communication mode is supported by the network slice.


	type: V2XCommMode
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	V2XCommMode.v2XMode
	An attribute specifies whether or not the V2X communication mode is supported by the network slice.

allowedValues:
"NOT SUPPORTED", "SUPPORTED BY NR".

	type: <<enumeration>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	coverageArea
	An attribute specifies the coverage area of the network slice, i.e. the geographic region where a 3GPP communication service is accessible, see Table 7.1-1 of TS 22.261 [28]) and NG.116 [50].
	type: GeoArea
multiplicity: * 
isOrdered: False
isUnique: True
defaultValue: False
isNullable: False

	termDensity
	An attribute specifies the overall user density over the coverage area of the network slice. See Table 7.1-1 of TS 22.261 [28]).
	type: TermDensity
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	TermDensity.density
	An attribute specifies the overall user density over the coverage area of the network slice. See Table 7.1-1 of TS 22.261 [28]).
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	positioning
	An attribute specifies whether the network slice provides geo-localization methods or supporting methods, see clause 3.4.20 of NG.116 [50].
	type: Positioning
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	Positioning.availability
	An attribute specifies if this attribute is provided by the network slice and contains a list of positioning methods provided by the slice. If the list is empty this attribute is not available in the network slice and the other parameters might be ignored, see NG.116 [50]. Comma separated multiple values are allowed:
CIDE-CID (LTE and NR), OTDOA (LTE and NR), RF fingerprinting, AECID, Hybrid positioning, NET-RTK.

	type: ENUM
multiplicity: 1..6
isOrdered: False
isUnique: True
defaultValue: False
isNullable: False

	Positioning.predictionfrequency
	An attribute specifies how often location information is provided. This parameter simply defines how often the customer is allowed to request location information. This is not related to the time it takes to determine the location, which is a characteristic of the positioning method, see NG.116 [50].

allowedValues:
"PERSEC", "PERMIN", "PERHOUR".

	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	Positioning.accuracy
	An attribute specifies the accuracy of the location information. Accuracy depends on the respective positioning solution applied in the network slice, see NG.116 [50].

	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	RANSliceSubnetProfile.positioning
	An attribute specifies whether the RAN domain of the network slice provides geo-localization methods or supporting methods, see clause 3.4.20 of NG.116 [50].
	type: PositioningRANSubnet
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	PositioningRANSubnet.availability
	An attribute specifies if this attribute is provided by the RAN domain of the network slice and contains a list of positioning methods provided by the RAN domain. If the list is empty this attribute is not available in the RAN domain and the other parameters might be ignored, see NG.116 [50]. Comma separated multiple values are allowed:
CIDE-CID (LTE and NR), OTDOA (LTE and NR), RF fingerprinting, AECID, Hybrid positioning, NET-RTK.

	type: ENUM
multiplicity: 1..6
isOrdered: False
isUnique: True
defaultValue: False
isNullable: False

	PositioningRANSubnet.predictionfrequency
	An attribute specifies how often location information is provided. This parameter simply defines how often the customer is allowed to request location information. This is not related to the time it takes to determine the location, which is a characteristic of the positioning method, see NG.116 [50].

allowedValues:
"PERSEC", "PERMIN", "PERHOUR".

	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	PositioningRANSubnet.accuracy
	An attribute specifies the accuracy of the location information. Accuracy depends on the respective positioning solution applied in the RAN domain of the network slice, measurement unit is meter, see NG.116 [50].

	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	activityFactor
	An attribute specifies the percentage value of the amount of simultaneous active UEs to the total number of UEs where active means the UEs are exchanging data with the network. See Table 7.1-1 of TS 22.261 [28]).
	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	uESpeed
	An attribute specifies the maximum speed (in km/hour) supported by the network slice or network slice subnet at which a defined QoS can be achieved. See Table 7.1-1 of TS 22.261 [28]).
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	jitter
	An attribute specifies the deviation from the desired value to the actual value when assessing time parameters.
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	survivalTime
	An attribute specifies the time (millisecond) that an application consuming a communication service may continue without an anticipated message. See clause 5 of TS 22.104 [51]).
	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	reliability
	An attribute specifies in the context of network layer packet transmissions, percentage value of the amount of sent network layer packets successfully delivered to a given system entity within the time constraint required by the targeted service, divided by the total number of sent network layer packets, see TS 22.261 [28] and TS 22.104 [51].
	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	NetworkSlice.networkSliceSubnetRef
	This holds a DN of NetworkSliceSubnet relating to the NetworkSlice instance.
	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	NetworkSliceSubnet.networkSliceSubnetRef
	This holds a list of DN of constituent NetworkSliceSubnet supporting NetworkSliceSubnet instance 
	type: DN
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False


	managedFunctionRef
	This holds a list of DN of ManagedFunction instances supporting the NetworkSliceSubnet instance.
	type: DN
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
allowedValues: N/A
isNullable: False


	ipAddress
	This parameter specifies the IP address assigned to a logical transport interface/endpoint which is part of a RAN or CN SubNetwork. 

It can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).

See note 1
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	logicalInterfaceInfo 
	This parameter specifies the information of a logical transport interface (LogicalInterfaceInfo), which includes logicalInterfaceType and logicalInterfaceId. 

	type: LogicalInterfaceInfo 
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	logicalInterfaceType 
	This parameter specifies the type of a logical transport interface. It could be VLAN, MPLS or Segment.

Allowed Value: VLAN,MPLS,Segment
	type:Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	logicalInterfaceId
	This parameter specifies the identify of a logical transport interface which is part of a RAN or CN SubNetwork. It could be VLAN ID (See IEEE 802.1Q [39]), MPLS Tag or Segment ID.
In case logical transport interface is VLAN, it is VLAN Id (See IEEE 802.1Q [39]).
In case logical transport interface is MPLS, it is MPLS Tag.
In case logical transport interface is Segment, it is Segment ID.


	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	[bookmark: _Hlk106878721]nextHopInfoList
	This parameter is used to identify ingress node (s) which are part of a transport network and the attachment circuit between a RAN or CN SubNetwork and the transport network. Each node can be identified by any of a combination of 
- IP address of next-hop router (the ingress node) in the transport network, it may be default GW,
- IP address and subnet mask of the attachment circuit at a RAN or CN Subnetwork end,
- system name, 
- port name, 
- VLAN ID,
- IP management address of transport nodes.
It can use L3SM (See RFC8299 [83]) or L2SM (See RFC8466 [84]) in the case that the next-hop router is an L3VPN or L2VPN PE.
	type: String
multiplicity: *
isOrdered: False
isUnique: N/A
defaultValue: None
isNullable: True


	qosProfile
	This parameter specifies the QoS Profile for a logical transport interface. A QoS profile includes a set of parameters which are locally provisioned on both sides of a logical transport interface.
An example of the parameter value could be “DSCP” (See RFC 8436 [74])
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	maxDLDataVolume
	An attribute specifies the maximum DL PDCP data volume supported by the network slice instance (performance measurement definition see in TS 28.552[69]). The unit is MByte/day.

	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	maxULDataVolume
	An attribute specifies the maximum UL PDCP data volume supported by the network slice instance (performance measurement definition see in TS 28.552[69]). The unit is MByte/day.
	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	radioSpectrum
	This attribute represents the radio spectrum in which the network slice should be supported (see clause 3.4.21 of GSMA NG.116 [50]).
	type: RadioSpectrum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	nROperatingBands
	This attribute represents which 5G NR frequency bands can be used to access the network slice. 5G NR operating bands are defined in 3GPP TS 38.101-1 [42].
	type: String
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	epApplicationRef
	This parameter specifies a list of application level EPs (i.e. EP_N3 or EP_NgU or EP_F1U) associated with the logical transport interface.


	type: DN
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False


	epTransportRef
	This parameter specifies a list of transport level EPs associated with the application level EP (i.e. EP_N3 or EP_NgU or EP_F1U) or network slice subnet.
	type: DN
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False


	sliceSimultaneousUse
	This attribute describes whether a network slice can be simultaneously used by a device together with other network slices and if so, with which other classes of network slices.

allowedValues: “0”, “1”, “2”, “3”, “4”.

“0”: Can be used with any network slice
“1”: Can be used with network slices with same SST value
“2”: Can be used with any network slice with same SD value
“3”: Cannot be used with another network slice
“4”: Cannot be used by a UE in a specific location

	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	energyEfficiency
	An attribute which describes the energy efficiency of a network slice, i.e. the ratio between the performance of a network slice and its energy consumption (EC) when assessed during the same time frame, see clause 3.4.7 of NG.116 [50].
	type: EnergyEfficiency
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	EnergyEfficiency.performance
	Depending on the sST value, EnergyEfficiency.performance will be
-	eMBBEEPerfReq
or
-	uRLLCEEPerfReq
or
-	mIoTEEPerfReq


allowedValues:
-	eMBBEEPerfReq identifies the requirement in terms of energy efficiency, i.e. the performance per consumed Joule in type Real, where performance can take one of the following forms (type: ENUM):
    - number of bits (Integer) (see TS 28.554 [27] clause 6.7.2.2).
    - number of bits (Integer) for RAN-based network slice (see TS 28.554 [27] clause 6.7.2.2a).

-	uRLLCEEPerfReq identifies the requirement in terms of energy efficiency, i.e. the performance per consumed Joule in type Real, where performance can take one of the following forms (type: ENUM):
    - inverse of the latency in 0.1ms (Real) (see TS 28.554 [27] clause 6.7.2.3.2).
    - number of bits multiplied by the inverse of the latency in 0.1ms (Real) (see TS 28.554 [27] clause 6.7.2.3.3).

-	mIoTEEPerfReq identifies the requirement in terms of energy efficiency, i.e. the performance per consumed Joule in type Real, where performance can take one of the following forms  (type: ENUM):
    - maximum number of registered subscribers (Integer) (see TS 28.554 [27] clause 6.7.2.4.1),
    - mean number of active UEs (Integer) (see TS 28.554 [27] clause 6.7.2.4.2).

See NOTE 3.
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	topSliceSubnetProfile.energyEfficiency
	An attribute which describes the energy efficiency through all domains of the network slice, i.e. the ratio between the performance and the energy consumption (EC) when assessed during the same time frame, see clause 3.4.7 of NG.116 [50].
	type: EnergyEfficiency 
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	CNSliceSubnetProfile.energyEfficiency
	An attribute which describes the energy efficiency through CN domain of the network slice, i.e. the ratio between the performance and the energy consumption (EC) when assessed during the same time frame, see clause 3.4.7 of NG.116 [50].
	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	RANSliceSubnetProfile.energyEfficiency
	An attribute which describes the energy efficiency through RAN domain of the network slice, i.e. the ratio between the performance and the energy consumption (EC) when assessed during the same time frame, see clause 3.4.7 of NG.116 [50].
	type: Real
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	nssaaSupport
	An attribute specifies whether for the Network Slice, devices need to be also authenticated and authorized by a AAA server using additional credentials different than the ones used for
the primary authentication, see clause 3.4.37 of NG.116 [50].

allowedValues: N/A
	type: NSSAASupport
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	nssaaSupport.support
	An attribute specifies whether or not the Network Slice, devices need to be also authenticated and authorized by a AAA server using additional credentials different than the ones used for
the primary authentication.

allowedValues:
"NOT SUPPORTED", "SUPPORTED".

	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	ServiceProfile.n6Protection
	An attribute which includes required security functions and corresponding rules of each function for network slice N6 interface protection.

allowedValues: N/A
	type: N6Protection
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	CNSliceSubnetProfile.n6Protection
	An attribute which includes required security functions and corresponding rules of each function for network slice N6 interface protection.

allowedValues: N/A
	type: N6Protection
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	secFuncList
	An attribute which holds the list of security control functions/features required by the Network Slice or Network Slice Subnet consumer. 

allowedValues: N/A

	type: SecFunc
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	secFunId
	An attribute which identifies a security function.

allowedValues: N/A

	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	secFunType
	An attribute which describes the type of the security function. E.g. Firewall, NAT, antimalware, parental control, DDoS protection function, etc.

allowedValues: N/A

	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	secRules
	An attribute which could be configured on each function. If it's absent, the default rules could be applied.

allowedValues: N/A

	type: String
multiplicity: 0..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	networkSliceSubnetType
	An attribute indicating type of network slice subnet, including:
-	Top network slice subnet
-	RAN network slice subnet
-	CN network slice subnet
Allowed Value: 
[bookmark: OLE_LINK8]TOP_SLICESUBNET,RAN_SLICESUBNET,CN_SLICESUBNET
	type:Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	priorityLabel
	An attribute specifies a label that consumer would assign a value on an instance of network slice subnet. The management system takes the value of this attribute into account. The effect of this attribute value to the subject managed entity is not standardized

allowedValues: N/A
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	NetworkSliceSubnetProviderCapabilities.dLlatency
	This attribute specifies the achievable packet transmission latency in downlink (millisecond) through the network slice subnet.
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	NetworkSliceSubnetProviderCapabilities.uLlatency
	This attribute specifies the achievable packet transmission latency in uplink (millisecond) through the network slice subnet.
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	NetworkSliceSubnetProviderCapabilities.dLThptPerSliceSubnet
	This attribute defines achievable data rate of the network slice subnet in downlink that is available ubiquitously across the coverage area of the slice.
	type: XLThpt 
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	NetworkSliceSubnetProviderCapabilities.uLThptPerSliceSubnet
	This attribute defines achievable data rate of the network slice subnet in uplink that is available ubiquitously across the coverage area of the slice.
	type: XLThpt 
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	NetworkSliceSubnetProviderCapabilities.coverageAreaTAList
	An attribute specifies a list of Tracking Areas that a network slice subnet can serve.
allowedValues:
Legacy TAC and Extended TAC are defined in clause 9.3.3.10 of TS 38.413 [5].
	type: Integer
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
allowedValues: N/A
isNullable: False

	processMonitor
	An attribute describes the process monitoring information of the feasibility check and reservation job. See correddponding processMonitor definition in TS 28.622[30].
	type: ProcessMonitor
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	feasibilityResult
	An attribute which specifies the feasibility check result for the feasibility check and reservation job. This attribute is configured by MnS producer and can be read by MnS consumer. The feasibilityResult is configured once the "status" is "FINISHED"

Allowed Value: 
FEASIBLE:  which means the specified network slicing related requirements (i.e. ServiceProfile, SliceProfile) can be satisfied by the MnS producer.
InFEASIBLE: which means the specified network slicing related requirements (i.e. ServiceProfile, SliceProfile) cannot be satisfied by the MnS producer.

	type: Enum
multiplicity: 0..1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	inFeasibleReason
	An attribute that specifies the additional reason information if the feasibility check result is infeasible. This attribute can be absent if the feasibility check result is feasibile.

 Allowed Value: the detailed content (Enum Value) for the inFeasibleReason is not defined in the present document.

	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: True

	resourceReservation
	An attribute represents MnS consumer's requirements for resource reservation.



Allowed Value: 
TRUE: MnS producer need to reserve corresponding resources 
FALSE (DeaultValue): no guarantee for the corresponding resources.
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: False

	requestedReservationExpiration
	An attribute which specifes MnS consumer's requirememts for the validity period of the resource reservation. The value of requestedReservationExpiration is specified by MnS consumer.
	type: Timestamp
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: False

	reservationExpiration
	An attribute which specifes the actual validity period of the resource reservation. After the period expires, no guarantees are given for the resources associated to the corresponding network slicing related requirements (i.e. ServiceProfile, SliceProfile). which is specified by MnS producer based on requested reservation expiration from MnS consumer and its own reservation capabilities. In case MnS produer have the enpugh capability to satisfy MnS consumer's reservation requirememts, the value of reservationExpiration is same as requestedReservationExpiration.

	type: Timestamp
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: False

	resourceReservationStatus
	An attribute which specifies the resource reservation result for the feasibility check and reservation job. This attribute is configured by MnS producer and can be read by MnS consumer.

Allowed Value: 
RESERVED: which means the resources for the specified network slicing related requirements (i.e. ServiceProfile, SliceProfile) is reserved.

UNRESERVED: which means the resources for the specified network slicing related requirements (i.e. ServiceProfile, SliceProfile) is not reserved.

USED: which means the reserved resource for the specified network slicing related requirements is used.

	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: False

	recommendedRequirements
	An attribute which specifies the recommended network slicing related requirements (i.e. ServiceProfile and SliceProfile information) which can be supported by the MnS producer. This information is provided when the feasibility check result is infeasible. This information can be used by MnS consumer to adjust the network slicing related requirements.
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: False

	reservationFailureReason
	An attribute that specifies the additional reason information if the reservation is failed. This attribute can be absent if the reservation is successful.

Allowed Value: the detailed content (Enum Value) for the reservationFailureReason is not defined in the present document.
	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: True

	FeasibilityCheckAndReservationJob.serviceProfile
	An attribute that specifies the network slice related requirements for the feasibility check and resource reservation job  
	type:  ServiceProfile
multiplicity: 0..1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: None
isNullable: False

	FeasibilityCheckAndReservationJob. sliceProfile
	An attribute that specifies the network slice subnet related requirements for the feasibility check and resource reservation job  
	type:  SliceProfile
multiplicity: 0..1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: None
isNullable: False

	ephemerisInfoSetRef
	This is the DN of EphemerisInfoSet. 

The detailed definition for EphemerisInfoSet see clause 4.3.a.


allowedValues: DN of the EphemerisInfoSet MOI.

	type: DN
multiplicity: 0..1
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	NOTE 1: There is no direct relationship between localAddress/remoteAddress in EP_RP and ipAddress in EP_transport. While the localAddress/remoteAddress in EP_RP could be exchanged as part of signalling between GTP-u tunnel end points, ipAddress in EP_transport is used for transport routing. 
NOTE 2: void
NOTE 3: energy efficiency requirement for V2X is not part of the current document.



	End of Modified Sections
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