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	Goal 
	To enable the authorized consumer to request configuration of a 3GPP NF instance.
	

	Actors and Roles
	An authorized consumer of the NF provisioning management service.

	

	Telecom resources
	ETSI NFV MANO system;
NF provisioning management service producer.
	

	Assumptions
	The 3GPP VNF(s) consitituting a NS can be the VM-based VNF(s), cloud native VNF(s) or both.N/A

	

	Pre-conditions
	The NF to be configured has been instantiated;
The MOI of the NF has been created.
	

	Begins when 
	The authorized consumer needs to configure a 3GPP NF instance.
	

	
	
	

	Step 1 (M)
	The consumer requests the NF provisioning management service producer to modify the attribute(s) of the MOI of the 3GPP NF instance.
	

	Step 2 (O)
	If the 3GPP NF contains virtualized part and the corresponding VM-based VNF instance(s) or cloud native VNF instance(s) need to be updated, the NF provisioning management service producer interacts, or requests another NF provisioning management service producer to interact, with ETSI NFV MANO system to update the corresponding VM-based VNF instance(s) or cloud native VNF instance(s).
	

	Step 3 (M)
	The NF provisioning management service producer configures the 3GPP NF instance, per the MOI attribute modification request received from the consumer.
	

	Step 4 (M)
	The NF provisioning management service producer modifies the attributes of the MOI and informs the consumer that the 3GPP NF instance has been configured successfully.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The 3GPP NF instance has been configured.
	

	Traceability 
	REQ-PRO_NF-FUN-4, REQ-PRO_NF-FUN-5, REQ-PRO_NF-FUN-6, REQ-PRO_NF-FUN-3
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