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	Begin of modifications


A.8
Partitioning a data model

All objects of the data model in annex A.1 may be accessed and manipulated via a single MnS Producer endpoint, for example

http://example.org/3gpp/ProvMnS/v1600

An implementation may also provide more than one endpoint for accessing the data model. This may be for allowing MnS Producers supporting different versions of the CRUD operations to access the data model:

http://example.org/3gpp/ProvMnS/v1600

http://example.org/3gpp/ProvMnS/v1700

Another reason might be to structure the total data model into subsets of managed objects for different purposes such as configuration management and performance management.

http://example.org/3gpp/cm/ProvMnS/v1600

http://example.org/3gpp/pm/ProvMnS/v1600

Using the MnS Producer endpoint for configuration management only the objects for configuration management can be accessed. The canonical URIs of these objects are
http://example.org/SubNetwork=SN1

http://example.org/SubNetwork=SN1/ManagedElement=ME1

http://example.org/SubNetwork=SN1/ManagedElement=ME2

http://example.org/SubNetwork=SN1/ManagedElement=ME1/XyzFunction=XYZF1
http://example.org/SubNetwork=SN1/ManagedElement=ME1/XyzFunction=XYZF2

Using the MnS Producer endpoint for performance management only the objects for performance management can be accessed.

http://example.org/SubNetwork=SN1/PerfMetricJob=PMJ1

http://example.org/SubNetwork=SN1/ThresholdMonitor=TM1

When trying to access with the MnS Producer for performance management an object pertaining to the subset of managed objects for configuration management, for example,

	GET /3gpp/fm//SubNetwork=SN1/ManagedElement=ME1/XyzFunction=XYZF1 HTTP/1.1

Host: example.org
Accept: application/json


an error is raised, for example "403 Forbidden" or "404 Not Found".
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