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[bookmark: _Toc96612037][bookmark: _Toc96936118][bookmark: _Toc96936375][bookmark: _Toc146025781]5.1.14	Requirements
	Requirement label
	Description
	Related use case(s)

	REQ-EAS-INST-FUN-1 

	Generic provisioning MnS producer should have a capability allowing an authorized consumer to request the deployment of EAS based on the given deployment requirements.
	EAS Deployment

	REQ-EAS-INST-FUN-2 

	Generic Provisioning MnS Producer should have the capability to deploy EAS at a suitable EDN which can support the EAS requirements e.g. serving location, required latency, affinity/anti-affinity with other EAS, service continuity.
	EAS Deployment

	REQ-EAS-INST-FUN-3

	Generic provisioning MnS producer should have a capability to inform the authorized consumer about the progress of instantiation as the response to the deployment request.
	EAS Deployment

	REQ-EAS-INST-FUN-4 

	Generic provisioning MnS producer should have a capability to notify the authorized consumer the result (e.g. success, failure) of instantiation operation.
	EAS Deployment

	REQ-EAS-TERM-FUN-1
	Generic provisioning MnS producer should have a capability allowing an authorized consumer to request the termination of the EAS VNF instance.
	EAS Termination

	REQ-EAS-TERM-FUN-2
	Generic provisioning MnS producer should have a capability to inform the authorized consumer about the progress of termination as the response to the termination request.
	EAS Termination

	REQ-EAS-TERM-FUN-3
	Generic provisioning MnS producer should have a capability to notify the authorized consumer the result (e.g. success, failure) of termination operation.
	EAS Termination

	REQ-EAS-QUERY-FUN-1
	Generic provisioning MnS producer should have a capability allowing an authorized consumer to obtain the EAS instance information.
	Query EAS information

	REQ-EAS-MOD-FUN-1
	Generic provisioning MnS producer should have a capability allowing an authorized consumer to request the modification of the EAS instance.
	EAS Modification

	REQ-EES-INST-FUN-1
	Generic provisioning MnS producer should have the capability to instantiate the EES, as per request from authorized consumers.
	EES Deployment

	REQ-EES-INST-FUN-2
	Generic provisioning MnS producer should have the capability to send the notification indicating the status of EES instantiation
	EES Deployment

	REQ-EES-INST-FUN-3 
	Generic provisioning MnS producer should have the capability to relate instantiated EES with one or multiple served EAS(s).
	EES Deployment

	REQ-EES-TERM-FUN-1
	Generic provisioning MnS producer should have the capability to terminate the EES with the EES identifier, as per request from authorized consumers
	EES Termination

	REQ-EES-TERM-FUN-2
	Generic provisioning MnS producer should have the capability to send the notification indicating the status of EES termination
	EES Termination

	REQ-EES-QUERY-FUN-1
	Generic provisioning MnS producer should have a capability allowing an authorized consumer to obtain the EES instance information.
	Query EES information

	REQ-EES-MOD-FUN-1
	Generic provisioning MnS producer should have a capability allowing an authorized consumer to request the modification of the EES instance.
	EES Modification

	REQ-EES-INSTTERM-FUN-43
	Generic provisioning MnS producer should have a capability to inform the authorized consumer about the progress of EES instantiation as the response to the deployment request.
	EES Deployment

	REQ-EES-TERM-FUN-34
	Generic provisioning MnS producer should have a capability to inform the authorized consumer about the progress of EES termination as the response to the termination request.
	EES Termination

	REQ-ECS-INST-FUN-1
	Generic provisioning MnS producer should have the capability to instantiate the ECS, as per request from authorized consumers.
	ECS Deployment

	REQ-ECS-INST-FUN-2 
	Generic provisioning MnS producer should have the capability to send the notification indicating the status of ECS Instantiation.
	ECS Deployment

	REQ-ECS-INST-FUN-3 
	Generic provisioning MnS producer should have the capability to relate instantiated ECS with one or multiple served EES(s).
	ECS Deployment

	REQ-ECS-TERM-FUN-1
	Generic provisioning MnS producer should have the capability to terminate the ECS with the ECS identifier, as per request from authorized consumers.
	ECS Termination

	REQ-ECS-TERM-FUN-2
	Generic provisioning MnS producer should have the capability to send the notification indicating the status of ECS termination.
	ECS Termination

	REQ-ECS-TERM-FUN-3
	Generic provisioning MnS producer should have a capability to inform the authorized consumer about the progress of ECS instantiation as the response to the deployment request.
	ECS Termination

	REQ-ECS-TERM-FUN-4
	Generic provisioning MnS producer should have a capability to inform the authorized consumer about the progress of ECS termination as the response to the termination request.
	ECS Termination

	REQ-ECS-QUERY-FUN-1
	Generic provisioning MnS producer should have a capability allowing an authorized consumer to obtain the ECS instance information.
	Query ECS information

	REQ-ECS-MOD-FUN-1
	Generic provisioning MnS producer should have a capability allowing an authorized consumer to request the modification of the ECS instance.
	ECS Modification

	REQ-EAS-DF-FUN-1 
	Performance assurance MnS producer should have a capability allowing an authorized consumer to request the collection of EAS discovery failure measurements that contain UE location and the requesting application characteristics information.
	Instantiation triggered by EAS discovery failure

	REQ-EAS-DF-FUN-2 
	3GPP Management system should have a capability allowing an EES to trigger or request for an EAS deployment.
	Instantiation triggered by EAS discovery failure

	REQ-EAS-REL-FUN-1
	Generic provisioning MnS producer shall have a capability allowing EAS to declare its mobility policies indicating whether EAS can be moved within EDN or from one EDN to another with or without prior notification.
	EAS Relocation

	REQ-EAS-REL-FUN-4
	Generic provisioning MnS producer shall have a capability allowing ASP to reject the EAS relocation on receiving the relocation notification.
	EAS Relocation

	REQ-EAS-REL-FUN-5
	Generic provisioning MnS producer should have a capability allowing scheduling of an EAS relocation.
	EAS Relocation
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