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1	Decision/action requested
The group is asked to discuss and approve the proposals.
2	References
None specific to this pCR.
3	Rationale
The term Energy Supply must be well understood for proper use in the TS. The utility industry uses a different name, so clarification is required.
4	Detailed proposal
The energy utility industry has an IEC-defined name for what 28.318 calls Enery Supply. For clear understanding, this term is included in the definition of Energy Suppy.
The definition of site operator is missing a connection to the management of Network Elements that comprise the mobile network. Additional text is proposed to clarify the relationship between the site operator and OAM&P capabilities. The proposed text is a slightly modified version of text used to describe MOP as cited in the subsequente NOTE.
It is proposed to agree to the following change to TS 28.318, 0.0.0.
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[bookmark: _Toc139628962]3	Definitions of terms, symbols and abbreviations
[bookmark: _Toc143794512][bookmark: _Toc144257128]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Distribution System Operator: an organization that is responsible for operating, ensuring the maintenance of and, if necessary, developing the distribution system in a given area to meet demands for the distribution of electricity.
NOTE 1:	The organization is responsible also for interconnections with other systems and for enduring the long term availability of the system. See DIRECTIVE (EU) 2019/ 944 [2].
Distribution Automation: A family of technologies, systems and processes (including sensors, actuators, processors, communication networks, switches, etc.) that enable the remote, real-time monitoring, operation, and optimization of utility distribution systems on the field.
Remote Terminal Unit: a host in a customer network.
NOTE 2: How this equipment is operated is out of the scope of 3GPP standardization.
Uninterruptable Power Supply: an independent source of energy that, for a limited time duration, can sustain operations normally despite an interruption of energy distribution services. 
Editor's Note:	Add a reference. 
Customer Premises Equipment: a component of communications infrastructure that is installed in the facility owned by a customer. 
Energy Supply: The delivery of electricity to a physical location. This is typically realized by placing two or more wires coming from a DSO at a geographical location and connecting those wires to a metering device. The output of the metering device provides electricity to a DSO customer. In the Utility Industry this is known as the point of common coupling (PCC).
Energy Supply ID: A unique identity that is assigned by the DSO to every point where electric Energy Supply is provided to an energy consumer. Each physical component of a 5G network may be associated with one Energy Supply ID. Every MOI in a MIB that collectively represents the physical component may be associated with that same Energy Supply ID.
NOTE: 	Multiple physical components of the 5G network may share the same Energy Supply ID (e.g. co-located components such as CU, DU and RU may have the same Energy Supply ID) although it cannot be assumed that different physical components share the same Energy Supply ID (a specific physical implementation cannot be mandated). The site operator has authority to associate an Energy Supply ID with a specific physical 5G network component and by extension this Energy Supply ID could optionally be associated with every MOI that collectively represents the physical component. 
site operator: A business entity who operates infrastructure on behalf of MNOs, in some networking scenarios, for base station(s) and/or cell site(s). The site operator is the only entity to have a direct OAM&P connection to the network elements that comprise the site.
NOTE 3:	This entity supports telecommunications operations and management, e.g. in network sharing scenarios. The site operator is a Master Operator (MOP) as defined in 32.130. [4]
[bookmark: _Toc143794513][bookmark: _Toc144257129] 3.2	Symbols
Void.
[bookmark: _Toc143794514][bookmark: _Toc144257130]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
CPE	Customer Premises Equipment
DA	Distribution Automation
DSO	Distribution System Operator
ESI	Energy Supply ID
PCC	Point of Common Coupling
RTU	Remote Terminal Unit
SCADA	Supervisory Control And Data Acquisition
UPS	Uninterruptable Power Supply 
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