

[bookmark: _Toc145601499][bookmark: historyclause]4.3.49	NodeFilter <<dataType>>
[bookmark: _Toc145601500]4.3.49.1	Definition
This data type defines several selection criteria for the target node(s) i.e., the node(s) producing the requested management data. 
[bookmark: _Hlk82098811]The attribute "areaOfInterest" determines the location for which the management data is collected. The system translates the area into the target managed objects. The location is either configured by a list of TAI, a list of cells (identified either by NG-RAN CGI, E-UTRAN CGI or UTRAN CGI) or by a geographical area. The geographical area will be mapped to the cells providing coverage for this area. The cell coverage status at the time of the request is used for the mapping.  Managed objects providing service to these cells are considered as target managed objects. Furthermore, an object which name contains or is associated to a managed object providing service to the considered cell, is considered as target managed object as well.
The attribute "networkDomain" is used to select a particular domain (e.g. RAN, CN) for which the management data is collected. The system translates this information into the target managed objects. Managed objects from this selected particular domain (e.g RAN, CN) are considered as target managed objects. Furthermore, an object which name contains or is associated to a managed object of that domain, is considered as target managed object as well. 
The attribute "cpUpType" is used to select the traffic type (CP, UP) for which the management data is collected. The system translates this information into the target managed objects. Managed objects catering particular traffic type (CP, UP) are considered as target managed objects. Furthermore, an object which name contains or is associated to a managed object of that traffic type, shall be considered as target managed object as well.
The attribute "sst" is used to select the SST (Slice/Service Type)[22] for which the management data is collected. The system translates this information into the target managed objects. Managed objects related to particular SST will be considered as target managed objects. 
More than one selection criteria may be specified. If it is not possible to select the target node(s) (based on a particular selection criteria) deterministically, the selection criteria should not be used.
[bookmark: _Toc145601501]4.3.49.2	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	areaOfInterest
	OCM
	T
	T
	T
	N/A

	networkDomain
	OCM
	T
	T
	T
	N/A

	cpUpType
	OCM
	T
	T
	T
	N/A

	sst
	OCM
	T
	T
	T
	N/A



[bookmark: _Toc145601502]4.3.49.3	Attribute constraints
None.
	Name
	Definition

	areaOfInterest
	Condition: At least one of “areaOfInterest”, “networkDomain”, “cpUpType” or “sst” SHALL be supported.

	networkDomain
	Condition: At least one of “areaOfInterest”, “networkDomain”, “cpUpType” or “sst” SHALL be supported.

	cpUpType
	Condition: At least one of “areaOfInterest”, “networkDomain”, “cpUpType” or “sst” SHALL be supported.

	sst
	Condition: At least one of “areaOfInterest”, “networkDomain”, “cpUpType” or “sst” SHALL be supported.



[bookmark: _Toc145601503]4.3.49.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc145601504]4.3.50	ManagementData <<choice>>
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