3GPP TSG-SA5 Meeting #151 	S5-236913
Xiamen, China, 9 - 13 October 2023

Source:	China Mobile, Huawei
Title:	Add CHF selection mechanism for MB-SMF
Document for:	Approval
Agenda Item:	7.4.5
1	Decision/action requested
Agree the CHF selection mechanism of TS 32.27x.
2	References
[bookmark: _Hlk146620365] [1] 		3GPP TS 32.27x: "Charging management; 5G Multicast-broadcast Services charging".
3	Rationale
This contribution proposes CHF selection mechanism for MB-SMF in TS 32.27x.
4	Detailed proposal
[bookmark: _Hlk146620346]Propose to incorporate the following change into the TS 32.27x [1].
	First change


[bookmark: _Toc51859579][bookmark: _Toc36112482][bookmark: _Toc44928684][bookmark: _Toc20205468][bookmark: _Toc145934657][bookmark: _Toc36049263][bookmark: _Toc58598734][bookmark: _Toc36045383][bookmark: _Toc27579443][bookmark: _Toc44928874][bookmark: _Toc44664227]X.X.X	CHF selection
The CHF Address(es) selection by the MB-SMF can be done at the MBS session creation based on the following options:
-	NRF based discovery.
-	MB-SMF locally provisioned charging characteristics.
The priority order between these options depends on Operator's policies. 
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