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1
Decision/action requested

The group is asked to discuss and approval.
2
References

[1]
3GPP TS 32.27x “Charging management; 5G Multicast-broadcast Services charging”

3
Rationale

This contribution proposes to add 5G MBS charging procedure for multicast and broadcast communication creation and deletion of TS 32.27x [1].
4
Detailed proposal

It is proposed to make the following changes to TS 32.27x [1]. 
	1st Change


X.X.X.X

5G MBS charging for multicast and broadcast communication 

X.X.X.X.1

General

This clause specifies MBS session charging for multicast and broadcast communication as defined in TS 23.247 [X]. 
X.X.X.X.2

MBS session creation
The following figure X.X.X.X.2-1 describes the charging procedure for MBS session creation, based on TS 23.247 [X] figure 7.1.1.2-1 and 7.1.1.3-1. 
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Figure X.X.X.X.2-1: MBS session creation 
Steps 1 to 11 per 3GPP TS 23.247 [x] Figure 7.1.1.2-1: MBS Session Creation without PCC, 
13. If the dynamic PCC is deployed, refer to steps 21-27 in TS 23.247 [x] Figure 7.1.1.3-1: MBS Session Creation with PCC. If not, refer to step 13 in TS 23.247 [x] Figure 7.1.1.2-1: MBS Session Creation without PCC. 

13ch-a.
The MB-SMF sends Charging Data Request [Initial] to the CHF for authorization for the subscriber to start the MBS session which is triggered by the start of MBS session. 
13ch-b. The CHF opens the CDR for this MBS session.

13ch-c. The CHF acknowledges by sending Charging Data Response [Initial] to the MB-SMF.

Steps 14 to 22 per 3GPP TS 23.247 [x] Figure 7.1.1.2-1: MBS Session Creation without PCC.

X.X.X.X.3
 MBS session deletion 

The following figure X.X.X.X.3-1 describes charging procedures for MBS session deletion, based on TS 23.247 [x] figure 7.1.1.4-1 and 7.1.1.5-1.
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Figure X.X.X.X.3-1: MBS Session Deletion 
Steps 1 to 7 per 3GPP TS 23.247 [x] Figure 7.1.1.4-1: MBS Session Deletion without PCC.
7ch-a.
The MB-SMF sends Charging Data Request [Termination] to the CHF, for terminating the charging associated with MBS session, with the trigger “End of MBS session”.
7ch-b. The CHF closes the CDR for MBS session.

7ch-c. The CHF acknowledges by sending Charging Data Response [Termination] to the MB-SMF.
Steps 8 to 14 per 3GPP TS 23.247 [x] Figure 7.1.1.4-1: MBS Session Deletion without PCC.

	End of Change
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