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1
Decision/action requested

Update the solution evaluation and conclusion in clause 6.
2
References

[1] 

TS 28.826: "Study on Nchf charging services phase 2 improvements and optimizations".
3
Rationale

The solution evaluation and conclusion in clause 6 are updated. 

Correct the reference in UC #6c.
4
Detailed proposal

Propose to incorporate the following change into the TR 28.826 [1].
	First change


6.2.3
Use Case # 6c: Common IEs applied in the service charging specifications
3GPP TS 32.290 [12] clause 7 "Message contents" specifies the common information element structure specified. The 5G services charging specifications (e.g., 3GPP TS 32.254 [17], 3GPP TS 32.255 [2], and 3GPP TS 32.256 [18]), references to the common information elements and provide the information about how these common information element are used and might extend or limit the use of these. The way these are reference and updated are today handled differently in the different 5G services charging specifications.
	Next change


6.5
Evaluation

Solution #6.1, #6.2, #6.3, #6.7 and #6.8 all solve the key issue #6a:

-
Solution #6.1: adds the binding of the information to the stage 2 specifications and removing it from TS 32.291.

-
Solution #6.2: adds the binding of the CDR information to the TS 32.298.

-
Solution #6.3: adds the binding of the CDR information to the TS 32.298 and keeping it in TS 32.291, like solution #6.2.

· Solution #6.7 requires enhancement to TS 32.291, by providing the binding between information elements, and both CDR parameters in ASN.1 and Nchf attributes in OpenAPI, and removing the use of CDR field.

· Solution #6.8 introduce a new TS to present the binding of information elements to any other parameter, attribute or field.
Solution #6.4 and #6.9 solves the key issue #6b:

-
Solution #6.4: introduces a new TS for the CHF CDR information.
· Solution #6.9 requires enhancement to TS 32.298, by providing sub-clauses for each 5G service level CDR information under the clause of CHF CDRs.
Solution #6.5 and #6.6 solve the key issue #6c:

-
Solution #6.5: propose the complete the common IE which specified in the TS 32.290 is applied in all service specifications. This will allow to clearly describe which IE is used or not used, as well as which IE is added for the special service. Requires that all service TSs must be updated if there is a change to any IEs in TS 32.290 
-
Solution #6.6: only top-level the common IE, specified in the TS 32.290, is repeated in all service specifications. This requires rules for which IEs to add or not and cannot clearly describe which IE is used or not used, as well as which IE is added for the special service. Requires that all service TSs must updated only if there is a change on the only top-level IEs TS 32.290 is updated. 

6.6
Conclusion
For key issue #6a, solution #6.3 is recommended into normative work.

For key issue #6b, solution #6.9 is recommended into normative work.

For key issue #6c, solution #6.6 is recommended into normative work.
Editor’s note: Conclusions is FFS.
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