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	First change


[bookmark: _Toc20205453][bookmark: _Toc27579425][bookmark: _Toc36045362][bookmark: _Toc36049242][bookmark: _Toc36112461][bookmark: _Toc44664206][bookmark: _Toc44928663][bookmark: _Toc44928853][bookmark: _Toc51859558][bookmark: _Toc58598713][bookmark: _Toc90552373][bookmark: _Toc20205470][bookmark: _Toc27579445][bookmark: _Toc36045385][bookmark: _Toc36049265][bookmark: _Toc36112484][bookmark: _Toc44664229][bookmark: _Toc44928686][bookmark: _Toc44928876][bookmark: _Toc51859581][bookmark: _Toc58598736][bookmark: _Toc90552396][bookmark: _Toc20212988][bookmark: _Toc27668403][bookmark: _Toc44668304][bookmark: _Toc58836864][bookmark: _Toc58837871][bookmark: _Toc90628291]4.1.x	Roaming local breakout reference architecture
Figure 4.1.x.1 shows the 5G System high level roaming local breakout architecture as defined in TS 23.501 [200] for 5G data connectivity, in the service-based representation for Control Plane (CP) Network Functions.


Figure 4.1.x.1: Roaming 5G System architecture- local breakout scenario in service-based interface representation

	Second change



[bookmark: _Toc145934644]4.2	5G data connectivity domain converged charging architecture
The SMF embedding the CTF, generates charging events towards the CHF for data connectivity converged charging or offline only charging.
As described in TS 32.240 [1], the CTF generates charging events towards to the CHF for converged online and offline charging processing. The CDRs generation is performed by the CHF acting as a CDF, which transfers them to the CGF. 
Finally, the CGF creates CDR files and forwards them to the BD.
If the CGF is external, the CHF acting as a CDF, forwards the CDRs to the CGF across the Ga interface. 
If the CGF is integrated, there is only one internal interface between the CHF and the CGF. In this case, the relationship between CHF and CGF is 1:1. An integrated CGF may support the Ga interface from other CDFs.
When an external CGF is used, this CGF may also be used by other, i.e. non-5GCS, network elements, according to network design and operator decision. It should be noted that the CGF may also be an integrated component of the BD – in this case, the Bd interface does not exist and is replaced by a proprietary solution internal to the BD.
Figure 4.2.1 depicts the architectural options for converged charging in service-based representation for CHF.


Figure 4.2.1: 5G data connectivity converged charging architecture
Architectural options of figure 4.2.1 apply to any 5G data connectivity converged charging architectures in the present clause (MBS session charging architecture refers to figure 4.2.7).
Ga is described in clause 5.2.4 and Bd in clause 5.2.5. of the present document and Nchf is described in TS 32.290 [57]..
Figure 4.2.2 depicts the 5G data connectivity converged charging architecture in reference point representation for non-roaming: 


Figure 4.2.2: 5G data connectivity converged charging architecture non-roaming reference point representation
Figure 4.2.3 depicts the 5G data connectivity converged charging architecture service-based representation for roaming Home Routed: 


Figure 4.2.3: 5G data connectivity converged charging architecture roaming Home Routed service based representation
Figure 4.2.4 depicts the 5G data connectivity converged charging architecture for roaming Home Routed in reference point representation: 


Figure 4.2.4: 5G data connectivity convergedconnectivity  converged charging architecture in roaming Home routed Routed reference point representation 
The N40 reference point is defined for the interactions between H-SMF and H-CHF and between V-SMF and V-CHF in the reference point representation.
Figure 4.2.5 depicts the 5G data connectivity converged charging architecture service-based representation for roaming Local Breakout: 


Figure 4.2.5: 5G data connectivity converged charging architecture roaming Local Breakout scenario service based representation
Figure 4.2.6 depicts the 5G data connectivity converged charging architecture for roaming Local local breakout with V-SMF to H-CHF in reference point representation: 


Figure 4.2.6: 5G data connectivity converged charging architecture in Local breakout Breakout V-SMF to H-CHF scenario reference point representation 
The N40 reference point is defined for the interactions between V-SMF and V-CHF, the N47 reference point is defined for the interactions between V-SMF and H-CHF and in the reference point representation.
For scenarios with MVNO (owning a CHF referred to as A-CHF) non-roaming, the N40 reference point is defined for the interactions between SMF and CHF owned by MNO, the N47 reference point is used for the interactions between SMF owned by the MNO and A-CHF owned by the MVNO in the reference point representationn. 
N47 used by A-CHF owned by an additional actor (i.e. MVNO) to perform retail charging for its own subscribers is operator specific.
Figure 4.2.x, is an alternative to Figure 4.2.6, and depicts the 5G data connectivity converged charging architecture for roaming local breakout with V-CHF to H-CHF in reference point representation: 


Figure 4.2.x: 5G data connectivity converged charging architecture in Local Breakout V-CHF to H-CHF scenario reference point representation
The N40 reference point is defined for the interactions between V-SMF and V-CHF, the N1xy reference point is defined for the interactions between V-CHF and H-CHF.
For scenarios with MVNO (owning a CHF referred to as A-CHF) non-roaming, the N40 reference point is defined for the interactions between SMF and CHF owned by MNO, the Nxy reference point is used for the interactions between SMF owned by the MNO and A-CHF owned by the MVNO.
Wherever to use N47 or N1xy is operator specific.
In order to supportFor MBS session charging, the MB-SMF embedding the CTF, generates charging events towards the CHF for data connectivity converged charging.
Figure 4.2.7 depicts the 5G MBS architectural options for converged charging in service-based representation, with MB-SMF interacting with CHF.


Figure 4.2.7: 5G data connectivity converged charging architecture for MBS
Architectural options of figure 4.2.7 apply to 5G MBS session data connectivity converged charging architectures in the present clause.
Figure 4.2.8 depicts the 5G data connectivity converged charging architecture for MBS in reference point representation: 


Figure 4.2.8: 5G data connectivity converged charging architecture for MBS in reference point representation
The N1xx reference point is defined for the interactions between MB-SMF and CHF in the reference point representation.

	End of changes
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