

	
3GPP TSG-SA5 Meeting #152 	S5-237525
Chicago,US, 13-17 November 2023

	CR-Form-v12.1

	CHANGE REQUEST

	

	
	32.290
	CR
	0204
	rev
	-
	Current version:
	18.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Add a new clause for CHF to CHF to support B2B charging - architecture

	
	

	Source to WG:
	MATRIXX Software

	Source to TSG:
	S5

	
	

	Work item code:
	B2B_CH
	
	Date:	Comment by John MEREDITH: Format yyyy-MM-dd.
	2023-11-01

	
	
	
	
	

	Category:
	  B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	The CHF to CHF communication to support B2B charging needs to have a generic stage 2 description

	
	

	Summary of change:
	Introduce CHF to CHF architecture to support B2B charging
 

	
	

	Consequences if not approved:
	Not possible to have a dedicated B-CHF for business subscriber charging

	
	

	Clauses affected:
	8(New)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




	First change


[bookmark: _Toc20213008][bookmark: _Toc27668423][bookmark: _Toc44668324][bookmark: _Toc58836884][bookmark: _Toc58837891][bookmark: _Toc90628311][bookmark: _Toc20205456][bookmark: _Toc27579431][bookmark: _Toc36045370][bookmark: _Toc36049250][bookmark: _Toc36112469][bookmark: _Toc44664214][bookmark: _Toc44928671][bookmark: _Toc44928861][bookmark: _Toc51859566][bookmark: _Toc58598721][bookmark: _Toc145934644]8	Consumer CHF to Business CHF converged charging
8.1	General 
This clause describes the CHF to CHF converged charging using Nchf, to support Business CHF via consumer CHF interaction in B2B scenarios. 
[bookmark: _Hlk149658964]8.2	Consumer CHF to Business CHF converged charging architecture 
Figure 4.x-1 depicts the Consumer CHF (C-CHF) to Business CHF (B-CHF) converged charging architecture in reference point representation: 

 



Figure 4.x-1: Consumer CHF to Business CHF converged charging architecture in reference point representation
The Nn reference point is defined for the interactions between NF (CTF) and C-CHF in the service specific document (middle tier TS).
[bookmark: _Hlk149755653]The N10x reference point is defined for the interactions between C-CHF and B-CHF.
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