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	Current attributes don’t allow the Charging Data Request to be processed later in case of an unlimited quota scenario.
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	First Change



[bookmark: _Toc20227337][bookmark: _Toc27749578][bookmark: _Toc28709505][bookmark: _Toc44671125][bookmark: _Toc51919046][bookmark: _Toc122777563]6.1.6.3.11	Enumeration: FailureHandling
Table 6.1.6.3.11-1: Enumeration FailureHandling
	Enumeration value
	Description
	Applicability

	TERMINATE
	the service shall only be granted for as long as there is a connection between NF consumer and the CHF.
	

	CONTINUE
	the NF consumer should re-send and continue the request to an alternative server in the case of transport  temporary failures,  provided that a failover procedure is supported in the CHF and the NF consumer, and that an alternative server is available.  Otherwise, the service SHOULD be granted, and Charging Data Messages could be stored, even if charging data request can't be delivered.
	

	RETRY_AND_TERMINATE
	the NF consumer should re-send the
request to an alternative server in the case of transport  temporarytransport temporary failures, provided that a failover procedure is supported in the CHF and NF consumer, and that an alternative server is available. Otherwise, the service should not be granted when the charging data request can't be delivered.
	




	Second Change




[bookmark: _Toc20227338][bookmark: _Toc27749579][bookmark: _Toc28709506][bookmark: _Toc44671126][bookmark: _Toc51919047][bookmark: _Toc122777564]6.1.6.3.12	Enumeration: SessionFailover
Table 6.1.6.3.12-1: Enumeration SessionFailover
	Enumeration value
	Description
	Applicability

	FAILOVER_NOT_SUPPORTED
	The Nchf_ConvergedCharging messages could not be moved to an alternative destination in the case of communication failure.
This is the default behaviour if the attribute is not present in the response.
	

	FAILOVER_SUPPORTED
	The Nchf_ ConvergedCharging messages should can either be moved to an alternative      destination, or be processed later in the case of communication failure.
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