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6.7.2.4
1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

[1]
3GPP TR 28.836 Study on intent-driven management for network slicing
3
Rationale

The study on intent driven management for network slicing includes some template information used for guidance to authors. At this stage these templates can be removed from the TR.

4
Detailed proposal

1st Change
.2.2
Use case of Intent driven management to express expectation of network slice subnet service assurance

5.2.2.1
Introduction

To satisfy the requirement of network operator for network slice subnet instance service assurance with certain characteristics, the intent driven MnS producer receive the intent expectation of slice subnet instance service assurance and provide the management capabilities to support network slice subnet service assurance.
5.2.2.2 
Pre-condition

NOP provides the intent driven management service to provide service assurance for a network slice subnet instance.

Network operator is capable to provide network slice subnet instance service assurance in management system to invoke the proper intent driven MnS.

5.2.2.3
Description

In order to enable a group of end users to connect to communication service provided by a 3GPP network, a MnS Consumer expresses its intent for a communication service assurance with proper network characteristics to network operator.
The network operator provides the expectation of intent of network slice subnet instance service assurance with a set of network characteristics. The intent driven management service producer is capable to translate the intent of a network slice subnet instance service assurance to relevant requirements e.g., keep QoS performance in network slice subnet. Regarding the intent MnS request received, the intent driven-management service provider may decide management capabilities to meet the requirements of assurance a network subnet slice instance service quality, for example monitoring particular performance measurement, use closed control loop for assurance target(s) of the network slice subnet instance. The intent driven management service producer is also capable to report of intent fulfilment of a network slice subnet instance service assurance addressing the capability QoS requirement of the intent.

5.2.2.4
Post-condition

The communication service assurance expectation expressed by intent for a specified group of end users is fulfilled.

5.2.2.5
Requirements

REQ-Intent_Assure_Slice-CON-3: The intent driven MnS shall have capability enabling MnS consumer to express intent expectation for network slice subnet service so that the MnS producer can do assurance.




2nd Change
6.4.3
Procedure for intent driven approach for network slice subnet delivering and assurance

Figure 6.4.3-1 illustrates the procedure for intent driven approach for network slice subnet delivering and assurance, which allows MnS_Consumer_for_SliceSubnet (as the role of NOP) to express network slice subnet delivering and assurance requirements as intent expectation to MnS_Producer_for_SliceSubnet (as the role of NEP) to assure the quality of the network slice subnet.
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Figure 6.4.3-1: Procedure for intent driven approach for network slice subnet delivering and assurance

1.
MnS_Consumer_for_SliceSubnet sends a request to create an intent for the expectation on network slice subnet to MnS_Producer_for_SliceSubnet with intent information specified (including expectation targets and contexts for network slice subnet delivering and assurance.

2.
Based on the received request, the MnS_Producer_for_SliceSubnet creates the concrete intent MOI for MnS consumer’s expectation concerning the network slice subnet and configures the new created intent MOI with the received intent information (including expectation targets and contexts for network slice subnet delivering and assurance).

3.
MnS_Producer_for_SliceSubnet sends a response to the MnS_Consumer_for_SliceSubnet with DN of the created intent MOI.

4.
Based on the created intent MOI for the expectation on network slice subnet, MnS_Producer_for_SliceSubnet performs the feasibility check of the expectation targets and contexts for network slice subnet delivering and assurance.

In case the feasibility check result is 'feasible', following step 5a-step9 are executed:

For the network slice subnet delivering phase:

5a.
MnS_Producer_for_SliceSubnet performs management tasks to deliver a network slice subnet to fulfil the expectation targets and contexts for network slice subnet, which may include:

5a-1.
MnS_Producer_for_SliceSubnet decides to create a new NSSI or use an existing NSSI.
5a-2a.
If using an existing NSSI and the existing NSSI needs to be modified to satisfy the expectation targets and contexts for network slice subnet, the MnS_Producer_for_SliceSubnet invokes the procedure to modify the existing NSSI to support the required network slice subnet.
5a-2b.
If creating a new NSSI, the MnS_Producer_for_SliceSubnet invokes the procedures to create the NSSI to support the required network slice subnet.
6.
MnS_Producer_for_SliceSubnet should notify the MnS_Consumer_for_SliceSubnet about the results (DN of intent instance, MOI of ExpectationObject) of the delivered network slice subnet. 

For the network slice subnet assurance phase (step 6 - step 8 are executed continuously until the intent for expectation on network slice subnet is terminated). Subnet Intent_Producer may use one or multiple closed control loop(s) for network slice subnet assurance.

7.
MnS_Producer_for_SliceSubnet evaluate and monitors intent report information (including intent fulfilment information and achieved value for expectation target) for the intent on network slice subnet.

8.
MnS_Producer_for_SliceSubnet analyses and adjusts management tasks to ensure the intent on network slice subnet is continuously satisfied.

9.
MnS_Producer_for_SliceSubnet should notify the MnS_Consumer_for_SliceSubnet about the intent report information (DN of intent MOI, intent fulfilment information and achievedValue for expectation targets) for the intent on network slice subnet.
In case the feasibility check result is 'infeasible', following step 5b is executed.

5b.
MnS_Producer_for_SliceSubnet notifies MnS_Consumer_for_SliceSubnet about the result of feasibility check is 'infeasible' and the network slice subnet cannot be delivered. The notification includes the reasons why the feasibility check result is infeasible (e.g., invalid intent expression, the intent conflict) and corresponding recommendations also can be included in the notification.

In addition, after step3, the MnS_Consumer_for_SliceSubnet may check the status and completion of the network slice subnet instance delivering and assurance procedure by monitoring the values of Intent instance attributes by querying the values or by subscribing to notifications.





End of changes
