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1	Decision/action requested
Agree the general information for 5MBS charging of TS 32.27x.
2	References
[bookmark: _Hlk146620365] [1] 		3GPP TS 32.27x: "Charging management; 5G Multicast-broadcast Services charging".
3	Rationale
This contribution proposes general information for 5MBS charging in TS 32.27x.
4	Detailed proposal
[bookmark: _Hlk146620346]Propose to incorporate the following change into the TS 32.27x [1].
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[bookmark: _Toc30269][bookmark: _Toc28670][bookmark: _Toc257][bookmark: _Toc58598758][bookmark: _Toc44928898][bookmark: _Toc44928708][bookmark: _Toc145934696][bookmark: _Toc36045407][bookmark: _Toc9943][bookmark: _Toc51859603][bookmark: _Toc11491][bookmark: _Toc36112506][bookmark: _Toc86][bookmark: _Toc27579464][bookmark: _Toc20205487][bookmark: _Toc36049287][bookmark: _Toc44664251]5.2.2	Message flows
[bookmark: _Toc8801][bookmark: _Toc138243971][bookmark: _Toc36049288][bookmark: _Toc44928709][bookmark: _Toc36112507][bookmark: _Toc5563][bookmark: _Toc51859604][bookmark: _Toc27579465][bookmark: _Toc18930][bookmark: _Toc20205488][bookmark: _Toc17037][bookmark: _Toc27697][bookmark: _Toc26500][bookmark: _Toc44928899][bookmark: _Toc44664252][bookmark: _Toc36045408][bookmark: _Toc58598759]5.2.2.1	General
The flows in the present document specify the interaction between the MB-SMF and the CHF for 5G MBS session data connectivity converged charging functionality, in different scenarios, based on TS 32.247 [9] procedures and flows. 
This interaction is based on Charging Data Request /Response specified in TS 32.290 [3], exchanged between the MB-SMF embedding the CTF and the CHF. 
As a general principle, the steps in the figures for the message flows below correspond to the steps of figures in TS 32.247 [9], which is the reference. This document specifies the charging specific extension part. 
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[bookmark: _Toc44928805][bookmark: _Toc2711][bookmark: _Toc145934817][bookmark: _Toc44928995][bookmark: _Toc23637][bookmark: _Toc58598857][bookmark: _Toc27579535][bookmark: _Toc36049371][bookmark: _Toc44664348][bookmark: _Toc32220][bookmark: _Toc51859702][bookmark: _Toc20205552][bookmark: _Toc11850][bookmark: _Toc31489][bookmark: _Toc36112590][bookmark: _Toc28413][bookmark: _Toc36045491]6.2.1	Definition of 5G MBS Session data connectivity charging information
[bookmark: _Toc18742][bookmark: _Toc11856][bookmark: _Toc36045492][bookmark: _Toc36112591][bookmark: _Toc58598858][bookmark: _Toc36049372][bookmark: _Toc29142][bookmark: _Toc51859703][bookmark: _Toc138244091][bookmark: _Toc20205553][bookmark: _Toc27579536][bookmark: _Toc25480][bookmark: _Toc30486][bookmark: _Toc44928806][bookmark: _Toc16851][bookmark: _Toc44928996][bookmark: _Toc44664349]6.2.1.1	General
The Charging Information parameter used for 5G MBS session data connectivity charging is provided in the following clauses.
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[bookmark: _Toc58598864][bookmark: _Toc20205559][bookmark: _Toc36112597][bookmark: _Toc145934824][bookmark: _Toc36049378][bookmark: _Toc27579542][bookmark: _Toc44928812][bookmark: _Toc51859709][bookmark: _Toc36045498][bookmark: _Toc44664355][bookmark: _Toc44929002]6.2.3	Formal 5G MBS Session data connectivity charging parameter description
6.2.3.1	5G MBS Session data connectivity CHF CDR parameters
The detailed definitions, abstract syntax and encoding of the MBS session charging CHF CDRs parameters are specified in TS 32.298 [7].
6.2.3.2	5G MBS Session data connectivity resources attributes
The detailed definitions of resources attributes used for 5G MBS session data connectivity charging are specified in TS 32.291 [4].
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