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	Reason for change:
	Time misconfiguration, i.e., when "Time when Analytics information is needed" is lower than the "Supported Analytics Delay", may result either in late delivery analytics event or successful analytics event. However, this is not covered in the measurements currently specified in TS 28.552 for NWDAF. 

	
	

	Summary of change:
	Two new measurements added:
· Number of successful analytics events during time misconfiguration
· Number of late delivery analytics events during time misconfiguration

Editorial changes to clarify that “Measurements related to the NWDAF service failure” is focused towards analytics and not model training.

	
	

	Consequences if not approved:
	The measurements related to to NWDAF analytics service failure cannot be identified efficiently. 
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Start of First change
[bookmark: _Toc145949525][bookmark: MCCQCTEMPBM_00000157]5.18.4	Measurements related to the NWDAF analytics service failure
[bookmark: _Toc145949526]5.18.4.1	Number of analytics events for time misconfiguration
a)	This measurement provides the number of analytics events in which the "Time when Analytics information is needed" is lower than the "Supported Analytics Delay". The measurement is calculated per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [58]). 
b)	CC
c)	When the "Time when Analytics is needed" is lower than the "Supported Analytics Delay", the related event will be added to the corresponding counter.
d)	An integer value
e)	The measurement name has the form DANS.TimeMisconfigAnalyticsEve, and
DANS.TimeMisconfigAnalyticsEve.AnalyticsID, where AnalyticsID identifies different analytics.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
5.18.4.1.X	Number of successful analytics events during time misconfiguration
a)	This measurement provides the number of analytics events in which the "Time when Analytics information is needed" is lower than the "Supported Analytics Delay" but the "Time when Analytics is delivered to the consumer" is lower than the "Time when Analytics information is needed". The measurement is calculated per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [58]). 
b)	CC
c)	When the "Time when Analytics information is needed" is lower than the "Supported Analytics Delay" but the "Time when Analytics is delivered to the consumer" is lower than the "Time when Analytics information is needed", the related event will be added to the corresponding counter.
d)	An integer value 
e)	The measurement name has the form DANS.TimeMisconfigSuccessfulAnalyticsEve, and
DANS.TimeMisconfigSuccessfulAnalyticsEve.AnalyticsID, where AnalyticsID identifies different analytics.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
5.18.4.1.X	Number of late delivery analytics events during time misconfiguration
a)	This measurement provides the number of analytics events in which the "Time when Analytics information is needed" is lower than the "Supported Analytics Delay" and the "Time when Analytics information is needed" is lower than the "Time when Analytics is delivered to the consumer". The measurement is calculated per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [58]). 
b)	CC
c)	When the "Time when Analytics information is needed" is lower than the "Supported Analytics Delay" and the "Time when Analytics information is needed" is lower than the "Time when Analytics is delivered to the consumer", the related event will be added to the corresponding counter. 
d)	An integer value
e)	The measurement name has the form DANS.TimeMisconfigLateDeliveryAnalyticsEve, and
DANS.TimeMisconfigLateDeliveryAnalyticsEve.AnalyticsID, where AnalyticsID identifies different analytics.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
[bookmark: _Toc145949527]5.18.4.2	Number of analytics events for late delivery
a)	This measurement provides the number of analytics events in which the "Time when Analytics information is needed" is lower than the "Time when Analytics is delivered to the consumer". The measurement is calculated per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [58]).
b)	CC
c)	When the "Time when Analytics information is needed" is lower than the "Time when Analytics is delivered to the consumer", the related event will be added to the corresponding counter.
d)	An integer value
e)	The measurement name has the form DANS.LateDeliveryAnalyticsEve, and
DANS.LateDeliveryAnalyticsEve.AnalyticsID, where AnalyticsID identifies different analytics.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
[bookmark: _Toc145949528]5.18.4.3	Number of analytics events for late analytics generating
a)	This measurement provides the number of analytics events in which the "Supported Analytics Delay" is lower than the "Time when Analytics is delivered to the consumer". The measurement is calculated per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [58]).
b)	CC
c)	When the "Supported Analytics Delay" is lower than the "Time when Analytics is delivered to the consumer", the related event will be added to the corresponding counter.
d)	An integer value
e)	The measurement name has the form DANS.LateAnaGenerating, and
DANS.LateAnaGenerating.AnalyticsID, where AnalyticsID identifies different analytics.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
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