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1	Decision/action requested
[bookmark: _Hlk134283360]This pCR is discuss on how to articulate the CHF to CHF description to support B2B across TS 32.240, 
TS 32.290, and service-specifics TSs.
2	References
[1] 	SP-231155 	Charging Aspects of B2B (B2B_CH)
[bookmark: _Hlk149746637][2] 	SP-231153	Charging for roaming and additional actor using CHF to CHF interface (CHRACHF)
[bookmark: _Hlk149747358][3] 	SP-231151	Charging Aspects of TSN (TSN_CH)
[4] 	SP-230176	Charging Aspects of Network Slicing Phase 2  (NETSLICE_CH_Ph2)
[5]	S5-236977	Add annex for B2B charging
[6] 	S5-236978	Update B2B charging principles
[bookmark: _Hlk149753049][7]	S5-236981	Rel-18 CR 32.255 Addition of CHF as consumer in LBO architecture
[8]	S5-236976 	Add architecture and principles for TSC traffic charging
[9]	3GPP TS 32.240: "Telecommunication management; Charging management; Charging architecture and principles".
[10]	3GPP TS 32.290: "Telecommunication management; Charging management; 5G system; Services, operations and procedures of charging using Service Based Interface (SBI)".
[11]	3GPP TR 32.255: "Telecommunication management; Charging management; 5G data connectivity domain charging; Stage 2".
[12]	3GPP TS 32.256: "Telecommunication management; Charging management; 5G connection and mobility domain charging; stage 2".
3	Rationale
1. [bookmark: _Hlk117434051]C-CHF to B-CHF 
In the objective of B2B_CH WID [1] the following is expected :
· TS 32.240 [9] to describe the reference to charging specifications for each scenario  
· TS 32.290 [10] to "specify the charging stage 2 for the common architecture, principles, scenarios and charging information definition for the communication between CHF", in a new clause. 
It is also expected the service-specific aspects for CHF to CHF to support B2B, to be specified in the service-specific TS.
During SA5#151 meeting a couple of CRs were agreed for B2B_CH [1], introducing the informative Annex in TS 32.240 (see S5-236977 [5] and S5-236978 [6]). However the description in S5-236978 goes beyond referencing specifications, and introduced a set of B2B charging principles description (e.g. B2B charging data generation and quota supervision…). 
It is therefore needed to clarify how to articulate the CHF to CHF description to support B2B across TS 32.240 [9], TS 32.290 [10], and service-specifics TSs. 
2. Service-specific C-CHF to B-CHF 
Based on how to describe stage 2 for common architecture, principles, scenarios and charging information for CHF to CHF to support B2B will be discussed under 1., it remains unclear how to specify the service specific part in service TS.
Two concrete cases are brought for the discussion: TSN_CH [3] and NETSLICE_CH_Ph2 [4].
A "TSN CHF" was introduced in TS 32.255 under TSN_CH WID [3] (see SA5#151 agreed CR S5-236976 [8]), referring to TS 32.290 description for the use of Nchf, however it is not clear whether it will have further description.
The NETSLICE_CH_Ph2 WID [4], include solutions (i.e. Volume based Converged Charging per network slice and Converged Charging for actual duration per network slice) requiring C-CHF to B-CHF to be specified. 
Both businesses (TSN and Network Slice) impacts the same TS 32.255, it is therefore needed to clarify how to describe them.
3. CHF to CHF for LBO
Under CHRACHF [2], the CHF to CHF communication for LBO, will be covered under each service-specific TS (e.g. TS 32.255, TS 32.256) with the use of Nchf per TS 32.290 [10], based on a common N107 Reference point between CHFs (e.g. see S5-236981 [7]). 
It is needed to clarify the CHF to CHF for LBO description is separate from the CHF to CHF to support B2B in service-specifics TSs which have both. 
4	Detailed proposal
1. C-CHF to B-CHF 
It is proposed to discuss:
· And agree on the following submitted CR on architecture in TS 32.290 introducing a new clause 
· On re-evaluation on the content of S5-236978 to check whether some aspects should rather be in the new clause TS 32.290
· A way forward on further content for the new clause in TS 32.290: common principles, scenarios, charging information definition
2. Service-specific C-CHF to B-CHF 
It is proposed to discuss:
· And agree on the following submitted CR on architecture to TS 32.255 covering NETSLICE_CH_Ph2 solutions
· Re-use this architecture for TSN 
· The principle on further introducing service-specific triggers in C-CHF, for C-CHF to B-CHF interaction, which can be different from service-specific triggers in NF (CTF) for NF (CTF) to C-CHF interaction. 
3.  CHF to CHF for LBO
It is proposed to discuss and agree on the CHF to CHF description for LBO will have a separate description from the CHF to CHF description for B2B in each service-specifics TS which have both.  
 
