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	Reason for change:
	Fix error related to number of PDU session creation measurement.
1, according to the measurement template, ReqType should be a separate items with a dot between PduSessionCreationReq and ReqType.
2, “cause” is not requried in the description of ReqType.

	
	

	Summary of change:
	Fix error related to number of PDU session creation measurement.

	
	

	Consequences if not approved:
	May lead to wrong implementation.
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	1st Change


[bookmark: _Toc20132412][bookmark: _Toc27473481][bookmark: _Toc35956152][bookmark: _Toc44492145][bookmark: _Toc51690074][bookmark: _Toc51750766][bookmark: _Toc51775026][bookmark: _Toc51775640][bookmark: _Toc51776256][bookmark: _Toc58515642][bookmark: _Toc113896148]5.3.1.3	Number of PDU session creation requests
a)	This measurement provides the number of PDU sessions requested to be created by the SMF.
b)	CC
c)	On receipt by the SMF from AMF of Nsmf_PDUSession_CreateSMContext Request (see TS 23.502 [7]). Each PDU session requested to be created is added to the relevant subcounter per S-NSSAI and the relevant subcounter per request type.
d)	Each subcounter is an integer value
e)	SM.PduSessionCreationReq.SNSSAI
	Where SNSSAI identifies the S-NSSAI;
	SM.PduSessionCreationReq.ReqType.
	Where ReqType  indicates the request type (e.g., initial request, initial emergency request)  cause for the PDU session.
f)	SMFFunction
g)	Valid for packet switched traffic
h)	5GS
i)	One usage of this performance measurements is for performance assurance.
[bookmark: _Toc20132413][bookmark: _Toc27473482][bookmark: _Toc35956153][bookmark: _Toc44492146][bookmark: _Toc51690075][bookmark: _Toc51750767][bookmark: _Toc51775027][bookmark: _Toc51775641][bookmark: _Toc51776257][bookmark: _Toc58515643][bookmark: _Toc113896149]5.3.1.4	Number of successful PDU session creations
a)	This measurement provides the number of PDU sessions successfully created by the SMF.
b)	CC
c)	On transmission by the SMF to AMF of Nsmf_PDUSession_CreateSMContext Response that indicates a successful PDU session creation (see TS 23.502 [7]). Each PDU session successfully created is added to the relevant subcounter per S-NSSAI and the relevant subcounter per request type.
d)	Each subcounter is an integer value
e)	SM.PduSessionCreationSucc.SNSSAI
	Where SNSSAI identifies the S-NSSAI;
	SM.PduSessionCreationSucc.ReqType.
	Where ReqType  indicates the request type (e.g., initial request, initial emergency request)  cause for the PDU session.
f)	SMFFunction
g)	Valid for packet switched traffic
h)	5GS
i)	One usage of this performance measurements is for performance assurance.
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