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	Reason for change:
	[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: _GoBack]The attribute of objectInstance in the document is defined in ExpectationObject <<dataType>> ,see clause 6.2.1.3.2. To distinguish the different terms of object instance, the description of “object instance” which is referenced from clause 11.1.1 Operations and notifications in TS28.532 should be “Managed Object instance”.
[bookmark: _Toc20494351][bookmark: _Toc26975371][bookmark: _Toc35856244][bookmark: _Toc44001102][bookmark: _Toc51580701][bookmark: _Toc52355964][bookmark: _Toc55227534][bookmark: _Toc138323087][bookmark: _Toc139374225]“11.1.1.1	createMOI operation
[bookmark: _Toc20494352][bookmark: _Toc26975372][bookmark: _Toc35856245][bookmark: _Toc44001103][bookmark: _Toc51580702][bookmark: _Toc52355965][bookmark: _Toc55227535][bookmark: _Toc138323088][bookmark: _Toc139374226]11.1.1.1.1	Description
This operation is invoked by MnS consumer to request the MnS producer to create a Managed Object instance in the MIB maintained by MnS producer. This operation will create only one Managed Object instance.
…”

	
	

	Summary of change:
	Change “object instance” into “Managed Object instance”


	
	

	Consequences if not approved:
	There is misunderstanding about the description of “object instance”.
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[bookmark: _Toc106192952][bookmark: _Toc146529362]6	Stage 2 definition for Intent Driven Management
[bookmark: _Toc106192953][bookmark: _Toc146286038][bookmark: _Toc106192972][bookmark: _Toc145516365][bookmark: MCCQCTEMPBM_00000172]6.1	Management operation for Intent (MnS component type A)
The operations (e.g. createMOI operations) and notifications (e.g. notifyMOIcreation) of generic provisioning MnS defined in 3GPP TS 28.532 [3] can be used for intent lifecycle management. The intent Intent can be treated as Managed object Object instance. Following is the IS to support intent lifecycle management
Table 6.1-1: IS to support intent lifecycle management
	intent lifecycle management
	IS operation

	Create an intent
	createMOI operation

	Delete an intent
	deleteMOI operation

	Modify an intent
	modifyMOIAttributes operation

	Query an intent
	getMOIAttributes operation

	Activate an intent
	modifyMOIAttributes operation

	Deactivate an intent
	modifyMOIAttributes operation
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