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PDP Preservation Procedure allows the active PDP contexts associated with the released RABs to be preserved without modification in the CN, and the RABs can then be re-established at a later stage. Since all the RABs are released, packet data transfer is paused. SGSN shall trigger the closure of the S-CDR and GGSN shall trigger the closure of G-CDR.   




Summary of change:
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PDP Preservation Procedure shall trigger the closure of the S-CDR in SGSN and the closure of G-CDR in GGSN.
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5.6.1.2
Triggers for S-CDR Closure
The S-CDR shall be closed on encountering some trigger conditions. Table 2 identifies which conditions are supported to permit closures of the S-CDR.

Table 2: Triggers for S-CDR closure

Closure Conditions
Description/Behaviour

End of PDP Context within the SGSN
Deactivation of the PDP context in the SGSN shall result in the CDR being closed. The trigger condition covers:-

-
termination of PDP context,

-
SGSN change (inter-SGSN routing area update including system handover),

-
any abnormal release.

Partial Record Reason
O&M reasons permit the closure of the CDR for internal reasons. The trigger condition covers:- 

-
data volume limit, 

-
time (duration) limit, 

-
maximum number of charging condition changes, 

· management intervention,

· Intra system handover (change of radio interface from GSM to 3G or visa versa),

· PDP context Preservation 



The Partial Record generation trigger thresholds are those associated to the Charging Characteristics of the related PDP context. The Charging Characteristics of the PDP context are determined as follows:

· If a "PDP context Charging Characteristics" is present in the subscriber's data for this PDP context, than it shall be used;

· If there is no "PDP context Charging Characteristics" but a "Subscribed Charging Characteristics" is present in the subscriber's data, the "Subscribed Charging Characteristics" shall be used;

· If neither a "PDP context Charging Characteristics" nor a "Subscribed Charging Characteristics" is present, a default charging profile shall be applied.

The Partial Record generation trigger thresholds are GSN configuration parameters defined by the operator through O&M means.

In the event that the S-CDR is closed and the PDP context remains active, a further S-CDR shall be opened with an incremented Sequence Number in the SGSN.
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