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A.9
Abstract syntax

CallEventRecord
::= CHOICE 

{


moCallRecord

[0] MOCallRecord,


mtCallRecord

[1] MTCallRecord,


roamingRecord

[2] RoamingRecord,


incGatewayRecord
[3] IncGatewayRecord,


outGatewayRecord
[4] OutGatewayRecord,


transitRecord

[5] TransitCallRecord,


moSMSRecord


[6] MOSMSRecord,


mtSMSRecord


[7] MTSMSRecord,


moSMSIWRecord

[8] MOSMSIWRecord,


mtSMSGWRecord

[9] MTSMSGWRecord,


ssActionRecord

[10] SSActionRecord,


hlrIntRecord

[11] HLRIntRecord,


locUpdateHLRRecord
[12] LocUpdateHLRRecord,


locUpdateVLRRecord
[13] LocUpdateVLRRecord,


commonEquipRecord
[14] CommonEquipRecord,


recTypeExtensions
[15] ManagementExtensions,


termCAMELIntRecord
[16] TermCAMELIntRecord

--
-- Record values 20..24 are 3G packed switch specific

--

sgsnPDPRecord

[20] SGSNPDPRecord,


ggsnPDPRecord

[21] GGSNPDPRecord,


sgsnMMRecord

[22] SGSNMMRecord,


sgsnSMORecord

[23] SGSNSMORecord,


sgsnSMTRecord

[24] SGSNSMTRecord

}
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