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4.2.5 Mapping of Attributes

Table 11: Mapping of Attributes

Attribute defined in 3GPP TS 32.106-5 [15]
Attribute defined in this CMIP SS

alarmIRPId
alarmControlId

aucFunctionId
aucFunctionId

basicCmIRPId
basicCmControlId

bgFunctionId
bgFunctionId

dnPrefix
systemTitle

eirFunctionId
eirFunctionId

g3ManagedElementId
g3ManagedElementId

g3SubNetworkId
g3SubNetworkId

ggsnFunctionId
ggsnFunctionId

gmscFunctionId
gmscFunctionId

hlrFunctionId
hlrFunctionId

irpAgentId
irpAgentId

irpVersion
supportedBcmIRPVersions

supportedAlarmIRPVersion (3GPP TS 32.111-4 [16]) 

supportedNotificationIRPVersion (3GPP TS 32.106-4 [16])

iubLinkId
iubLinkId

iubLink-NodeBFunction
iubLinkNodeBFunctionLink

iubLink-UtranCell
iubLinkUtranCellLink  

locationName
locationName

managedBy
meManagedBy

managedElementType
managedElementType

managementNodeId
managementNodeId

manages
mnManagesList

meContextId
meContextId

mscFunctionId
mscFunctionId

vlrFunctionId
vlrFunctionId

nodeBFunctionId
nodeBFunctionId

nodeBFunction-IubLink
nodeBiubLinkLink




notificationIRPId
notificationControlId

rncFunctionId
rncFunctionId

sgsnFunctionId
sgsnFunctionId

smsGmscFunctionId
smsGmscFunctionId

smsIwmscFunctionId
smsIwmscFunctionId

systemDN
no equivalence

userDefinedState
userDefinedState

userLabel
userLabel

utranCellId
utranCellId

utranCell-IubLink
utranCelliubLinkLink




vendorName
vendorName

5.1
Managed Object Classes (MOCs)

………

nodeBFunction MANAGED OBJECT CLASS

   DERIVED FROM       managedFunction;

   CHARACTERIZED BY

      nodeBFunctionBasicPackage,

      nodeBFunctionAssociationPackage;

   



REGISTERED AS {ts32-106-7BCMObjectClass 16};

………

utranCell MANAGED OBJECT CLASS

   DERIVED FROM       managedFunction;

   CHARACTERIZED BY

      utranCellBasicPackage,
   
      


      utranCellIubLinkAssociationPackage

; 

 REGISTERED AS {ts32-106-7BCMObjectClass 21};

5.2 Packages

…………….







nodeBFunctionAssociationPackage PACKAGE

   BEHAVIOUR

      nodeBFunctionAssociationPackageBehaviour;

   ATTRIBUTES

      nodeBiubLinkLink GET;

REGISTERED AS {ts32-106-7BCMPackage 17};

………







……………..

5.4      Attributes

…………..







…………







5.6 Behaviours

………………






nodeBFunctionAssociationPackageBehaviour BEHAVIOUR

   DEFINED AS

      "The attribute 'nodeBiubLinkLink' points to the iubLink instance which connectes

      to this nodeBFunction instance directly. It implements the attribute nodeB-IubLink

      of MOC NodeBFunction defined in TS32.106-5.";

……….





……





…….





…….
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