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x.y.z
Charging Characteristics

Charging Characteristics can be supplied by the HLR to the SGSN as part of the subscription information.  A subscriber may have charging characteristics assigned to his subscription and/or his subscribed APNs.  The SGSN applies a preconfigured default if no charging characteristics are supplied by the HLR.  The SGSN shall support three different charging characteristics default configurations:

· the home default profile for subscribers of the SGSN’s PLMN; 

· the visiting default profile for visitors using a GGSN belonging to the same PLMN as the SGSN;

· the roaming default profile for visitors using a GGSN belonging to their home PLMN.

In the case of a home subscriber, the charging characteristics are selected by the SGSN according to the following procedures.  For PDP context specific charging characteristics (i.e. those used for the S-CDRs that are generated for this PDP context):

· If the MS requests a particular APN then

· If the SGSN accepts this request (i.e. it has been verified against the subscription) then

· If it has been matched against the wildcard APN then

· If charging characteristics for the wildcard APN are present in the subscription information then it shall be used;

· If no charging characteristics are present for the wildcard APN but subscription related charging characteristics are present, then they shall be chosen;

· If neither of the two are present then the SGSN home default shall be applied.

· If it has been matched against a specific subscribed APN then

· If charging characteristics for this APN are present in the subscription information then it shall be used;

· If no charging characteristics are present for the APN but subscription related charging characteristics are present, then they shall be chosen;

· If neither of the two are present then the SGSN home default shall be applied.

· If the SGSN rejects the request then charging characteristics selection does not apply.

· If the MS does not request an APN then

· If the SGSN chooses a subscribed APN then

· If charging characteristics for this APN are present in the subscription information then it shall be used;

· If no charging characteristics are present for the APN but subscription related charging characteristics are present, then they shall be chosen;

· If neither of the two are present then the SGSN home default shall be applied.

· If only the wildcard APN is present in the subscription, i.e. the SGSN applies its configured default APN then

· If charging characteristics for the wildcard APN are present in the subscription information then it shall be used;

· If no charging characteristics are present for the wildcard APN but subscription related charging characteristics are present, then they shall be chosen;

· If neither of the two are present then the SGSN home default shall be applied.

For the non-PDP context specific CDR types, i.e. the M-CDRs and the SMS CDRs, the SGSN applies the subscription specific charging characteristics, or, if not supplied, it shall choose the home default profile as defined above.

In case of subscribers from other PLMNs, the SGSN may be configured to either apply the charging characteristics selection procedure defined above for the home subscriber case, or to ignore charging characteristics provided by the subscriber’s HLR, and apply a default configuration instead.  If default charging characteristics are selected for the foreign subscriber, then the SGSN shall choose either the visiting or roaming default profile for the PDP context specific charging characteristics, according to the roaming or visiting scenario, as described above.  For M-CDRs and SMS CDRs, the operator can configure if the roaming or the visiting profile shall be applied, since no GGSN is involved.

The SGSN forwards the selected charging characteristics together with the charging characteristics selection mode (see 3GPP TS 23.060) to the GGSN when requesting the activation of a PDP context.  The SGSN applies the selected charging characteristics throughout the lifetime of this PDP context.

The GGSN shall also apply charging characteristics throughout the lifetime of the PDP context.  It shall either apply the SGSN supplied parameters, or, if so configured, it may ignore the SGSN supplied charging characteristics in the following cases:

· visiting case, i.e. the subscriber belongs to a different PLMN; 

· roaming case, i.e. the SGSN belongs to a different PLMN; 
· the charging characteristics selection mode indicates that the SGSN is applying default parameters; 
· unconditionally, i.e. it always ignores the SGSN supplied parameters. 

If the GGSN ignores the parameters supplied by the SGSN, it shall nevertheless accept the PDP context request.  It shall then apply its own preconfigured charging characteristics as appropriate, i.e. the home, visiting or roaming profile.  The GGSN shall support the configuration of one set of charging characteristics for each of its supported APNs.

Charging Characteristics consists of a string of 16 bits.  The first three bits shall be used to select 1 out of 8 possible charging trigger profiles, where each profile consists of the following trigger sets:

· S-CDR:  time limit (including indefinite, i.e. no S-CDRs generated), volume limit, maximum number of charging conditions, tariff times;

· G-CDR:  same as SGSN, plus maximum number of SGSN changes;

· M-CDR:  activate/deactivate M-CDRs, time limit, and maximum number of mobility changes;

· SMS-MO-CDR:  deactivate CDRs globally, deactivate CDRs for customers of the own PLMN using preconfigured SMSC addresses (*), activate CDRs globally;

· SMS-MT-CDR:  active/deactivate CDRs

plus an optional charging gateway address.  If this CGF address is configured in the GGSN’s selected trigger profile, the GGSN shall send this charging gateway address in its GTP message exchange with the SGSN (overriding any other configured CGF address).  In the roaming case, or if the CG address is configured in the SGSN’s charging trigger profile, the SGSN shall use this address or, if it doesn’t exist, the default CG address, instead of the one supplied by the GGSN.

The remaining 13 bits can be freely assigned to particular charging behaviours that the GSNs support.  Examples of those behaviours are:

· Selection of the applicable idle context purge timer, i.e. use global value or use special value.  This feature could be used to distinguish between customers and/or APNs whose PDP contexts should be purged after short (e.g. 30 minutes) or long (e.g. 12 hours) periods of inactivity (cf. section 2.2.1).

· Use specific charging gateway address (override all other configured/selected CG addresses).

· Tbd

(*) This is a separate functionality, to be specified and agreed independent of the charging characteristics, and it applies to both the MSC and the SGSN
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