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Reason for change:
(

The specification of the type and value of the Node Address IE may be ambiguos. The TS 32.015 does not assign a type number to the Node Address IE. In clause 7.3.4.1 the TS 32.015 states, "The Node Address format is the same as for the Charging Gateway Address format described in 3GPP TS 29.060."

However, to say that the format is the same is not necessarily to say that the type value is the same.  




Summary of change:
(

Clarify the specification of the Node Address IE in chapter 7.3.4.1 in TS 32.015 by explicitly stating that both the format and the type are the same.
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not approved:
The possible ambiguity will remain in the specification. 
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7.3.4.1
Node Alive Request

The Node Alive Request message may be used to inform that a node in the network has started its service (e.g. after a service break due to software or hardware maintenance or data service interruption after an error condition). A node may send a different Node Address than its own in the Information Element, e.g. informing the "next node in the chain" that the "previous node in the chain" (which is located on the other side of the sender of this message) is now ready for service. This message type is optional if the Path Protocol is TCP.

The Node Alive Request message allows a quicker reconnect capability than the Echo Request message based polling can provide, and its usage will have a reduced load effect on the network, particularly when the number of network nodes using GTP’ is high. It may also be used to inform when a new network node has become available for service. If the Echo Request message is also used then the usage of the Node Alive Request message allows the interval of Echo Requests to be longer than would be otherwise required, thus reducing network loading with many Echo Requests.

Table 12: Information Elements in a Node Alive Request

Information Element
Presence requirement

Node Address
Mandatory

Private Extension
Optional

The Node Address format and type number  are the same as for the Charging Gateway Address format and type described in 3GPP TS 29.060 [22]).
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