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Doc Summary:
This document describes the measurement drafting rules to put the 

‘short listed’ measurements into document TS 32.104.

Specs involved:
TS 32.104
The following description was distributed via E-Mail for preparation of the planned drafting session in Los Angeles.

1. Every care taker has to check his own contribution according short list.

2. Contribution for Blocking and Utilisation Measurements have to be checked from care taker.

3. Suggested definition rule for measurement name (field E)

    - Single measurements => 1 name

    - Defined number of measurements => 1 name per subcounter (eg. nbrCallSetupCs, nbrCallSetupPs 
      if one wants to have separate counts for CS and PS)

    - Per cause measurements => Name.X with x as numeric value for the specified cause

4. Suggested abbreviations (Siemens) for measurement name (field E):

    Attempt(s,ed)
=> Att

    Call
=> Call

    Circuit switched
=> CS

    Connection
=> Conn

    Drop(ped)
=> Drop

    Fail(ed, ure)
=> Fail

    Handover
=> HO

    Inter
=> Inter

    Intra
=> Intra

    NodeB
=> NodeB

    Number
=> Nbr

    Packet switched
=> PS

    Radio Access Bearer
=> RAB

    Radio Access Technologie
=> RAT

    Radio Link
=> RL

    RNC
=> RNC

    Setup
=> Setup

    SGSN
=> SGSN

    Success(es,ful)
=> Succ

    Unsuccessful
=> Unsucc

    ...


5. Definition of Syntax for Measurement Object Instance

 Field F : Syntax is defined in PM Report from Versailles : the suggestion is to put the MOC name as in 32.106-5 (for simplicity not the entire RDN as in g3SubNetwork=Sweden,meContext=MEC-Gbg-1,g3ManagedElement=RNC-Gbg-1, rncFunction=RF-1,utranCell=Gbg-1 ; this entire string must however be used in the examples in 32.104)

Remark that the abbreviation FDN as used in the PM Report from Versailles, is not used in 32.106 : in stead RDN is used.

The allowed strings to put in F are then :

-  “RDN of utranCell (as in 32.106-5)” for cell measurements

-  “RDN of rncFunction (as in 32.106-5)” for RNC measurements

-  “RDN of nodeBFunction (as in 32.106-5)” for nodeB measurements

-  “RDN of sgsnFunction (as in 32.106-5)” for SGSN measurements

- ...

6. Addition of Field H

 Field h is the 2G/3G distinction => e.g. for UTRAN => 3G 

7.Each care taker should prepare a CR document for his short listed contribution

 Messageflows and additional text of the contributions should be removed.

8.Review of Change Requests with all participants in Los Angeles

9. The structure of the measurements of TS32.104 should also be discussed in Los Angeles

    - e.g. chapters 1.level: NE e.g. RNC, SGSN

    - e.g. chapters 2.level: Function e.g. handover, connection setup and release

· e.g. chapters 3.level: Measurements

