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Reason for change:
(

Addition of UMTS-GSM Inter-system Handover support and a new Bulk CM IRP (Integration Reference Point). 

There is an urgent need in Release 4 to support up-and download of large amounts of radio configuration data over Itf-N via file transfer.

There is also an urgent need to support UMTS-GSM Inter-system Handover in Release 4.




Summary of change:
(

1. Updating the High-level requirements in 32.600

2. Creating a new Bulk CM IRP with five parts: Requirements, IS, CORBA SS, CMIP SS and XML file format definition.

3. Adding support for Inter-system handover in the Generic and UTRAN Network Resource Models.

4. Creating a new GERAN Network Resource Model IRP to support the GSM parts of Inter-system handover.




Consequences if 
(

not approved:
There would be no support for UMTS-GSM Inter-system Handover, and no support to up-and download large amounts of radio configuration data over Itf-N via file transfer.
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Other comments:
(

For more information about which specifications are created/affected, see the following page.

Configuration Management (CM), in general, provides the operator with the ability to assure correct and effective operation of the 3G network as it evolves. CM actions have the objective to control and monitor the actual configuration on the Network Elements (NEs) and Network Resources (NRs), and they may be initiated by the operator or by functions in the Operations Systems (OSs) or NEs.

Due to the growing number of specifications to model new services and Resource Models for Configuration Management (CM), as well as the expected growth in size of each of them from 3GPP Release 4 onwards, a new structure of the specifications is already needed in Release 4. This structure is needed for several reasons, but mainly to enable more independent development and release for each part, as well as a simpler document identification and version handling. Another benefit would be that it becomes easier for bodies outside 3GPP, such as the ITU-T, to refer to telecom management specifications from 3GPP. The new structure of the specifications does not lose any information or functionality supported by the Release 1999.

In addition to the restructuring, the need to define some new IRPs for CM, compared to Release 1999, has also been identified. Firstly, a new IRP for the Bulk CM, and secondly, one for each of the NRM parts (Generic, Core Network, UTRAN and GERAN NRM).

Finally, the Notification IRP (in Release 1999: 32.106-1 to -4) and the Name convention for Managed Objects (in Release 1999: 32.106-8) have been moved to a separate number series used for specifications common between several management areas (e.g. CM, FM, PM).

Table: Mapping between Release '99 and the new specification numbering scheme

R99 Old no.
Old (R99) specification title
Rel-4 New no.
New (Rel-4) specification title

32.106-8
Name convention for Managed Objects
32.300
Name convention for Managed Objects 

32.106-1
<Notification IRP requirements from 32.106-1 and 32.106-2>
32.301-1
Notification IRP: Requirements

32.106-2
Notification IRP: IS
32.301-2
Notification IRP: Information Service

32.106-3
Notification IRP: CORBA SS
32.301-3
Notification IRP: CORBA SS

32.106-4
Notification IRP: CMIP SS
32.301-4
Notification IRP: CMIP SS

32.106-1
3G Configuration Management: Concept and Requirements
32.600
3G Configuration Management: Concept and High-level Requirements

32.106-1
<Basic CM IRP IS requirements from 32.106-1 and 32.106-5>
32.601-1
Basic CM IRP: Requirements

32.106-5
Basic CM IRP IM (Intro & IS part)
32.601-2
Basic CM IRP: Information Service

32.106-6
Basic CM IRP (Intro & IS part) CORBA SS
32.601-3
Basic CM IRP: CORBA SS

32.106-7
Basic CM IRP (Intro & IS part) CMIP SS
32.601-4
Basic CM IRP: CMIP SS

-
-
32.602-1
Bulk CM IRP: Requirements

-
-
32.602-2
Bulk CM IRP: Information Service

-
-
32.602-3
Bulk CM IRP: CORBA SS

-
-
32.602-4
Bulk CM IRP: CMIP SS (not yet produced)

-
-
32.602-5
Bulk CM IRP: XML file format definition

32.106-1
<Basic CM IRP Generic NRM requirements from 32.106-1 and 32.106-5>
32.620-1
Generic Network Resources IRP: Requirements

32.106-5
Basic CM IRP IM (Generic NRM part) 
32.620-2
Generic Network Resources IRP: NRM

32.106-6
Basic CM IRP (Generic NRM part) CORBA SS
32.620-3
Generic Network Resources IRP: CORBA SS

32.106-7
Basic CM IRP (Generic NRM part) CMIP SS
32.620-4
Generic Network Resources IRP: CMIP SS

32.106-1
<Basic CM IRP CN NRM requirements from 32.106-1 and 32.106-5>
32.621-1
Core Network Resources IRP: Requirements

32.106-5
Basic CM IRP IM (CN NRM part)
32.621-2
Core Network Resources IRP: NRM

32.106-6
Basic CM IRP (CN NRM part) CORBA SS
32.621-3
Core Network Resources IRP: CORBA SS

32.106-7
Basic CM IRP (CN NRM part) CMIP SS
32.621-4
Core Network Resources IRP: CMIP SS

32.106-1
<Basic CM IRP UTRAN NRM requirements from 32.106-1 and 32.106-5> 
32.622-1
UTRAN Network Resources IRP: Requirements

32.106-5
Basic CM IRP IM (UTRAN NRM part) 
32.622-2
UTRAN Network Resources IRP: NRM

32.106-6
Basic CM IRP (UTRAN NRM part) CORBA SS
32.622-3
UTRAN Network Resources IRP: CORBA SS

32.106-7
Basic CM IRP (UTRAN NRM part) CMIP SS
32.622-4
UTRAN Network Resources IRP: CMIP SS

-
-
32.623-1
GERAN Network Resources IRP: Requirements

-
-
32.623-2
GERAN Network Resources IRP: NRM

-
-
32.623-3
GERAN Network Resources IRP: CORBA SS

-
-
32.623-4
GERAN Network Resources IRP: CMIP SS
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