Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-SA5 (Telecom Management)

Meeting #24, Cancun, MEXICO, 26 – 30 November 2001
S5-010762
S5C010511rev2

CR-Form-v4

CHANGE REQUEST



(

32.653
CR
CRNum
(

rev
-
(

Current version:
4.0.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM

ME/UE

Radio Access Network
X
Core Network




Title:
(

Change type integer to long in GERAN Network Resources IRP: CORBA SS




Source:
(

SA5





Work item code:
(

OAM-CM

Date: (

30/11/2001







Category:
(

F

Release: (

REL-4


Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

The CORBA Solution Set uses type integer that is not a valid CORBA IDL type.  




Summary of change:
(

Replace all occurrences of “integer” with “long”.  The “long” is a legal CORBA IDL type.




Consequences if 
(

not approved:
The CORBA IDL file, where “integer” is used, will generate IDL compile-time error. 




Clauses affected:
(

5.2.2, 5.2.3, 5.2.4, 5.2.5




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(

This CR must be implemented together with the CR for 32.623 in S5-010761

5.2.2
MOC BtsSiteMgr
Table 3: Mapping from NRM MOC BtsSiteMgr attributes to SS equivalent MOC BtsSiteMgr attributes

NRM Attributes of MOC BtsSiteMgr in 3GPP TS 32.652 [4]
SS Attributes
SS Type
Qualifier

btsSiteMgrId
btsSiteMgrId
string
Read-Only, M

userLabel
userLabel
string
Read-Write, M

latitude
latitude
long
Read-Write, O

longitude
longitude
long
Read-Write, O

5.2.3
MOC GsmCell
Table 4: Mapping from NRM MOC GsmCell attributes to SS equivalent MOC GsmCell attributes

NRM Attributes of MOC GsmCell in 3GPP TS 32.652 [4]
SS Attributes
SS Type
Qualifier

gsmCellId
gsmCellId
string
Read-Only, M

userLabel
userLabel
string
Read-Write, M

cellIdentity
cellIdentity
long
Read-Write, M

cellAllocation
cellAllocation
GenericNRIRPSystem::AttributesTypes::LongSet
Read-Write, M

ncc
ncc
long
Read-Write, M

bcc
bcc
long
Read-Write, M

lac
lac
long
Read-Write, M

rac
rac
long
Read-Write, O

racc
racc
long
Read-Write, O

tsc
tsc
long
Read-Write, M

rxLevAccessMin
rxLevAccessMin
long
Read-Write, M

msTxPwrMaxCCH
msTxPwrMaxCCH
long
Read-Write, M

hoppingSequenceNumber
hoppingSequenceNumber
long
Read-Write, M

plmnPermitted
plmnPermitted
long
Read-Write, M

5.2.4
MOC GsmRelation
Table 5: Mapping from NRM MOC GsmRelation attributes to SS equivalent MOC GsmRelation attributes

NRM Attributes of MOC GsmRelation in 3GPP TS 32.652 [4]
SS Attributes
SS Type
Qualifier

gsmRelationId
gsmRelationId
string
Read-Only, M

relationType
relationType
string
Read-Write, M

adjacentCell
adjacentCell
string
Read-Write, M

bcchFrequency
bcchFrequency
long
Read- Only, O

ncc
ncc
long
Read- Only, O

bcc
bcc
long
Read- Only, O

lac
lac
long
Read- Only, O

5.2.5
MOC ExternalGsmCell
Table 6: Mapping from NRM MOC ExternalGsmCell attributes to SS equivalent MOC ExternalGsmCell attributes

NRM Attributes of MOC ExternalGsmCell in 3GPP TS 32.652 [4]
SS Attributes
SS Type
Qualifier

externalGsmCellId
externalGsmCellId
string
Read-Only, M

userLabel
userLabel
string
Read-Write, M

cellIdentity
cellIdentity
long
Read-Write, M

bcchFrequency
bcchFrequency
long
Read-Write, M

ncc
ncc
long
Read-Write, M

bcc
bcc
long
Read-Write, M

lac
lac
long
Read-Write, M

rac
rac
long
Read-Write, O

racc
racc
long
Read-Write, O
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