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8
Charging Data Record Structure

8.1
ASN.1 definitions for CDR information

…
< unmodified ASN.1 >
…

QoSMeanThroughput
::= ENUMERATED

{


--


-- See Quality of service TS 24.008


--


subscribedMeanThroughput



(0), -- MS to network direction

-- Network to MS direction needs not to be covered since value (0) = “reserved”

mean100octetPh


(1),


mean200octetPh


(2),


mean500octetPh


(3),


mean1000octetPh


(4),


mean2000octetPh


(5),


mean5000octetPh


(6),


mean10000octetPh

(7),


mean20000octetPh

(8),


mean50000octetPh

(9),


mean100000octetPh

(10),


mean200000octetPh

(11),


mean500000octetPh

(12),


mean1000000octetPh

(13),


mean2000000octetPh

(14),


mean5000000octetPh

(15),


mean10000000octetPh

(16),


mean20000000octetPh

(17),


mean50000000octetPh

(18),


reserved



(30),


bestEffort



(31)
}

QoSInformation
::= CHOICE

{


gsmQosInformation

[0] GSMQoSInformation,


umtsQosInformation

[1] OCTET STRING (SIZE (4..12))

}

-- When dealing with a pre R99 QoS profile the GSN may either choose the “GSMQoSInformation” or the

-- “umtsQoSInformation” encoding. Dealing with R99 QoS profiles the GSN shall apply the

-- “umtsQoSInformation” encoding. The umtsQosInformation octet string is a 1:1 copy of the contents

-- (starting with octet 4) of the “Quality of service Profile” information element specified in

-- 3GPP TS 29.060 [22] for R99 and GSM TS 09.60 for pre R99 cases.






…
< unmodified ASN.1 >
…
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