Page 1



3GPP TSG-SA5 (Telecom Management)
S5-020041

Meeting #25, Sophia Antipolis, France 14 - 18 January 2002
S5B020030

CR-Form-v5

CHANGE REQUEST



(

32.200
CR
CRNum
(

rev
-
(

Current version:
4.0.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM

ME/UE

Radio Access Network

Core Network
x



Title:
(

Corrections on TS 32.200 




Source:
(

France Télécom




Work item code:
(

OAM-CH

Date: (

1/14/2002







Category:
(

F

Release: (

REL-4


Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

 During the last joint SA5/T2 meeting on MMS charging (SA5#24), it was noticed that there are some inconsistencies on the terminology.This CR aims at resolving these inconsistencies.




Summary of change:
(

This CR provides some clarifications on the MMS related terms 




Consequences if 
(

not approved:
Conflicting terminology of TS 32.200 with TS 23.140




Clauses affected:
(

7.1




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

7
Application Services

Applications/services such as MMS and LCS are provided to the 3G subscribers via service nodes (which are outside the scope of the 3G core network). These servers (service nodes) responsible for the provision of an application services to a subscriber, can generate a service related CDR to record the details of the service transaction provided. The specific CDRs are defined in the specification TS 32.235 "Charging data description for application services" [17].

7.1
Multimedia Messaging Service

The Multimedia Messaging Service (MMS) charging description is based on the interface description in TS 23.140 "Multimedia Messaging Service, Functional description, Stage 2 [19]. These MMS-CDRs are delivered by the MMS Relay/Server when receiving or delivering multimedia messages to the MMS User Agent or to another Multimedia Messaging Service Environment (MMSE).
7.1.1
Charging Principles

7.1.1.1
Charging Information

Charging information for the usage of Multimedia Messaging Service is collected for each MS by the Multimedia Messaging Relay/Server (MMS R/S), which is serving that MMS User Agent. The information that the operator uses to generate an invoice to the subscriber is operator-specific. Billing aspects, e.g. a regular fee for a fixed period, are outside the scope of the present document.

The MMS R/S collects charging information for each MS related with value-added service and the usage of MMS specific network resources.

The MMS R/S shall collect the following charging information:

-
usage of the MMS resources: the charging information shall describe the amount of data transmitted in MO and MT directions for the transfer of MM;

-
storage duration: the storage duration of MM is counted as either  (1) the time interval from the beginning of storage of the message until forwarding to another MMS R/S or as (2) the time interval from the beginning of storage until reception of the MM by an MMS User Agent. This is the time interval when a MM is saved on a non-volatile memory media;

-
usage of the general Packet-Switched domain resources: the charging information shall describe the usage of other Packet-Switched domain-related resources;

-
destination and source: the charging information shall provide the actual destination and source addresses used by the subscriber;

-
usage of the external data networks: the charging information shall describe the amount of data sent and received to and from the external data network;

-
the MMS R/S address: this provides the highest accuracy location information available.

7.1.2
Charging scenarios

This clause contains an example scenario illustrating the purpose and practical usage of the various types of records defined in the interface description [19].

The MM submission in the MMS Relay/Server is routed in MMSO and MMSR direction. The Originator MMS Relay/Server and the Recipient MMS Relay/Server shall create the MMSO-CDR and the MMSR-CDR for the originator and recipient User Agent (UA).

For the purpose of this example the following assumptions have been made:

-
originator MMS UA party is "A" and recipient MMS UA is party "B";

-
...
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Figure 31: Example Abstract Message Flow

The records are generated in the MMS Relay/Server in this call scenario are shown in the following tables:

Table 15: Submission of MM from Originator MMS UA
to Originator MMS Relay/Server (Trigger Point 1a and 1b)

Record Parameter
Content

Record Type
MMSO-CDR

Message Type
Message-MM

Originator Address
E-mail-address /MSISDN of A/IP address

Recipient Address
List of E-mail-address/MSISDN of B1 ... Bn

Submission Time 
Timestamp of MM1_submit_REQ arrived at O-R/S

Duration of Transmission
Time between receipt of MM1_submit_REQ and MM1_submit_RES 

Duration of Storage
Time between MM1_submit_RES and MM4_forward_RES

Sequence Number
1a and 1b

Table 16: MM Notification from Recipient MMS Relay/Server to Recipient MMS UA (Trigger Point 2)

Record Parameter
Content

Record Type
MMSR-CDR

Message Type
Notification

Originator Address
E-mail-address /MSISDN of A/IP address

Recipient Address
E-mail-address/MSISDN of B

Delivery Time 
Timestamp at MM1_notification_REQ at R-R/S

Duration of Transmission
Not Applicable

Duration of Storage
Not Available

Sequence Number
Not Applicable

Table 17: Acknowledgement of MM retrieval from Recipient MMS UA
to Recipient MMS Relay/Server (Trigger Points 3a and 3b)

Record Parameter
Content

Record Type
MMSR-CDR

Message Type
Message-MM

Originator Address
E-mail-address /MSISDN of A/IP address

Recipient Address
E-mail-address/MSISDN of B

Delivery Time 
Timestamp of MM1_retrieve_REQ arrived at O-R/S

Duration of Transmission
Time between receipt of MM1_submit_REQ and MM1_acknowledgement_REQ, only applicable if acknowledgement was requested 

Duration of Storage
Time between MM4_forward_RES and MM1_retrieve_RES

Sequence Number
3a and 3b

Table 18: Delivery Report to Originator MMS UA (Trigger Point 4)

Record Parameter
Content

Record Type
MMSR-CDR

Message Type
Delivery-Report

Originator Address
E-mail-address /MSISDN of B/IP address

Recipient Address
E-mail-address/MSISDN of A

Delivery Time 
Timestamp of MM1_delivery_report_REQ at O-R/S

Duration of Transmission
Not Available

Duration of Storage
Not Available

Sequence Number
Not Applicable

Table 19: Read Reply Information from Recipient MMS UA
to Recipient MMS Relay/Server (Trigger Point 5)

Record Parameter
Content

Record Type
MMSO-CDR

Message Type
Read-reply

Originator Address
E-mail-address /MSISDN of B/IP address

Recipient Address
E-mail-address/MSISDN of A

Submission Time 
Timestamp of MM1_read_reply_recipient_REQ arrived at R-R/S

Duration of Transmission
Not Available

Duration of Storage
Not Available

Sequence Number
Not Applicable

Table 20: Read Replay Report to Originator MMS UA (Trigger Point 6)

Record Parameter
Content

Record Type
MMSR-CDR

Message Type
Read-reply

Originator Address
E-mail-address /MSISDN of B/IP address

Recipient Address
E-mail-address/MSISDN of A

Delivery Time 
Timestamp of MM1_read_reply_originator_REQ at O-R/S

Duration of Transmission
Not Available

Duration of Storage
Not Available

Sequence Number
Not Applicable
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