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 Make TS 32.623 consistent with TS 32.622 (Generic Network Resources IRP NRM).




Summary of change:
(

The userLabel attribute is defined as read-write in some MOCs definition in TS 32.622 but is defined as read-only in TS 32.623.
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5.2
Managed Object Classes (MOCs) mapping

This Solution Set supports reference attributes for relations other than containment relations between objects. Reference attributes are therefore introduced in each MOC where needed. 

5.2.1
MOC SubNetwork
Table 1: Mapping from NRM MOC SubNetwork attributes to SS equivalent MOC SubNetwork attributes

NRM Attributes of MOC 

SubNetwork in 3GPP TS 32.622 [4]
SS Attributes
SS Type
Qualifier

subNetworkId
subNetworkId
string
Read-Only, M

dnPrefix
dnPrefix
string
Read-Only, M

userLabel
userLabel
string
Read-Write, M

userDefinedNetworkType
userDefinedNetworkType
string
Read-Only, M

5.2.2
MOC ManagedElement 

Table 2: Mapping from NRM MOC ManagedElement attributes and association roles to SS equivalent MOC ManagedElement attributes

NRM Attributes/Association roles in 3GPP TS 32.622 [4]
SS Attributes
SS Type
Qualifier

managedElementId
managedElementId
string
Read-Only, M

dnPrefix
dnPrefix
string
Read-Only, M

userLabel
userLabel
string
Read-Write, M

locationName
locationName
string
Read-Only, M

vendorName
vendorName
string
Read-Only, M

userDefinedState
userDefinedState
string
Read-Write, M

managedElementType
managedElementType
GenericNRIRPSystem::AttributeTypes::StringSet
Read-Only, M

managedBy
managedBy
GenericNRIRPSystem::AttributeTypes::MOReferenceSet
Read-Only, M

swVersion
swVersion
string
Read-Only, M

5.2.3
MOC MeContext 

Table 3: Mapping from NRM MOC MeContext attributes to SS equivalent MOC MeContext attributes

NRM Attributes of MOC MeContext in 3GPP TS 32.622 [4]
SS Attributes
SS Type
Qualifier

meContextId
meContextId
string
Read-Only, M

dnPrefix
dnPrefix
string
Read-Only, M

5.2.4
MOC ManagementNode 

Table 4: Mapping from NRM MOC ManagementNode attributes and association roles to SS equivalent MOC ManagementNode attributes

NRM Attributes/association roles of MOC ManagementNode in 3GPP TS 32.622 [4]
SS Attributes
SS Type
Qualifier

managementNodeId
managementNodeId
string
Read-Only, M

userLabel
userLabel
string
Read-Write, M

locationName
locationName
string
Read-Only, M

vendorName
vendorName
string
Read-Only, M

userDefinedState
userDefinedState
string
Read-Write, M

manages
manages
GenericNRIRPSystem::AttributeTypes::MOReferenceSet
Read-Only, M

swVersion
swVersion
string
Read-Only, M
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