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6.3
Managed Object Class (MOC) definitions
6.3.1
MOC MscFunction
This Managed Object Class represents MSC functionality. For more information about the MSC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 1: Attributes of MscFunction
Name
Qualifier
Description

mscFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 2: Notifications of MscFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.2
MOC HlrFunction
This Managed Object Class represents HLR functionality. For more information about the HLR, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 3: Attributes of HlrFunction
Name
Qualifier
Description

hlrFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 4: Notifications of HlrFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.3
MOC VlrFunction
This Managed Object Class represents VLR functionality. For more information about the VLR, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 5: Attributes of VlrFunction
Name
Qualifier
Description

vlrFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 6: Notifications of VlrFunction
Name
Qualifier
Notes

notifyAckStateChanged
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.4
MOC AucFunction
This Managed Object Class represents AUC functionality. For more information about the AUC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 7: Attributes of AucFunction
Name
Qualifier
Description

aucFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 8: Notifications of AucFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.5
MOC EirFunction
This Managed Object Class represents EIR functionality. For more information about the EIR, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 9: Attributes of EirFunction
Name
Qualifier
Description

eirFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 10: Notifications of EirFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.6
MOC SmsIwmscFunction
This Managed Object Class represents SMS-IWMSC functionality. For more information about the SMS-IWMSC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 11: Attributes of SmsIwmscFunction
Name
Qualifier
Description

SmsIwmscFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 12: Notifications of SmsIwmscFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.7
MOC SmsGmscFunction 
This Managed Object Class represents SMS-GMSC functionality. For more information about the SMS-GMSC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 13: Attributes of SmsGmscFunction
Name
Qualifier
Description

SmsGmscFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 14: Notifications of SmsGmscFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.8
MOC GmscFunction
This Managed Object Class represents GMSC functionality. For more information about the GMSC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 15: Attributes of GmscFunction
Name
Qualifier
Description

gmscFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 16: Notifications of GmscFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.9
MOC SgsnFunction
This managed object class represents SGSN functionality. For more information about the SGSN, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 17: Attributes of SgsnFunction
Name
Qualifier
Description

sgsnFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 18: Notifications of SgsnFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.10
MOC GgsnFunction 
This Managed Object Class represents GGSN functionality. For more information about the GGSN, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 19: Attributes of GgsnFunction
Name
Qualifier
Description

ggsnFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 20: Notifications of GgsnFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.11
MOC BgFunction 
This Managed Object Class represents BG functionality. For more information about the BG, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 21: Attributes of BgFunction
Name
Qualifier
Description

bgFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 22: Notifications of BgFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.12
MOC SmlcFunction
This Managed Object Class represents SMLC functionality. For more information about the SMLC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 52: Attributes of SmlcFunction
Name
Qualifier
Description

smlcFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 53: Notifications of SmlcFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.13
MOC GmlcFunction
This Managed Object Class represents GMLC functionality. For more information about the GMLC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 54: Attributes of GmlcFunction
Name
Qualifier
Description

gmlcFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 55: Notifications of GmlcFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.14
MOC ScfFunction
This Managed Object Class represents SCF functionality (also referred to as gsmSCF). For more information about the SCF, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 56: Attributes of ScfFunction
Name
Qualifier
Description

scfFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 57: Notifications of ScfFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.15
MOC SrfFunction
This Managed Object Class represents SRF functionality (also referred to as gsmSRF). For more information about the SRF, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 58: Attributes of SrfFunction
Name
Qualifier
Description

srfFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 59: Notifications of SrfFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.16
MOC CbcFunction
This Managed Object Class represents CBC functionality. For more information about the CBC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 60: Attributes of CbcFunction
Name
Qualifier
Description

cbcFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 61: Notifications of CbcFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.17
MOC CgfFunction
This Managed Object Class represents CGF functionality. For more information about the CGF, see 3GPP TS 23.060 [18].

It inherits from ManagedFunction.

Table 64: Attributes of CgfFunction
Name
Qualifier
Description

cgfFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 65: Notifications of CgfFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.18
MOC MgwFunction
This Managed Object Class represents MGW functionality. For more information about MGW, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 66: Attributes of MgwFunction
Name
Qualifier
Description

mgwFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 67: Notifications of MgwFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.19
MOC GmscServerFunction
This Managed Object Class represents GMSCServer functionality. For more information about GMSCServer, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 70: Attributes of GmscServerFunction
Name
Qualifier
Description

gmscServerFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 71: Notifications of GmscServerFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.20
MOC IwfFunction
This Managed Object Class represents IWF functionality. For more information about IWF, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 76: Attributes of IwfFunction
Name
Qualifier
Description

iwfFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 77: Notifications of IwfFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.21
MOC MnpSrfFunction
This Managed Object Class represents MNP-SRF functionality (also known as FNR). For more information about MNP-SRF, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 78: Attributes of MnpSrfFunction
Name
Qualifier
Description

mnpSrfFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 79: Notifications of MnpSrfFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.22
MOC NpdbFunction
This Managed Object Class represents NPDB functionality. For more information about NPDB, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 80: Attributes of NpdbFunction
Name
Qualifier
Description

npdbFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 81: Notifications of NpdbFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.23
MOC RSgwFunction
This Managed Object Class represents R-SGW functionality. For more information about R-SGW, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 82: Attributes of RSgwFunction
Name
Qualifier
Description

rSgwFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 83: Notifications of RSgwFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.24
MOC SsfFunction
This Managed Object Class represents SSF functionality. For more information about SSF, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 84: Attributes of SsfFunction
Name
Qualifier
Description

ssfFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 85: Notifications of SsfFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.3.25
MOC BsFunction
This Managed Object Class represents BS functionality. For more information about BS, see 3GPP TS 23.060 [18].

It inherits from ManagedFunction.

Table 86: Attributes of BsFunction
Name
Qualifier
Description

bsFunctionId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Table 87: Notifications of BsFunction
Name
Qualifier
Notes





notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O
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