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The following table describes the Trace Record content in case of Minimum level Trace Record type:

	Field
	Description

	
	

	Invoking Event
	SIP request invoking trace report generation.

	Public ID
	ID of the subscriber (One subscriber may have several public ID, but all these IDs are unique)

	SIP Call ID
	The SIP call id

	SIP From
	The field value of the from header field of the SIP message

	SIP To
	The field value of the to header field of the SIP message

	Global Charging ID
	global charging ID. 

	UE address
	IP address of the UE 

	Hiding
	Indicates if hiding is applied

	Route
	The field value of the Route header field of the SIP message

	Previous hop
	The topmost SIP URL listed in the Via header field.

	Next hop
	IP address of the next hop 

	Request URI
	The field value of the Request URI header field of the SIP message

	Contact
	The field value of the Contact header field of the SIP message

	Content type

	The field value of the Content type header field of the SIP message

	Event start time
	The time the event was started.

It must always appear in case the trace record is already being compiled and the event belonging to this event record for this same subscriber occurs.

	Event stop time
	The time the event was finished.

It must always appear in case the trace record is still being compiled due to an ongoing event and the event belonging to this event record finishes.

	Final SIP response
	Response for the event

	Provisional SIP response
	Response for the event

	Event 
	The event the subscription/notification is sent for

	Subscription state
	Subscription-State header of the SIP message

	Initiator
	Public ID of the party originating the transaction (it may differ from the party originating the session)

	Encryption
	TBD

	Record extensions
	A set of network/ manufacturer specific extensions to the record.


The following table describes the Trace Record Content in case of Maximum level Trace Record Type:

	Timestamp
	Time of reception or sending of the SIP messages dedicated to the sessions of the traced subscriber

	SIP Message name
	SIP Message names as defined in RFC2543

	SIP Message content
	The content of the SIP message as received/sent on the external interfaces (in ASCII format)

	Timestamp
	Time of reception or sending of the COPS messages dedicated to the sessions of the traced subscriber over the Go interface

	COPS Message name
	COPS Message names as defined in 3GPP 29.207

	COPS Message content
	The content of the COPS message as received/sent on the external interfaces 


