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Change in Clause 5.2.1

5.2.1
Attributes and relationships
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End of Change in Clause 5.2.1

Change in Clause 5.3.1.2

5.3.1.2
Attribute

	Attribute name
	Support Qualifier

	alarmId
	M

	notificationId (note 1)
	M

	alarmRaisedTime
	M

	alarmClearedTime
	M

	alarmChangedTime
	O

	eventType
	M

	probableCause
	M

	perceivedSeverity
	M

	specificProblem
	O

	backedUpStatus
	O

	trendIndication
	O

	thresholdInfo
	O

	stateChangedDefinition
	O

	monitoredAttributes
	O

	proposedRepairActions
	O

	additionalText
	O

	additionalInformation
	O

	ackTime
	M

	ackUserId
	M

	ackSystemId
	O

	ackState
	M


End of Change in Clause 5.3.1.2

Change in Clause 5.5.1

5.5.1
Definition and legal values

	Name
	Definition
	Legal Values

	alarmId
	It identifies one AlarmInformation in the AlarmList.  


	

	notificationId
	It identifies the notification that carries the AlarmInformation. 


	

	alarmRaisedTime
	It indicates the date and time when the alarm is first raised by the alarmed resource.  


	All values indicating valid time.

	alarmChangedTime
	It indicates the last date and time when the AlarmInformation is changed by the alarmed resource.  Changes to AlarmInformation caused by invocations of the IRPManager would not change this date and time.

 
	All values indicating valid time.

	alarmClearedTime
	It indicates the date and time when the alarm is Cleared.
	All values indicating valid time.

	eventType
	It indicates the type of event.  See Annex A for information on event type.


	See Annex A.

	probableCause
	It qualifies alarm and provides further information than eventType.  See Annex B for a complete listing.
	See Annex B.

	perceivedSeverity
	It indicates the relative level of urgency for operator attention.   


	Critical, Major, Minor, Warning, Indeterminate, Cleared: see ITU-T Recommendation X.733 [2].  This IRP does not recommend the use of indeterminate.

	specificProblem
	It provides further qualification on the alarm than probableCause.  This attribute value shall be single-value and of simple type such as integer or string. See definition in ITU-T Recommendation X.733 [2] clause 8.1.2.2.


	Provided by vendor.

	backedUp
Status
	It indicates if an object (the MonitoredEntity) has a back up.  See definition in ITU-T Recommendation X.733 [2] clause 8.1.2.4.


	All values that carry the semantics of backedUpStatus defined by ITU-T X.733 [2] clause 8.1.2.4.

	trendIndication
	It indicates if some observed condition is getting better, worse, or not changing. 


	“Less severe”, “no change”, “more severe”: see definition in ITU-T Recommendation X.733 [2] clause 8.1.2.6.

	thresholdInfo
	It indicates the direction of threshold crossing.


	See definitions in ITU-T Recommendation X.733 [2] clause 8.1.2.7.



	stateChangeDefinition
	It indicates MO attribute value changes.  See definition in ITU-T Recommendation X.733 [2] clause 8.1.2.10.


	

	monitoredAttributes
	It indicates MO attributes whose value changes are being monitored.  See definition in ITU-T Recommendation X.733 [2] clause 8.1.2.11.


	

	proposed RepairActions
	It indicates proposed repair actions.  See definition in ITU-T Recommendation X.733 [2] clause 8.1.2.12.


	

	additionalText
	It carries semantics that is outside the scope of this IRP specification.  It may provide the identity of the NE (e.g. RNC, Node-B) from which the alarm has been originated.  It corresponds to the “user label” attribute of the object class representing the NE in the Generic Network Resource Model [10]. 

It can contain further information on the alarm.
	N/A

	additionalInformation
	It contains information on the alarm and its semantics is outside the scope of this IRP.
	N/A

	ackTime
	It identifies the time of last operation acknowledgeAlarms or unacknowledgeAlarms. 


	All values that indicate valid times and are later than that carried in alarmRaisedTime.


End of Change in Clause 5.5.1

Change in Clause 6.7.1.2

6.7.1.2

Input Parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,F
	MonitoredEntity.objectClass where the MonitoredEntity is identified by the relation-AlarmedObject-AlarmInformation of the new AlarmInformation. 
	

	objectInstance
	M,F
	MonitoredEntity.objectInstance where the MonitoredEntity is identified by the relation-AlarmedObject-AlarmInformation of the new AlarmInformation.


	

	notificationId
	M
	This carries the semantics of notification identifier.
	

	eventTime
	M,F
	AlarmInformation.alarmRaisedTime
	

	systemDN
	C,F
	IRPAgent.systemDN where the IRPAgent is related to the AlarmIRP that is related to this AlarmList.
	It carries the DN of the IRPAgent. 

	notificationType
	M,F
	“notifyNewAlarm”.  
	

	probableCause
	M,F
	AlarmInformation.probableCause
	

	perceivedSeverity
	M,F
	AlarmInformation.perceivedSeverity
	

	alarmType
	M, F
	AlarmInformation.eventType
	

	specificProblem
	O
	AlarmInformation.specificProblem
	

	correlatedNotifications
	O
	The set of CorrelatedNotification related to this AlarmInformation.
	

	backedUpStatus
	O
	AlarmInformation.backedUpStatus
	

	backUpObject
	O
	MonitoredEntity.objectInstance where the MonitoredEntity is identified by relation-BackUpObject-AlarmInformation of the new AlarmInformation.
	It carries the DN of the back up object.

	trendIndication
	O
	AlarmInformation.trendIndication
	

	thresholdInfo
	O
	AlarmInformation.thresholdInfo
	

	stateChangeDefinition
	O
	AlarmInformation.stateChange 
	

	monitoredAttributes
	O
	AlarmInformation.monitoredAttributes
	

	proposedRepairActions
	O
	AlarmInformaton.proposedRepairActions
	

	additionalText
	O
	AlarmInformation.additionalText
	

	additionalInformation
	O
	AlarmInformation.additionalInformation
	

	alarmed
	M
	AlarmInformation.alarmId
	


End of Change in Clause 6.7.1.2

Change in Clause 6.7.1.3.2

6.7.1.3.2
To-state

newAlarmInAlarmList.
	Assertion Name
	Definition

	newAlarmInAlarmList
	AlarmList contains an AlarmInformation holding information conveyed by the newly generated network alarm.  This AlarmInformation is involved in relation-AlarmObject-AlarmInformation with the same MonitoredEntity as the one identified by the newly generated network alarm.  

The following attributes of the AlarmInformation shall be populated with information in the newly generated alarm.

alarmId, notificationId, alarmRaisedTime, eventType, probableCause, perceivedSeverity.

The following attributes of the same AlarmInformation shall be populated with information in the newly generated alarm if the information is present  (in the newly generated alarm) and if the attribute is supported:
specificProblem, backedUpStatus, trendIndication, thresholdInfo, stateChangedDefinition, monitoredAttributes, proposedRepairActions, additionalText, additionalInformation


End of Change in Clause 6.7.1.3.2
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