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The following email was sent to the T3 contact person identified the LS from T3 entitled "UEM LS on User Equipment Management" (S5-022415, T3-020890).

From:
Mudge, John, Tech Dev, VF UK

Sent:
21 November 2002 11:39

To:
'david.k.smith@attws.com'

Cc:
'Nigel.Barnes@motorola.com'; 'claus.dietze@etsi.fr'; 'jolivet@docomo.fr'; 'thomas.richter@cingular.com'; 'jean-francois.rubon@gemplus.com'; 'toche@NORTELNETWORKS.COM'; 'Michael.Truss@MOTOROLA.COM'; 'Adrian.Zoicas@ETSI.FR'

Subject:
Re: T3 LS on User Equipment Management (T3-020890, S5-022415)

David,

Thank you for the T3 liaison entitled "LS on User Equipment Management" (T3-020890, S5-022415). SA5 SWG-A is very pleased that the T3 UEM WID has been produced. Thank you also for the comment on TR 32.802 and SA5 has accepted the change. Following is the updated table of contents. When there is a more complete version of TS 32.150 then SA5 SWGA will send it to T3.

Best Regards,

John Mudge

Tel.   +44 1635 673587

Mobile +44 7787 153907

Fax.   +44 1635 233537

Email: john.mudge@vf.vodafone.co.uk

Mail address: Vodafone Ltd., The Courtyard, 2-4 London Road,

              Newbury, Berkshire, RG14 1JX United Kingdom.

---------------------------------------------------------------------------
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