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6.2.1
Inheritance hierarchy

Figures 4 and 5 show the inheritance hierarchy for the CN NRM. 
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Figure 4: CN NRM Inheritance Hierarchy 1
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Figure 5: CN NRM Inheritance Hierarchy 2

6.2.2
Containment/Naming and Association diagrams

Figures  6, 7, 8, 9, 10 and 11 show the containment/naming hierarchy and the associations of the CN NRM. 

NOTE:
The Managed Object containment/naming relationships are in the diagram(s) below indicated by UML “Aggregation by reference” (“hollow diamonds”).
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NOTE:
The listed cardinality numbers represent transient as well as steady-state numbers, and reflect all managed object creation and deletion scenarios.

Figure 6: CN NRM Containment/Naming and Association diagram 1
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Figure 7: CN NRM Containment/Naming and Association diagram 2
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Figure 8: CN NRM Containment/Naming and Association diagram 3
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Figure 9: CN-UTRAN NRM Containment/Naming and Association diagram 3
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NOTE 1:
The association between MscServer and  GsmCell, and SgsnFunction and GsmCell is optional. It may be valid if both the MscServer and GsmCell, or SgsnFunction and GsmCell are managed by the same management node.

NOTE 2:
The association between MscServer and CsMgwFunction is optional and is only mandatory when they belong to different ManagedElements.

Figure 10: CN-GERAN NRM Containment/Naming and Association diagram 4

Each Managed Object is identified with a Distinguished Name (DN) according to 3GPP TS 32.300 [13] that expresses its containment hierarchy. As an example, the DN of a Managed Object representing a cell could have a format like.

SubNetwork=Sweden,MeContext=MEC-Gbg-1,ManagedElement=MSC-Gbg-1,MscServerFunction=MSC-1.
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NOTE 1:
The listed cardinality numbers represent transient as well as steady-state numbers, and reflect all managed object creation and deletion scenarios.

NOTE 2:
Each instance of the vsDataContainer shall only be contained under one MOC. The vsDataContainer can be contained under MOCs defined in other NRMs.

Figure 11: vsDataContainer Containment/Naming and Association in CN NRM

The vsDataContainer is only used for the Bulk CM IRP.

6.3
Managed Object Class (MOC) definitions
6.3.1
MOC MscServerFunction
This Managed Object Class represents MSCserver functionality. For more information about the MSC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 1: Attributes of MscServerFunction
	Name
	Qualifier
	Description

	mscServerFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	mccList
	READ-WRITE,M
	List of Mobile Country Codes, MCC. It is a part of the PLMN Id (Ref. 3 GPP TS 23.003 [3]).

	mncList
	READ-WRITE,M
	List of Mobile Network Codes, MNC. It is a part of the PLMN Id (Ref. 3 GPP TS 23.003 [3]).

	lacList
	READ-WRITE,M
	List of Location Area Codes covered by MSC (Ref. 3 GPP TS 23.003 [3]).

	sacList
	READ-WRITE,M
	List of Service Area Codes covered by MSC (Ref. 3 GPP TS 23.003 [3]).

	uraList
	READ-WRITE,M
	List of UTRAN Registration Areas covered by MSC (Ref. 3 GPP TS 23.003 [3]).

	gcaList
	READ-WRITE,O
	List of Group Call Area (Ref. 3 GPP TS 23.003 [3]).

	mscId
	READ-WRITE,M
	Unique MSC ID (Ref. 3 GPP TS 23.002).

	mscServerFunction-GSMcell
	READ-ONLY,M
	The value of this attribute shall be the DN of the related GSMcell instance. This is a reference attribute modelling the role (of the association AssociatedWith) that this MscServerFunction is associated with to 0-* GSMcell.

	mscServerFunction-ExternalGSMcell
	READ-ONLY,M
	The value of this attribute shall be the DN of the related ExternalGSMcell instance. This is a reference attribute modelling the role (of the association AssociatedWith) that this MscServerFunction is associated with to 0-* ExternalGSMcell.

	mscServerFunction-CsMgwFunction
	READ- ONLY,M
	The value of this attribute shall be the DN of the related CsMgwFunction instance. This is a reference attribute modelling the role (of the association AssociatedWith) that this MscServerFunction is associated with to 0-* CsMgwFunction.

	mscServerFunction-MscServerFunction
	READ- ONLY,M
	The value of this attribute shall be the DN of the related MscServerFunction instance. This is a reference attribute modelling the role (of the association AssociatedWith) that this MscServerFunction is associated with to 0-* MscServerFunction.


Table 2: Notifications of MscServerFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.2
MOC HlrFunction
This Managed Object Class represents HLR functionality. For more information about the HLR, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 3: Attributes of HlrFunction
	Name
	Qualifier
	Description

	hlrFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	hlrFunction-CLink
	READ-ONLY, M
	This role (when present) represents HlrFunction capability to identify one CLink.  

When the role is absent, the HlrFunction.hlrFunction-CLink shall contain no information.  

When present, it shall contain one CLink DN.

	hlrFunction-DLink
	READ-ONLY, M
	This role (when present) represents HlrFunction capability to identify one DLink.  

When the role is absent, the HlrFunction.hlrFunction-Dlink shall contain no information.  

When present, it shall contain one Dlink DN.

	hlrFunction-GrLink
	READ-ONLY, M
	This role (when present) represents HlrFunction capability to identify one GrLink.  

When the role is absent, the HlrFunction.hlrFunction-GrLink shall contain no information.  

When present, it shall contain one GrLink DN.


Table 4: Notifications of HlrFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.3
MOC VlrFunction
This Managed Object Class represents VLR functionality. For more information about the VLR, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 5: Attributes of VlrFunction
	Name
	Qualifier
	Description

	vlrFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 6: Notifications of VlrFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.4
MOC AucFunction
This Managed Object Class represents AUC functionality. For more information about the AUC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 7: Attributes of AucFunction
	Name
	Qualifier
	Description

	aucFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 8: Notifications of AucFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.5
MOC EirFunction
This Managed Object Class represents EIR functionality. For more information about the EIR, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 9: Attributes of EirFunction
	Name
	Qualifier
	Description

	eirFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 10: Notifications of EirFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.6
MOC SmsIwmscFunction

This Managed Object Class represents SMS-IWMSC functionality. For more information about the SMS-IWMSC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 11: Attributes of SmsIwmscFunction
	Name
	Qualifier
	Description

	SmsIwmscFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 12: Notifications of SmsIwmscFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.7
MOC SmsGmscFunction 
This Managed Object Class represents SMS-GMSC functionality. For more information about the SMS-GMSC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 13: Attributes of SmsGmscFunction
	Name
	Qualifier
	Description

	SmsGmscFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 14: Notifications of SmsGmscFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.8
MOC GmscFunction

This Managed Object Class represents GMSC functionality. For more information about the GMSC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 15: Attributes of GmscFunction
	Name
	Qualifier
	Description

	gmscFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 16: Notifications of GmscFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.9
MOC SgsnFunction

This managed object class represents SGSN functionality. For more information about the SGSN, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 17: Attributes of SgsnFunction
	Name
	Qualifier
	Description

	sgsnFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	mccList
	READ-WRITE,M
	List of Mobile Country Codes, MCC. It is a part of the PLMN Id (Ref. 3 GPP TS 23.003 [3]).

	mncList
	READ-WRITE,M
	List of Mobile Network Codes, MNC. It is a part of the PLMN Id (Ref. 3 GPP TS 23.003 [3]).

	lacList
	READ-WRITE,M
	List of Location Area Codes covered by SGSN (Ref. 3 GPP TS 23.003 [3]).

	racList
	READ-WRITE,M
	List of Routing Area Codes covered by SGSN (Ref. 3 GPP TS 23.003 [3]).

	sacList
	READ-WRITE,M
	List of Service Area Codes covered by SGSN (Ref. 3 GPP TS 23.003 [3]).

	sgsnId
	READ-WRITE,M
	Unique SGSN ID (Ref. 3GPP TS 23.002).

	sgsnFunction-GSMCell
	READ-ONLY,M
	The value of this attribute shall be the DN of the related GSMcell instance. This is a reference attribute modelling the role (of the association AssociatedWith) that this SgsnFunction is associated with to 0-* GSMcell.

	sgsnFunction-ExternalGSMCell
	READ-ONLY,M
	The value of this attribute shall be the DN of the related ExternalGSMcell instance. This is a reference attribute modelling the role (of the association AssociatedWith) that this SgsnFunction is associated with to 0-* ExternalGSMcell.


Table 18: Notifications of SgsnFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.10
MOC GgsnFunction 
This Managed Object Class represents GGSN functionality. For more information about the GGSN, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 19: Attributes of GgsnFunction
	Name
	Qualifier
	Description

	ggsnFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	ggsnFunction-GnLink
	READ-ONLY, M
	This role (when present) represents GgsnFunction capability to identify one GnLink.  

When the role is absent, the GgsnFunction .ggsnFunction-GnLink shall contain no information.  

When present, it shall contain one GnLink DN.


Table 20: Notifications of GgsnFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.11
MOC BgFunction 
This Managed Object Class represents BG functionality. For more information about the BG, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 21: Attributes of BgFunction
	Name
	Qualifier
	Description

	bgFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 22: Notifications of BgFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.12
MOC SmlcFunction
This Managed Object Class represents SMLC functionality. For more information about the SMLC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 23: Attributes of SmlcFunction
	Name
	Qualifier
	Description

	smlcFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 24: Notifications of SmlcFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.13
MOC GmlcFunction
This Managed Object Class represents GMLC functionality. For more information about the GMLC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 25: Attributes of GmlcFunction
	Name
	Qualifier
	Description

	gmlcFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 26: Notifications of GmlcFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.14
MOC ScfFunction
This Managed Object Class represents SCF functionality (also referred to as gsmSCF). For more information about the SCF, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 27: Attributes of ScfFunction
	Name
	Qualifier
	Description

	scfFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 28: Notifications of ScfFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.15
MOC SrfFunction
This Managed Object Class represents SRF functionality (also referred to as gsmSRF). For more information about the SRF, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 29: Attributes of SrfFunction
	Name
	Qualifier
	Description

	srfFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 30: Notifications of SrfFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.16
MOC CbcFunction
This Managed Object Class represents CBC functionality. For more information about the CBC, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 31: Attributes of CbcFunction
	Name
	Qualifier
	Description

	cbcFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 32: Notifications of CbcFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.17
MOC CgfFunction
This Managed Object Class represents CGF functionality. For more information about the CGF, see 3GPP TS 23.060 [18].

It inherits from ManagedFunction.

Table 33: Attributes of CgfFunction
	Name
	Qualifier
	Description

	cgfFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 34: Notifications of CgfFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.18
MOC MgwFunction
This Managed Object Class represents IM-MGW functionality. For more information about MGW, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 35: Attributes of MgwFunction
	Name
	Qualifier
	Description

	mgwFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 36: Notifications of MgwFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.19
MOC GmscServerFunction

This Managed Object Class represents GMSCServer functionality. For more information about GMSCServer, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 37: Attributes of GmscServerFunction
	Name
	Qualifier
	Description

	gmscServerFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 38: Notifications of GmscServerFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.20
MOC IwfFunction
This Managed Object Class represents IWF functionality. For more information about IWF, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 39: Attributes of IwfFunction
	Name
	Qualifier
	Description

	iwfFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 40: Notifications of IwfFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.21
MOC MnpSrfFunction

This Managed Object Class represents MNP-SRF functionality (also known as FNR). For more information about MNP-SRF, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 41: Attributes of MnpSrfFunction
	Name
	Qualifier
	Description

	mnpSrfFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 42: Notifications of MnpSrfFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.22
MOC NpdbFunction
This Managed Object Class represents NPDB functionality. For more information about NPDB, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 43: Attributes of NpdbFunction
	Name
	Qualifier
	Description

	npdbFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 44: Notifications of NpdbFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.23
MOC SgwFunction
This Managed Object Class represents SGW functionality. For more information about SGW, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 45: Attributes of SgwFunction
	Name
	Qualifier
	Description

	sgwFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 46: Notifications of SgwFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.24
MOC SsfFunction
This Managed Object Class represents SSF functionality. For more information about SSF, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 47: Attributes of SsfFunction
	Name
	Qualifier
	Description

	ssfFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 48: Notifications of SsfFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.25
MOC BsFunction
This Managed Object Class represents BS functionality. For more information about BS, see 3GPP TS 23.060 [18].

It inherits from ManagedFunction.

Table 49: Attributes of BsFunction
	Name
	Qualifier
	Description

	bsFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ- WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.


Table 50: Notifications of BsFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.26
MOC IucsLink
This Managed Object Class represents a Iu-cs interface link connecting a  MSCserver  to the RNC or BSC.  For more information about the Iu interface, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 51: Attributes of IucsLink

	Name
	Qualifier
	Description

	iucslinkId
	READ-ONLY, M
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ-WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	connectedRnc
	READ-ONLY, M
	The value of this attribute shall be the DN of the related RncFunction or ExternalRncFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this IucsLink is connected to 0-1 RncFunction or 0-1 ExternalRncFunction.

	connectedBss
	READ-ONLY, M
	The value of this attribute shall be the DN of the related BssFunction or ExternalBssFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this IucsLink is connected to 0-1 BssFunction or 0-1 ExternalBssFunction.


Table 52: Notifications of IucsLink
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.27
MOC IupsLink
This Managed Object Class represents a Iu-ps interface link connecting a  SGSN to the RNC or BSC.  For more information about the Iu interface, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 53: Attributes of IupsLink

	Name
	Qualifier
	Description

	iupslinkId
	READ-ONLY, M
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ-WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	connectedRnc
	READ-ONLY, O
	The value of this attribute shall be the DN of the related RncFunction or ExternalRncFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this IupsLink is connected to 0-1 RncFunction or 0-1 ExternalRncFunction.

This attribute shall be present if IupsLink is connected to an RNC.

	connectedBss
	READ-ONLY, O
	The value of this attribute shall be the DN of the related BssFunction or ExternalBssFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this IupsLink is connected to 0-1 BssFunction or 0-1 ExternalBssFunction.

This attribute shall be present if IupsLink is connected to a BSS.


NOTE:
An instance of an IupsLink can only be connected to an RNC or a BSS.

Table 54: Notifications of IupsLink
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.28
MOC IubcLink
This Managed Object Class represents a Iu-bc interface link connecting a CBC to the RNC. For more information about the Iu interface, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 55: Attributes of IubcLink

	Name
	Qualifier
	Description

	iubclinkId
	READ-ONLY, M
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ-WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	connectedRnc
	READ-ONLY, M
	The value of this attribute shall be the DN of the related RncFunction or ExternalRncFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this IubcLink is connected to 0-1 RncFunction or 0-1 ExternalRncFunction.


Table 56: Notifications of IubcLink
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.29
MOC ALink
This Managed Object Class represents the A interface link connecting a  MSC to the GERAN.  For more information about the GERAN, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 57: Attributes of ALink

	Name
	Qualifier
	Description

	aLinkId
	READ-ONLY, M
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ-WRITE,M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	connectedBss
	READ-ONLY, M
	The value of this attribute shall be the DN of the related BssFunction or ExternalBssFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this aLink is connected to 0-1 BssFunction or 0-1 ExternalBssFunction.


Table 58: Notifications of ALink

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.30
MOC GbLink
This Managed Object Class represents the Gb interface link connecting a SGSN to the GERAN.  For more information about the GERAN, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 59: Attributes of GbLink

	Name
	Qualifier
	Description

	gbLinkId
	READ-ONLY, M
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ-WRITE,M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	connectedBss
	READ-ONLY, M
	The value of this attribute shall be the DN of the related BssFunction or ExternalBssFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this gbLink is connected to 0-1 BssFunction or 0-1 ExternalBssFunction.


Table 60: Notifications of GbLink

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.32
MOC CsMgwFunction

This Managed Object Class represents CS-MGW functionality. For more information about MGW, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 63: Attributes of CsMgwFunction
	Name
	Qualifier
	Description

	csmgwFunctionId
	READ-ONLY, M
	An attribute whose ‘name+value' can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ-WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	csMgwFunction- MscServerFunction
	READ-ONLY, M
	The value of this attribute shall be the DN of the related mscServerFunction instance. This is a reference attribute modelling the role (of the association AssociatedWith) that this csMgwFunction is associated with to 0-* mscServerFunction.

	csMgwFunction- IucsLink
	READ-ONLY, M
	The value of this attribute shall be the DN of the related IucsLink instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this csMgwFunction is connected to 0-* IucsLink.

	csMgwFunction- ALink
	READ-ONLY, M
	The value of this attribute shall be the DN of the related ALink instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this csMgwFunction is connected to 0-* ALink.


Table 64: Notifications of CsMgwFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.33
MOC CLink
This Managed Object Class represents a C interface link connecting a GmscServer to the HLR.  For more information about the C interface, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 65: Attributes of CLink

	Name
	Qualifier
	Description

	clinkId
	READ-ONLY, M
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ-WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	connectedHlr
	READ-ONLY, M
	The value of this attribute shall be the DN of the related HlrFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this CLink is connected to 0-1 HlrFunction.

This attribute shall be present if CLink is connected to a HLR.


NOTE:
An instance of CLink can only connect a GmscServer to an HLR.

Table 66: Notifications of CLink
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.34
MOC DLink
This Managed Object Class represents a D interface link connecting a MscServer to the HLR.  For more information about the D interface, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 67: Attributes of DLink

	Name
	Qualifier
	Description

	dlinkId
	READ-ONLY, M
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ-WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	connectedHlr
	READ-ONLY, M
	The value of this attribute shall be the DN of the related HlrFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this DLink is connected to 0-1 HlrFunction.

This attribute shall be present if DLink is connected to a HLR.


NOTE:
An instance of DLink can only connect a MscServer to an HLR.

Table 68: Notifications of DLink
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.35
MOC ELink
This Managed Object Class represents a E interface link connecting a MscServer to another MscServer.  For more information about the E interface, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 69: Attributes of ELink

	Name
	Qualifier
	Description

	elinkId
	READ-ONLY, M
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ-WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	connectedMscServer
	READ-ONLY, M
	The value of this attribute shall be the DN of the related MscServerFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this ELink is connected to 0-1 MscServerFunction 
This attribute shall be present if ELink is connected to an MscServer.


NOTE:
An instance of ELink can only connect a MscServer to another MscServer.

Table 70: Notifications of ELink
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.36
MOC GrLink
This Managed Object Class represents a Gr interface link connecting a SGSN to the HLR.  For more information about the Gr interface, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 71: Attributes of GrLink

	Name
	Qualifier
	Description

	grlinkId
	READ-ONLY, M
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ-WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	connectedHlr
	READ-ONLY, O
	The value of this attribute shall be the DN of the related HlrFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this GrLink is connected to 0-1 HlrFunction.

This attribute shall be present if GrLink is connected to a HLR.


NOTE:
An instance of an GrLink can only connect a SGSN to an HLR.

Table 72: Notifications of GrLink

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.37
MOC GnLink
This Managed Object Class represents a Gn interface link connecting a SGSN to the GGSN.  For more information about the Gn interface, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

Table 73: Attributes of GnLink

	Name
	Qualifier
	Description

	gnlinkId
	READ-ONLY, M
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ-WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	connectedGgsn
	READ-ONLY, O
	The value of this attribute shall be the DN of the related GgsnFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this GnLink is connected to 0-1 GgsnFunction .

This attribute shall be present if GnLink is connected to a GGSN.


NOTE:
An instance of an GnLink can only connect a SGSN to an GGSN.

Table 74: Notifications of GnLink
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.4
Associations

6.4.1
Association AssociatedWith (M)

This bi-directional association models the relationship between the MscServerFunction and GSMCell/External GSM Cell, the SgsnFunction and GSMCell/ExternalGsmCell,  and CsMgwFunction and MscServerFunction.
Each association has two roles.  These two roles model each MOC’s association with the other MOC. Each role is in the MOC definition mapped to a reference attribute with the same name.

6.4.2
Association ConnectedTo (M)

This uni-directional association models the relationship between the Alink/GbLink/IucsLink/IupsLink and the ConnectedBss, IucsLink/IupsLink/IubcLink and the ConnectedRnc,  CsMgwFunction and IucsLink/Alink， CLink/DLink/GrLink and ConnectedHlr, ELink and ConnectedMscServer, and GnLink and ConnectedGgsn.
Each association has one role.  This role models the MOC’s association with the other MOC. The role is in the MOC definition mapped to a reference attribute with the same name.
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