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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).
The present document is part 1 of a multi-part TS covering the 3rd Generation Partnership Project: Technical Specification Group Services and System Aspects; Telecommunication Management; Security Management, as identified below:

TS 32.xx1:

"Security Management Integration Reference Point: Requirements";

TS 32.xx2


"Security Management Integration Reference Point: Information Service";

TS 32.xx3:

"Security Management Integration Reference Point: CORBA Solution Set";

TS 32.xx4:

"Security Management Integration Reference Point: CMIP Solution Set".
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction
In 3GPP SA5 context, IRPs are introduced to address process interfaces at the Itf-N interface. The Itf-N interface is built up by a number of Integration Reference Points (IRPs) and a related Name Convention, which realise the functional capabilities over this interface. The basic structure of the IRPs is defined in 3GPP TS 32.101 [1] and 3GPP TS 32.102 [2]. IRP consists of IRPManager and IRPAgent. Usually there are three types of transaction between IRPManager and IRPAgent, which are operation invocation, notification, and file transfer.

However, there are different types of intentional threats against the transaction between IRPManagers and IRPAgents. All the threats are potential risks of damage or degradation of telecommunication services, which operators should take measures to reduce or eliminate to secure the telecommunication service, network, and data.

By introducing Security Management IRP, this document describes security requirements to relieve the threats between IRPManagers and IRPAgents. The purpose of Security Management IRP is that IRPManagers can and only can access authorized information of authorized IRPAgents by authorized methods during certain time.

As described in 3GPP TS 32.101 "3G Telecom Management principles and high level requirements" [1], the architecture of security management is divided into two layers:

Layer A - Application Layer
Layer B - O&M IP Network
The threats and security management requirements of different layers are different, which should be taken into account respectively.

1 Scope

The present document defines, in addition to the requirements defined in [1] and [2], the requirements for Security Management IRP.

2 References

The following documents contain provisions that, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.101: "3G Telecom Management principles and high level requirements".

[2]
3GPP TS 32.102: "3G Telecom Management architecture".

[3]
ITU‑T Recommendation M.3016 (1998): "TMN security overview".
3 Definitions and abbreviations

3.1 Definitions

For the purposes of the present document, the following terms and definitions apply.

IRP: See 3GPP TS 32.101 [1].
IRPAgent: See 3GPP TS 32.102 [2].

IRPManager: See 3GPP TS 32.102 [2].

Operations System (OS): indicates a generic management system, independent of its location level within the management hierarchy.
3.2 Abbreviations

For the purposes of the present document, the following abbreviations apply:

IRP
Integration Reference Point

IS
Information Service (see [1])

ITU-T
International Telecommunication Union, Telecommunication Standardisation Sector 

OS
Operations System

TMN
Telecom Management Network
UML
Unified Modelling Language (OMG)

UMTS
Universal Mobile Telecommunications System
4 Security Management Threats and Conception

This clause describes threats of Telecommunication Management Network and conception of security requirement against the threats.

4.1 Threats

In general, Telecommunication Management Network faces the following threats (see ITU-T M.3016 [3]).

4.1.1 Masquerade
Communication entity claims to be another one. 

This threat threatens the security of both Application Layer and O&M IP network, since architecture of security management is divided into two layers (see [1]).

4.1.2 Eavesdropping
Communication between entities involved is monitored maliciously. 

This threat threatens the security of O&M IP network.

4.1.3 Unauthorized access
Communication entity attempts to access information in violation of the security policy in force.

This threat primarily threatens the security of Application Layer; and it threatens the security of O&M IP network too.

4.1.4 Loss or corruption of information
The exchanged information between communication entities is modified, inserted, deleted, delayed, or replayed.

This threat threatens the security of both Application Layer and O&M IP network.
4.1.5 Repudiation
Communication entity no matter sender or receiver denies the fact that it has exchanged information with another.

This threat threatens primarily the security of Application Layer.

4.1.6 Forgery
Communication entity fakes up some information and claims that it is the exchanged information from or to another.

This threat threatens primarily the security of Application Layer.

4.1.7 Denial of Service
Communication entity fails to perform its function due to receiving too much meaningless service requests or too much meaningless network message.

This threat threatens the security of both Application Layer and O&M IP network.

4.2 Concept of security requirement

4.2.1 Authentication 

Communication entity should verify whether it is exchanging information with the correct peer entity claiming to be. 

Authentication provides communication entity the ability to refuse to respond a masquerader.

4.2.2 Authorization

Based on security policy of enterprise, communication entity grants another entity to access specific scope of information in specific manner during certain time. However, the security policy of enterprise is out of the scope of the present document. 

Usually there are five types of access manner; they are creation, deletion, modification, reading and writing. 

Authorization provides the possibility of access control, as Authorization specifies rules of access of information while Access control checks such rules.

4.2.3 Access control
Communication entity should assure to be only accessed in conformity to authorized rules.

Access control provides communication entity the ability to protect unauthorized information from being accessed and decrease the risk of denial of service. 

Access control is related to Authorization and Authentication, as entity should be authorized before it is permitted to access any information of another.

4.2.4 Confidentiality

Information transferred between communication entities involved should be kept secrete from others not involved.

Confidentiality protects information transferred against Eavesdropping.

4.2.5 Integrity

Information transferred between communication entities should be kept correct against being modified, deleted, inserted and replayed.

Integrity protects information transferred against loss or corruption.

4.2.6 Security alarm reporting

Security alarm reporting should be supported to notify security event when needed.

Communication entity will notify alarm reporting when attack of Masquerade, Unauthorized, Loss or corruption of information, or Denial of service is detected.

4.2.7 Accountability

Communication entity should be able to prove that exchange of information has actually happened and cannot deny the consequent responsibility. 

Accountability protects exchange of information between communication entities against reputation.

4.2.8 Activity logging

Activity logging should be supported to log activities occurred on communication entity.

Activity logging is related to Accountability, as activity logging provides the possibility of disabling communication entity to deny activities and consequent responsibilities. 

Activity logging also decreases the risk of threat of Masquerade, Unauthorized access, Forgery, and Denial of service.

5 Security requirement of Itf-N

1. IRPAgent should authorize IRPManager. It depends on operator to decide whether IRPAgent authorizes IRPManager through Itf-N or not. It implies that authorization is an optional security requirement of Itf-N.

2. On receiving request of operation, IRPAgent should verify whether IRPManager invoker is what it claims to be. Usually IRPAgent will check the identity of IRPManager. The detail of identity of IRPManager is out of scope of this document.

3. On receiving notification, IRPManager should verify whether IRPAgent sender is what it claims to be, and notification emitted by IRPAgent can only be disclosed to IRPManager authorized to receive.
4. Based on Access control, operation of IRPAgent can only be performed by authorized IRPManager.

5. Receiver (IRPManager or IRPAgent) of file transferred should check whether the file has been modified, deleted, or inserted.

6. IRPAgent should report security alarm to IRPManager when breach of security was detected, e.g. request of unauthorized operation, reception of false notification, or damage of file transferred, etc.
7. IRPAgent should log requested operations, performed operations, and emitted notifications in order to find out responsibility later, and IRPManager should be able to query such log and check whether it has been modified.

Annex A (informative):
Change history

This annex lists all change requests approved for the present document since the specification was first approved by 3GPP TSG-SA.

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	





