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ABSTRACT

This document reflects the consensus reached by the Q18/4 experts group in its electronic consideration of AAP comments on Q.816 Corrigenda 2 made by AT&T and SBC. The diff-marks are from the original version of the Corrigenda posted on the ITU AAP site.

These changes clarify the intent of the corrigenda to enable system suppliers to use OMG typed notification while maintaining interoperability with systems expecting structure notification.

Recommendation Q.816 Corrigendum 2.

1) Subclause 6.2

Replace this paragraph:

(R) NOTIF-4
The Notification Service shall support structured events.

with this paragraph:


(R) NOTIF-4
The Notification Service shall support either structured events or structured and typed events.  The managed system application code, however, must generate only structured or only typed notifications, not both.

And immediately after add the following paragraph:

NOTE -- Typed events do not rely upon the use of CORBA any data types, making them more efficient and therefore the preferred choice.

Add the following text after the note:


Since managed systems may generate either structured or typed events, managing systems generally need to be able to receive both typed and structured events for best performance and interoperability.  If a managing system does support both, it should choose the most efficient way of receiving notifications.  One way to do this is to initially subscribe to both structured and typed events and note what type-of-events are received.  The managed system must generate heartbeat notifications (see Heartbeat-1), so the managing system should not have to wait long to receive a notification.  An event channel that supports both structured and typed events must be able to translate typed events to structured but not vice versa. This allows the managing system to deduce how the notifications are originally being generated by the managed system application.  

· If the event channel does not support typed notifications the managing system will be prevented from subscribing to typed notifications.  The managing system will then know that all notifications will be structured.  

· If the managing system can subscribe to both and receives copies of notifications in both typed and structured format, it knows that the notifications are being generated by the managed system application as typed events and that the event channel is creating a copy and translating it to structured.  The managing application should then unsubscribe to structured notifications to relieve the event channel from performing this duty.  

· If the managing system can subscribe to both but receives only structured notifications, it knows that they are being originally generated as structured notifications and it may unsubscribe to the typed notifications.


The table below lists the possible permutations in the kinds of events supported by the managed system application itself, the managed system’s notification channel, and the managing system application.  Comments on each combination are provided.  The managed system application code may generate only structured notifications or only typed notifications, but not both.  If managed systems were allowed to generate both, it would be impossible for a managing system to receive notifications in the most efficient manner while being assured of receiving all notifications.  The event channel may support structured notifications only, or structured and typed notifications.  An event channel that supports only typed notifications would not conform to the OMG’s Notification Service specification [4].

	
	Managed System Application Generates
	Event Channel Supports
	Managing System Can Receive
	Comments

	
	Structured
	Structured only
	Structured only
	Straightforward compatibility.  The managing system simply subscribes to and receives structured events.  

	
	Structured
	Structured only
	Typed only
	Incompatible.  When the managing system attempts to subscribe to typed events the channel will not support it.  The managing system should report that it is incompatible with the managed system because the managing system does not support structured events.

	
	Structured
	Structured only
	Both
	Compatible.  The managing system’s attempt to subscribe to typed events will be rejected by the channel, but it will be able to receive structured events.

	
	Structured
	Both
	Structured only
	Straightforward compatibility.  The managing system simply subscribes to and receives structured events.

	
	Structured
	Both
	Typed only
	Incompatible.  The managing system will be able to successfully subscribe to typed events from the event channel, but since the channel cannot translate structured events to typed events, it will not receive any notifications.  The managing system will detect a problem when it does not receive heartbeat notifications.  It should report the problem and suggest as a likely cause its incompatibility with systems that generate only structured events.

	
	Structured
	Both
	Both
	Compatible.  The managing system will be able to successfully subscribe to both structured and typed events, but since the channel cannot translate structured events to typed events, it will receive only structured events.  The managing system should unsubscribe to the typed events when it detects it is receiving only structured events.

	
	Typed
	Structured only
	Structured only
	Nonsensical.  It does not make sense for a managed system supplier to provide application code that generates typed events if the system’s event channel supports only structured events.

	
	Typed
	Structured only
	Typed only
	"

	
	Typed
	Structured only
	Both
	"

	
	Typed
	Both
	Structured only
	Compatible.  The managing system subscribes to structured events and relies upon the channel to convert.  Performance could be an issue.

	
	Typed
	Both
	Typed only
	Straightforward compatibility.  The managing system simply subscribes to and receives typed events.

	
	Typed
	Both
	Both
	Compatible.  The managing system will be able to successfully subscribe to both structured and typed events, and will receive notifications in both forms.  The managing system should unsubscribe to the structured events as soon as it successfully receives a typed event.



The incompatibility problems listed in the table result when a managing system is limited to only receiving typed events.  If a managing system supports only typed events, an implementation agreement must be made with managed system suppliers to also support typed events.

Replace this paragraph:

 (O) NOTIF-6
The use of typed events is optional.

with this paragraph:

(O) NOTIF-6
Null requirement, not deleted to maintain numbering.

Delete the note following NOTIF-6.

__________


