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Change in Clause 2

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
ITU-T Recommendation X.736: "Information technology - Open Systems Interconnection - Systems Management: Security alarm reporting function".

[2]
OMG TC Document telecom (98-11-01): "Summary of responses to real time survey".

[3]
OMG CORBA services: Common Object Services Specification, Update: November 22, 1996. (Clause 4 contains the Event Service Specification).

[4]
3GPP TS 32.312: "Telecommunication management; Generic IRP management: Information service".

[5]
3GPP TS 32.302: "Telecommunication Management; Configuration Management; Notification Integration Reference Point (IPR): Information service version 1".

[6]
3GPP TS 32.111-2: "Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point: Information Service".

[7]
3GPP TS 32.101: "3G Telecom Management principles and high level requirements".

[8]
3GPP TS 32.102: "3G Telecom Management Architecture".

[9]
3GPP TS 32.301: "Telecommunication Management; Configuration Management; Notification Integration Reference Point (IRP): Requirements".

[10]
3GPP TS 32.111-3: "Telecommunication management; Fault Management; Part 3: Alarm Integration Reference Point (IRP): CORBA solution set".

[11]
3GPP TS 32.311: "Telecommunication management; Generic Integration Reference Point (IRP) management; Requirements".

End of Change in Clause 2

Change in Clause 3

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TS 32.10 [7], 3GPP TS 32.102 [8] and 3GPP TS 32.301 [9] and the following apply:

IRP document version number string (or "IRPVersion"): See 3GPP TS 32.311 [11].

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CM
Configuration Management

CORBA
Common Object Request Broker Architecture (OMG)

EC
Event channel (OMG)

EM
Element Manager

IDL
Interface Definition Language (OMG)

IOR
Interoperable Object Reference

IS
Information Service

NC
Notification Channel (OMG)

NE
Network Element

NV
Name and Value pair
OMG
Object Management Group

QoS
Quality of Service

SS
Solution Set

UML
Unified Modelling Language (OMG)

3A
IRP document version number string

The IRP document version number (sometimes called “IRPVersion” or “SS version number”) string is used to identify this specification.  The string is derived using a rule described in 3GPP TS 32.311: [11]. This string (or sequence of strings, if more than one version is supported) is returned in the get_notification_IRP_versions method.
End of Change in Clause 3

Annex A (normative):
IDL specifications

Change in Clause Annex A.3

A.3
IDL specification (file name "NotificationIRPConstDefs.idl")

#ifndef NotificationIRPConstDefs_idl

#define NotificationIRPConstDefs_idl

#include "ManagedGenericIRPConstDefs.idl"

// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* ## Module: NotificationIRPConstDefs

This module contains definitions specific for Notification IRP.

================================================================

*/

module NotificationIRPConstDefs

{









   /*

   Define the parameters (in the notification header) specified in

   the Notification IRP: IS. 

   */

   interface AttributeNameValue

   {

      const string NOTIFICATION_ID = "a";

      const string EVENT_TIME = "b";

      const string SYSTEM_DN = "c";

      const string MANAGED_OBJECT_CLASS = "d";

      const string MANAGED_OBJECT_INSTANCE = "e";

   };

   /*

   It defines the notification categories.

   A notification category is identified by the IRP name and its version number.

   */

   typedef ManagedGenericIRPConstDefs::VersionNumberSet NotificationCategorySet;

   /*

   It defines the notification types of a particular notification category.

   */

   typedef sequence <string> NotificationTypePerNotificationCategory;

   /*

   This sequence identifies all notification types of all notification

   categories identified by NotificationCategorySet.  The number of elements

   in this sequence shall be identical to that of NotificationCategorySet.

   */

   typedef sequence <NotificationTypePerNotificationCategory>

       NotificationTypesSet;

   /*

   It defines a sequence of SubscriptionIds.

   */

   typedef string SubscriptionId;

   typedef sequence <SubscriptionId> SubscriptionIdSet;

   /*

   This indicates if the subscription is Active (not suspended), Suspended,

   or Invalid.

   */

   enum SubscriptionState {Active, Suspended, Invalid};

};

#endif

End of Change in Clause Annex A.3
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