3GPP TSG-SA5 (Telecom Management)
S5-038006

Meeting #32bis, Sophia Antipolis, FRANCE, 20-24 January 2003

Source:
Orange (baptiste.caroz@francetelecom.com)

Title:
proposed diagram modifications in 32.412

Document for:
Discussion and approval

Agenda Item:
PM IRP

Work Item:
(OAM-PM)

WT addressed:
WT2 PM IRP Information Service and Solution Set specification
Specs involved:
32.412

· Attributes and relationships:

The performanceIRP UML “attributes and relationships” should be aligned with the AlarmIRP. We propose to add the MeasurementJobList class corresponding to the AlarmList Class in the AlarmIRP.

PmAttributeName should be replaced by measurementType for clarification and consistency with 32.401 and 32.403.

· State diagram:

We propose a "soft" stop of the MeasurementJob using an intermediary state (stopped) compared to a violent stop of the Measurement Job directly to the exit state. This allows the system to keep track of the results already  acquired or not depending on the kind of stop chosen.

A new transition "StopMeasurementJob" is needed to do this “soft” stop. The deleteMeasurementJob is used for “violent” stop.

The Suspended MeasurementJob may restart (it is the resume transition), or expired if the stop time is reached or may be directely deleted. It is impossible to have 2 different transitions states from one state (suspended to scheduled and Active), when the measurementJob is resumed it is better to scheduled it than to activate it directly. Or the suspendMeasurementJob shouldn’t be allowed from the “scheduled” state.

· Interface definition

PMIRP should not implement PMIRPNotifications, it uses it.

6.2
Class Diagram

6.2.1 
Attributes and relationships
This sub-clause introduces the set of information object classes (IOCs) that encapsulate information within the IRPAgent.  The intent is to identify the information required for the PMIRP Agent implementation of its operations and notification emission.  This sub-clause provides the overview of all support object classes in UML.  Subsequent sub-clauses provide more detailed specification of various aspects of these support object classes.
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Figure 6.1: Information Object Class UML Diagram
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6.3.1.3
State Diagram



Figure 6.3: State Diagram for MeasurementJob
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Figure 6.4: SubState Diagram of Active

The detail description and use cases for the state of MeasurementJob is in Annex A.
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7
Interface Definition

7.1
Class diagram
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Figure 7.1 Class Diagram
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