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5.1.32
Number of attached subscribers

a) This measurement provides the number of attached subscribers within this SGSN area.
The three measurement types defined in E are subject to the "2 out of 3 approach".
b) GAUGE.

c) Incremented when a subscriber enters  the GMM_REGISTERED state, in the SGSN Location Register, and decrement when a subscriber leaves the GMM_REGISTERED state.
d) A single integer value per measurement type defined in E.

e) MM.NbrActAttachedSub:

-
MM.NbrActAttachedSub
Combined (don't care);

-
MM.NbrActAttachedSub.G
GSM;

-
MM.NbrActAttachedSub.U
UMTS.

f) SgsnFunction.

g) Valid for packet switching.

h) GSM/UMTS.

5.1.33
Number of home subscribers

a) This measurement provides the number of GPRS home subscribers located in the SGSN location register. The GPRS MM state of this subscriber is GMM_REGISTERED or GMM_DEREGISTERED. Only GPRS subscribers that are homed in the same GPRS network are considered.
The three measurement types defined in E are subject to the "2 out of 3 approach".
b) GAUGE.

c) Incremented by one when GPRS subscriber is successfully registered in the SGSN location registered and decremented by one when GPRS subscriber is successfully deregistered out of the SGSN location register (TS 24.008).

d) A single integer value per measurement type defined in E.

e) MM.NbrHomeSub:

-
MM.NbrHomeSub
Combined (don't care);

-
MM.NbrHomeSub.G
GSM;

-
MM.NbrHomeSub.U
UMTS.

f) SgsnFunction.

g) Valid for packet switching.

h) GSM/UMTS.

5.1.34
Number of visiting national subscribers

a) This measurement provides the number of visiting national GPRS subscribers located in the SGSN location register. The GPRS MM state of this subscriber is GMM_REGISTERED or GMM_DEREGISTERED. Only GPRS subscribers that are homed in a partner GPRS network of the same country are considered.
The three measurement types defined in E are subject to the "2 out of 3 approach".
b) GAUGE.

c) This measurement provides the number of visiting national GPRS subscribers located in the SGSN location register. The GPRS MM state of this subscriber is GMM_REGISTERED or GMM_DEREGISTERED. Only GPRS subscribers that are homed in a partner GPRS network of the same country are considered.

d) A single integer value per measurement type defined in E.

e) MM.NbrVisitingNatSub:

-
MM.NbrVisitingNatSub
Combined (don't care);

-
MM.NbrVisitingNatSub.G
GSM;

-
MM.NbrVisitingNatSub.U
UMTS.

f) SgsnFunction.

g) Valid for packet switching.

h) GSM/UMTS.

5.1.35
Number of visiting foreign subscribers

a) This measurement provides the number of visiting foreign GPRS located in the SGSN location register. The GPRS MM state of this subscriber is GMM_REGISTERED or MM_DEREGISTERED. Only GPRS subscribers that are homed in a GPRS network of a foreign country are considered. 
The three measurement types defined in E are subject to the "2 out of 3 approach"..

b) GAUGE.

c) Incremented by one when GPRS subscriber is successfully registered in the SGSN location registered and decremented by one when GPRS subscriber is successfully deregistered out of the SGSN location register (TS 24.008).

d) A single integer value per measurement type defined in E.

e) MM.NbrVisitingForeign:

-
MM.NbrVisitingForeign
Combined (don't care);

-
MM.NbrVisitingForeign.G
GSM;

-
MM.NbrVisitingForeign.U
UMTS.

f) SgsnFunction.

g) Valid for packet switching.

h) GSM/UMTS.

5.1.36
Mean number of attached subscribers

a) This measurement provides the arithmetic mean number of the number of attached subscribers within this SGSN area.
The three measurement types defined in e) are subject to the "2 out of 3 approach".
b) SI.

c) This measurement is obtained by sampling at a pre-defined interval, the number of subscribers which are attached and then taking the arithmetic mean.

d) A single integer value per measurement type defined in e).

e) MM.MeanNbrAttachedSub:

-
MM.MeanNbrAttachedSub
Combined (don't care);

-
MM.MeanNbrAttachedSub.G
GSM;

-
MM.MeanNbrAttachedSub.U
UMTS.

f) SgsnFunction.

g) Valid for packet switching.

h) GSM/UMTS.

5.1.37
Mean Number of home subscribers

a) This measurement provides the arithmetic mean number of GPRS home subscribers located in the SGSN location register.
The three measurement types defined in e) are subject to the "2 out of 3 approach".
b) SI.

c) This measurement is obtained by sampling at a pre-defined interval, the number of GPRS home subscribers located in the SGSN location register and then taking the arithmetic mean.

d) A single integer value per measurement type defined in e).

e) MM.MeanNbrHomeSub:

-
MM.MeanNbrHomeSub
Combined (don't care);

-
MM.MeanNbrHomeSub.G
GSM;

-
MM.MeanNbrHomeSub.U
UMTS.

f) SgsnFunction.

g) Valid for packet switching.

h) GSM/UMTS.

5.1.38
Mean Number of visiting national subscribers

a) This measurement provides the arithmetic mean number of visiting national GPRS subscribers located in the SGSN location register.
The three measurement types defined in e) are subject to the "2 out of 3 approach".
b) SI.

c) This measurement is obtained by sampling at a pre-defined interval, the number of visiting national GPRS subscribers located in the SGSN location register and then taking the arithmetic mean.

d) A single integer value per measurement type defined in e).

e) MM.MeanNbrVisitingNatSub:

-
MM.MeanNbrVisitingNatSub
Combined (don't care);

-
MM.MeanNbrVisitingNatSub.G
GSM;

-
MM.MeanNbrVisitingNatSub.U
UMTS.

f) SgsnFunction.

g) Valid for packet switching.

h) GSM/UMTS.

5.1.39
Mean Number of visiting foreign subscribers

a) This measurement provides the arithmetic mean number of visiting foreign GPRS located in the SGSN location register.
The three measurement types defined in e) are subject to the "2 out of 3 approach".
b) SI.

c) This measurement is obtained by sampling at a pre-defined interval, the number of visiting foreign GPRS subscribers located in the SGSN location register and then taking the arithmetic mean.

d) A single integer value per measurement type defined in e).

e) MM.MeanNbrVisitingForeign:

-
MM.MeanNbrVisitingForeign
Combined (don't care);

-
MM.MeanNbrVisitingForeign.G
GSM;

-
MM.MeanNbrVisitingForeign.U
UMTS.

f) SgsnFunction.

g) Valid for packet switching.

h) GSM/UMTS.

5.1.40
Number of CAMEL subscribers

a) This measurement provides the number of attached subscriber within this SGSN area with CAMEL service 
The three measurement types defined in e) are subject to the "2 out of 3 approach".
b) GAUGE.

c) Incremented when a CAMEL subscriber enters  the GMM_REGISTERED state, in the SGSN Location Register, and decrement when a subscriber leaves the GMM_REGISTERED state.
d) 
e) A single integer value per measurement type defined in e).

f) MM.NbrCamelSub:

-
MM.NbrCamelSub
Combined (don't care);

-
MM.NbrCamelSub.G
GSM;

-
MM.NbrCamelSub.U
UMTS.

f) SgsnFunction.

g) Valid for packet switching.

h) GSM/UMTS.
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