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1. Overall Description:

GERAN2 would like to thank SA2 for their Liaison Statement LS (S2-030989/ G2-030236) on Functionality for Reporting Radio Resource Usage Information for MBMS from UTRAN/GERAN to Core Network and/or to OAM and for the opportunity to comment on this issue.

GERAN2 has discussed the issue raised in the mentioned Liaison Statement and would like to share the following points with SA2 and the other groups addressed in this LS:

· GERAN2 understands that SA2 is investigating this possible reporting function at this stage and that there is no requirement for the GERAN to provide such functionality yet.

· It is GERAN2’s understanding that the reporting function would attempt to provide the CN (or O&M) information on the radio resource usage for a given MBMS session. Thus it is this group’s assumption that the reporting would take place at the end of the MBMS session.

· As SA2 is already aware of, GERAN2 has requested more information on the concept of “MBMS RAB/PFC”. While this concept is still to be developed, it is anticipated that the reporting could for instance take place during (or after) the tearing down of the “MBMS RAB/PFC” on the Gb (in A/Gb mode) and Iu-ps (in Iu mode) interfaces.

With these assumptions, GERAN2 has not found at this time any reason to believe that such reporting would be infeasible.

Other relevant points to be highlighted are:

· GERAN2 has not discussed in detail the actual information that could be sent to the CN. It is anticipated that it would relate to the number of point-to-point and point-to-multipoint radio resources used by the incumbent MBMS session. 

· GERAN2 would like to have more details when appropriate of what information would be needed by the CN, if such reporting were required.

· This group understands that the contents of this reporting information should be common to GERAN and UTRAN, so as to be used by the CN consistently.

· GERAN2 would also like to mention that the exchange of information between the GERAN and O&M systems is not standardised.

2. Actions:

To SA2 group.

ACTION: 
GERAN2 kindly asks SA2:

1. To inform GERAN1 and GERAN2 of the progress of the discussion and to inform them when such functionality becomes a requirement for MBMS.

2. To consider the “MBMS RAB/PFC” concept during their discussions on this functionality.

3. If this functionality is needed, to confirm whether it is SA2’s intention to define the nature of the information that needs to be sent from the GERAN/UTRAN to the CN or whether SA2 expects the GERAN and RAN groups to discuss and agree on such common information.

3. Date of Next TSG-GERAN WG2 Meetings:

TSG-GERAN WG2 Meeting #14 
8th – 10th April 2003
Munich, Germany

TSG-GERAN WG2 Meeting #14bis
19th – 23rd May 2003
San Diego, USA

TSG-GERAN WG2 Meeting #15 
24th – 26th June 2003
TBD

