Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-SA5 (Telecom Management)
S5-036457

Meeting #33bis, Berlin, GERMANY, 07-11 April 2003

	CR-Form-v7

	CHANGE REQUEST

	

	(

	32.652
	CR
	CRNum
	(

rev
	-
	(

Current version:
	5.0.1
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	

	

	Title:
(

	Update 32.652 V5.0.1 to include notification tables.

	
	

	Source:
(

	SA5


	
	

	Work item code:
(

	OAM-NIM
	
	Date: (

	11/04/2003

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	To include the tables for notifications for the IOCs.

	
	

	Summary of change:
(

	The notification tables from Rel-4 are included for the IOCs, including notifyComments and notifyAlarmListRebuilt. The reference to reference [8] has been changed to [9].

	
	

	Consequences if 
(

not approved:
	The specification would not show which notifications an IOC supports.

	
	

	Clauses affected:
(

	1, 6.3.1.2, 6.3.2.2, 6.3.3.2, 6.3.4.2, 6.3.5.2, 6.4.1.2, 6.4.2.2 and 6.5.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

Change in Clause 1

1
Scope

The present document is part of an Integration Reference Point (IRP) named "GERAN Network Resources IRP", through which an "IRPAgent" (typically an Element Manager or Network Element) can communicate Configuration Management information to one or several  "IRPManagers" (typically Network Managers) concerning GERAN resources. The "GERAN Network Resources IRP" comprises a set of specifications defining Requirements, a protocol neutral Network Resource Model (NRM) and corresponding Solution Set(s).

The present document specifies the protocol neutral GERAN Network Resources IRP: Network Resource Model. It reuses relevant parts of the generic NRM in TS 32.622 [16], either by direct reuse or sub-classing, and in addition to that defines GERAN specific Managed Object Classes.

The Configuration Management (CM) area is very large. The intention is to split the specification of the related interfaces in several IRPs – as described in the Introduction clause above. An important aspect of such a split is that the Network Resource Models (NRMs) defined in different IRPs containing NRMs are consistent, and that NRMs supported by an IRPAgent implementation can be accessed as one coherent model through one IRP Information Service. 

To summarize, the present document has following main purpose: to define the applied GERAN specific Network Resource Model, based on the generic NRM in TS 32.622 [16].

In order to access the information defined by this NRM, an IRP Information Service (IS) is needed, such as the Basic CM IRP: IS (TS 32.602 [17]) or the Bulk CM IRP: IS (TS 32.612 [18]). However, which Information Service that is applicable is outside the scope of this document.

Regarding the support of the State Management IRP: IS (TS 32.672 [9]), all NRMs of one release shall support the same State Management IRP version. This NRM specification is related to TS 32.672 V5.0.X.

End of Change in Clause 1

Change in Clause 6.3.1.2

6.3.1.2
Attributes

Table 1: Attributes of BssFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifer
	Write Qualifier

	bssFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


Table 2: Notifications of BssFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


End of Change in Clause 6.3.1.2

Change in Clause 6.3.2.2

6.3.2.2
Attributes

Table 3: Attributes of BtsSiteMgr

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifer
	Write Qualifier

	btsSiteMgrId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	latitude
	+
	O
	M
	M

	longitude
	+
	O
	M
	M


Table 4: Additional attributes of BtsSiteMgr for the support of the State Management IRP
	Attribute Name
	Support Qualifier
	READ
	WRITE

	operationalState
	O
	M
	—

	NOTE:
No state propagation shall be implied.


Table 5: Notifications of BtsSiteMgr
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


End of Change in Clause 6.3.2.2

Change in Clause 6.3.3.2

6.3.3.2
Attributes

Table 6: Attributes of GsmCell

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifer
	Write Qualifier

	gsmCellId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	cellIdentity
	+
	M
	M
	M

	cellAllocation
	+
	M
	M
	M

	ncc
	+
	M
	M
	M

	bcc
	+
	M
	M
	M

	lac
	+
	M
	M
	M

	mcc
	+
	M
	M
	M

	mnc
	+
	M
	M
	M

	rac
	+
	O
	M
	M

	racc
	+
	O
	M
	M

	tsc
	+
	M
	M
	M

	rxLevAccessMin
	+
	M
	M
	M

	msTxPwrMaxCCH
	+
	M
	M
	M

	hoppingSequenceNumber
	+
	M
	M
	M

	plmnPermitted
	+
	M
	M
	M


Table 7: Notifications of GsmCell
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


End of Change in Clause 6.3.3.2

Change in Clause 6.3.4.2

6.3.4.2
Attributes

Table 8: Attributes of GsmRelation
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifer
	Write Qualifier

	gsmRelationId
	+
	M
	M
	-

	relationType
	+
	M
	M
	M

	adjacentCell
	+
	M
	M
	M

	bcchFrequency
	+
	O
	M
	-

	ncc
	+
	O
	M
	-

	bcc
	+
	O
	M
	-

	lac
	+
	O
	M
	-


Table 9: Notifications of GsmRelation
	Name
	Qualifier
	Notes

	notifyAttributeValueChange
	O
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


End of Change in Clause 6.3.4.2

Change in Clause 6.3.5.2

6.3.5.2
Attributes

Table 10: Attributes of ExternalGsmCell
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifer
	Write Qualifier

	externalGsmCellId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	cellIdentity
	+
	M
	M
	M

	bcchFrequency
	+
	M
	M
	M

	ncc
	+
	M
	M
	M

	bcc
	+
	M
	M
	M

	lac
	+
	M
	M
	M

	mcc
	+
	M
	M
	M

	mnc
	+
	M
	M
	M

	rac
	+
	O
	M
	M

	racc
	+
	O
	M
	M


Table11: Notifications of ExternalGsmCell
	Name
	Qualifier
	Notes

	notifyAttributeValueChange
	O
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


End of Change in Clause 6.3.5.2

Change in Clause 6.4.1.2

6.4.1.2
Roles

Table 12: Roles of the relation ExternalGsmNeighbourCellRelation

	Name
	Definition

	gsmRelation-externalGsmNeighbourCell
	This role (when present) represents GsmRelation capability to identify one ExternalGsmCell.  When this role is present, the GsmRelation.adjacentCell shall contain one ExternalGsmNeighbourCell DN.


End of Change in Clause 6.4.1.2

Change in Clause 6.4.2.2

6.4.2.2
Roles

Table 13: Roles of the relation GsmNeighbourCellRelation

	Name
	Definition

	gsmRelation-gsmNeighbourCell
	This role (when present) represents GsmRelation capability to identify one GsmCell.  When this role is present, the GsmRelation.adjacentCell shall contain one GsmCell DN.


End of Change in Clause 6.4.2.2

Change in Clause 6.5.1

6.5.1
Definition and legal values

The table below defines the attributes that are present in several information object classes of this TS.

Table 14: Attributes
	Attribute Name
	Definition
	Legal Values

	adjacentCell
	Pointer to GSM cell or external GSM cell.  Distinguished Name of the corresponding object.
	

	bcc
	IOCs GsmCell and ExternalGsmCell:

Base station colour code, BCC (part of BSIC). Ref 3GPP TS 44.018 [4].

IOC GsmRelation:

Base station colour code, BCC (part of BSIC. Ref 3GPP TS 44.018 [4]) for another GSM cell or the external GSM cell, that is broadcast in System Information in the Cell.
	

	bcchFrequency
	IOC ExternalGsmCell:
This attribute contains the absolute radio frequency channel number of the BCCH channel of the GSM cell.

IOC GsmRelation:

This attribute contains the absolute radio frequency channel number of the BCCH channel of another GSM cell or the external GSM cell, that is broadcast in System Information in the Cell.
	

	bssFunctionId
	An attribute whose "name+value" can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	btsSiteMgrId
	An attribute whose "name+value" can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	cellAllocation
	This attribute defines the set of radio frequencies allocated and available to a cell, the first element sets the BCCH frequency, Ref 3GPP TS 44.018 [4].
	

	cellIdentity
	Cell Identity  (Ref 3GPP TS 24.008 [3]).
	

	externalGsmCellId
	An attribute whose "name+value" can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	gsmCellId
	An attribute whose "name+value" can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	gsmRelationId
	An attribute whose "name+value" can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	hoppingSequenceNumber
	HoppingSequenceNumber. Attribute description reference 3GPP TS 45.002 [6] (HSN)
	

	lac
	IOCs GsmCell and ExternalGsmCell:

Location Area Code, LAC . Ref 3GPP TS 24.008 [3].

IOC GsmRelation:

Location Area Code, LAC (Ref 3GPP TS 24.008 [3]) for another GSM cell or the external GSM cell, that is broadcast in System Information in the Cell.
	

	latitude
	Used for geographical positioning of the sitemanager
	

	longitude
	Used for geographical positioning of the sitemanager
	

	mcc
	Mobile Country Code, MCC (part of the PLMN Id, Ref. 3 GPP TS 23.003 [8]).
	

	mnc
	Mobile Network Code, MNC (part of the PLMN Id, Ref. 3 GPP TS 23.003 [8]).
	

	msTxPwrMaxCCH
	Maximum Transmission Power for a Mobile Station on a CCH. Attribute description Ref 3GPP TS 45.008 [5] (MS_TXPWR_MAX_CCH)
	

	ncc
	IOCs GsmCell and ExternalGsmCell:
Network Colour Code, NCC (part of BSIC). Ref 3GPP TS 44.018 [4].

IOC GsmRelation:

Network Colour Code, NCC (part of BSIC. Ref 3GPP TS 44.018 [4]) for another GSM cell or the external GSM cell, that is broadcast in System Information in the Cell.
	

	plmnPermitted
	Network Colour Code Permitted. Attribute description reference 3GPP TS 45.008 [5] (NCC_PERMITTED)
	

	rac
	Routing Area Code, RAC. Ref 3GPP TS 44.018 [4].
	

	racc
	Routing Area Colour Code, RACC. Ref 3GPP TS 44.018 [4].
	

	relationType
	Type of relation: e.g. Intersystem relation, intra system relation.
	

	rxLevAccessMin
	Minimum Access Level. Attribute description Ref 3GPP TS 45.008 [5] (RXLEV_ACCESS_MIN)
	

	tsc
	Training Sequence Code, an attribute of the class channel in Ref 3GPP TS 44.018 [4]
	

	userLabel
	IOC BssFunction:
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

Other IOCs:

A user-friendly (and user assigned) name of the associated object.
	


End of Change in 6.5.1

End of Document
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