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Change in Clause 4.2.5

4.2.2.5
Attribute Mapping of the IOC UtranRelation

Table 6: Attribute mapping of the IOC UtranRelation
	IS Attribute
	CMIP SS Attribute
	Qualifier

	utranRelationId
	utranRelationId
	M

	
	
	

	adjacentCell
	adjacentCell
	M

	uarfcnUl
	uarfcnUl
	O

	uarfcnDl
	uarfcnDl
	O

	primaryScramblingCode
	primaryScramblingCode
	O

	primaryCpichPower
	primaryCpichPower
	O

	lac
	lac
	O


End of Change in Clause 4.2.5

Change in Clause 5.2.3

5.2.3
utranRelationBasicPackage

utranRelationBasicPackage PACKAGE

BEHAVIOUR



utranRelationBasicPackageBehaviour;


ATTRIBUTES



utranRelationId




GET,




uarfcnUl






GET,



uarfcnDl






GET,



primaryScramblingCode


GET,



primaryCpichPower



GET,



lac








GET;

REGISTERED AS {ts32-644Package 3};

utranRelationBasicPackageBehaviour BEHAVIOUR

DEFINED AS
"The ‘UtranRelation’ managed object contains radio network related parameters for the relation to the ‘UtranCell’ or ‘ExternalUtranCell’ managed object. Note: In handover relation terms, the cell containing the UTRAN Relation object is the source cell for the handover. The cell referred to in the UTRAN relation object is the target cell for the handover. This defines a one-way handover relation where the direction is from source cell to target cell.";

End of Change in Clause 5.2.3

Change in Clause 5.3.19

5.3.19
relationType
void











End of Change in Clause 5.3.19

Change in Clause 6

6
ASN.1 Definitions

TS32-644TypeModule {ccitt (0) identified-organization (4) etsi (0) mobileDomain (0) umts-Operation-Maintenance (3) ts32-644 (644) informationModel (0) asn1Module (2) version1 (1)}

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

--EXPORTS everything

IMPORTS

GeneralObjectId, GeneralObjectPointer, GeneralObjectPointerList


FROM TS32-624TypeModule {ccitt (0) identified-organization (4) etsi (0) mobileDomain (0)


umts-Operation-Maintenance (3) ts32-624 (624) informationModel (0) asn1Module (2) version1 (1)}

MobileCountryCode, MobileNetworkCode, LocationAreaCode


FROM GSM1220TypeModule {ccitt (0) identified-organization (4) etsi (0) mobileDomain (0)


gsm-Operation-Maintenance (3) gsm-12-20 (20) informationModel (0) asn1Module (2)


asn1TypeModule (0)};

-- 3GPP TS 32.644 related Object Identifiers

baseNodeUMTS


OBJECT IDENTIFIER ::= {
itu-t(0) identified-organization(4) etsi(0) 













mobileDomain(0) umts-Operation-Maintenance(3)}

ts32-644



OBJECT IDENTIFIER ::= { baseNodeUMTS ts32-644




(644)}

ts32-644InfoModel

OBJECT IDENTIFIER ::= { ts32-644 informationModel



(  0)}

ts32-644ObjectClass

OBJECT IDENTIFIER ::= { ts32-644InfoModel managedObjectClass
(  3)}

ts32-644Package


OBJECT IDENTIFIER ::= { ts32-644InfoModel package



(  4)}

ts32-644Parameter

OBJECT IDENTIFIER ::= { ts32-644InfoModel parameter



(  5)}

ts32-644NameBinding  
OBJECT IDENTIFIER ::= { ts32-644InfoModel nameBinding


(  6)}

ts32-644Attribute

OBJECT IDENTIFIER ::= { ts32-644InfoModel attribute



(  7)}

ts32-644Action


OBJECT IDENTIFIER ::= { ts32-644InfoModel action



(  9)}

ts32-644Notification
OBJECT IDENTIFIER ::= { ts32-644InfoModel notification


( 10)}

-- Start of 3GPP SA5 own definitions

UarfcnUl ::= INTEGER

UarfcnDl ::= INTEGER

PrimaryScramblingCode ::= INTEGER

PrimaryCpichPower ::= INTEGER

MaximumTransmissionPower ::= INTEGER

PrimarySchPower ::= INTEGER

SecondarySchPower ::= INTEGER

BchPower ::= INTEGER

Lac ::= INTEGER

Rac ::= INTEGER

Sac ::= INTEGER

Ura ::= INTEGER







END
-- of TS32-644TypeModule                                                         

End of Change in Clause 6
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